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In the year 1888 a young boy named Ernst G. 
Kistenmacher joined his father, a German
merchant, visiting an intenational trade fair in the 
city of Leipzig in Germany. The vibrant mood of 
foreign languages spoken by foreign people 
doing business on the trade fair captivated the boy 
immediately. Especially a group of Arab 
merchants dressed in their traditional robes 
fascinated him. The young boy followed the men 
and watched them spreading out prayer rugs on 
the ground and then starting to pray. Never ever 
in his life he could forget the image of these proud
merchants interrupting their business to bow down 
in humility before God. And in that very moment
he knew that one day he would visit their 
homeland to learn more about their culture, history 
and religion

A  few years later, the boy had become a young
man in the meantime, he embarked on a 
nearly one year lasting business journey to the 
Middle East and India which was the 

groundbreaking of his company 
E.G. Kistenmacher GmbH & Co. KG.
 
Ever since then we are following the same path
which the company took in its founding 
years: Our main focus always lies on the 
requirements of our customers and the
best possible quality of our products!

Thanks to this philosophy we can look back on a 
history of more than one hundred successful years. 
And our today’s customers in the Arab world as
well as our suppliers in Germany rely on our 
partnership for several generations in the 
meantime.

We would be glad if we could count you to that
circle of satisfied customers, too.

Faithfully yours, 
E.G. Kistenmacher GmbH & Co. KG
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PASSION FOR QUALITY SINCE 1900



                                               OVERVIEW

Power Distribution

Home Accessories

Plugs and Switches

Installation Material

Cables and Tools

Time Switches and KWH Meters

Lamps and Lighting Components

Lighting

Float- and Pressure Switches
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nachDIN EN 60529(IEC 60529 / VDE 0470-1)
 

International Protection Classes

0 No protection against accidental contact,  
no protection against solid foreign bodies 0 No protection against water

1 Protection against contact with any large area by hand and against solid 
foreign bodies with Ø > 50 mm 1 Protection against vertical water drops

2 Protection against contact with the fingers, protection against solid 
foreign bodies with Ø > 12,5 mm 2 Protection against diagonal water drops (up to a 15° angle)

3 Protection against tools, wires or similar objects with Ø > 2.5 mm, 
protection against solid foreign bodies with Ø > 2.5 mm 3 Protection against diagonal water drops (up to a 60° angle)

4 As 3, but Ø > 1 mm 4 Protection against splashed water from all directions

5 Full protection against contact,  
protection against interior injurious dust deposits 5 Protection against water (out of a nozzle) from all directions

6 Total protection against contact, protection against penetration of dust 6 Protection against ingress of water in case of powerful water-jets

7 Protection against ingress of water in case of temporary immersion

8 Protection against ingress of water in case of continuous immersion, 
requirements under agreement of user and manufacturer

Dust-tight and protected against 
continuous immersion in water

Dust-tight and protected against 
temporary immersion in water

Dust-tight and protected against  
water-jets

Dust-protected and protected against 
powerful water-jets

Dust-protected and protected against 
water-jets

IP 54

IP 55

IP 56

IP 65

IP 67

IP 68IP 44

Dust-protected and protected against 
splashing water

Protected against foreign bodies of  
1 mm and against splashing water

Protected against foreign bodies of  
1 mm and greater

Protected against access to hazardous 
parts with a fingerIP 20

IP 40

Protection Classes Examples:

5 4 Second index figure
Water protecion

First index figure
Foreign bodies protectionIP Code letters

International Protection
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H = Harmonised cable
A = Other nationally cable

1 DEFINITION

03 =  300 / 300 V
05 = 300 / 500 V
07 = 450 / 750 V

H 0 5 V V - F   3 G 1 , 5
1 2 3 4 5 6 7 8

Key to cable quality The right cable for every use

2 NOMINALE VOLTAGE (VOLT)

V = PVC
V3 = PVC, cold-resistant 
  to -35 °C
R = Natural or synthetic 
  rubber
S = Silicone rubber
B = Synthetic rubber

3 ISOLATING SHEATH

V = PVC
V3 = PVC, cold-resistant 
  to -35 °C
R = Natural or synthetic 
  rubber
N = Neoprene
J = Glass fibre
T = Textile
Q = Polyurethane

4 OUTER SHEATH

U = Round, single-wire cable
R = Round, multi-wire cable 
K = Fine wire for
  permanent installation
F = Fine wire for moveable 
  cables
H = Extremely fine wire
  for moveable cables
Y = Tinsel wire

5 CABLE TYPE

6 NUMBER OF WIRES

G = With green-yellow wire
X = Without green-yellow 
  wire

7 PROTECTED CABLES

8 DIAMETER OF CABLE CORE
in mm2

AT = Country-specific 
  standard for Austria
K35 = Cold-resistant to -35 °C

9 SPECIAL SHAPES/CABLE
NAME EXTENSIONS 

 (BQ cable)
For long-term outside use.  
Highly resistant to abraisions, crushing, UV light, cutting  
and tearing. Acid-proof, oil-resistant,weatherproof and  
micro-resistant. Temperature-resistant down to -40 °C. 
Polyurethane outer sleeve.

RN cable
For long-term outside use.
Resistant against oils and acids. Inner wire coating made of na-
tural or synthetic rubber. Outer cable casing made of neoprene. 
Approved to exacting site standards as per  
VDE 0100 part 704.

 (V3V3 cable) 
N07: For outside use.  
N05: For temporary outside use. 
High mechanical loading capacity. Applicable down to -35 °C. 
Oil- and UV- resistant and highly abrasion-resistant.  
Outer cable casing made of highly flexible special plastic.

RR cable 

For normal use in dry conditions  
and for temporary outside use. 
Inner wire coating and outer cable casing made 
of synthetic rubber.

VV cable 

For normal use in dry conditions. 
For medium mechanical stress. With insulated inner wire 
coating and outer cable casing made of flexible PVC.

VV cable (IP44) 

Temporary and time-limited outdoor use.
For medium mechanical stress. With insulated inner wire 
coating and outer cable casing made of flexible PVC.
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Garant® S Cable Reel
Top in quality and design, for every requirement and use

- Reel body made from rust-resistant and galvanised sheet steel
- With 3-way socket outlet 13 A BS with self-closing cover providing
  protection against dust and contamination.
- Ergonomic cable guide handle for perfect cable-management during winding.
- With hinged rotary handle for comfortable rolling up.
- With thermal cut-out protection against overheating. 

Art. No. 1198063 1198053 1198113
Socket outlets 3 3 3
Cable length 50 m 25 m 20 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 1 1 1
Cable Colour black black black
Reel diameter 290 mm 240 mm 240 mm

Art. No. 1072933
Socket outlets 3
Cable length 15 m
Cable designation H05VV-F3G1.5
Packing Unit 1
Cable Colour  black
Reel diameter 190 mm

Top in quality and design, for every requirement and use

- Reel body made from rust-resistant and galvanised sheet steel fitted to a
  particularly sturdy galvanised steel tube frame.
- Ergonomic cable guide handle for perfect cable-management during winding.
- With 3-way socket outlet 13 A BS with self-closing cover providing
  protection against dust and contamination.
- With thermal cut-out protection against overheating. 
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Cable Reel
Top in quality and design, for every requirement and use

- With thermal cut-out protection against overheating. 
- Reel body made from rust-resistant and galvanised sheet steel
- With 3-way socket outlet 13 A BS with self-closing cover providing
  protection against dust and contamination.
- Ergonomic cable guide handle for perfect cable-management during winding.

Art. No. 1198057 1198067
Socket outlets 3 3
Cable length 25 m 50 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 1 1
Cable Colour black black
Reel diameter 290 mm 290 mm

fully certified

famous branding

Made in Germany
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Cable Reels
Garant® Cable Reel with USB-Charger

- Reel body made from special plastic fitted to a galvanised steel tube frame.
- 2 earthed sockets, with self-closing covers.
- 2 USB charging sockets, dust- and dirt-protected.
- Total charging amperage of max. 2100 mA for quick reload

Art. No. 1208063600 1078183604
Cable length 50 m 15 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 1 4
Cable Colour black black
Reel diameter 290 mm 180 mm

Art. No. 1169723150 1078183004
Cable length 15 m 15 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 2 4
Cable Colour black black 
Reel diameter n/a 180 mm

Rubber Cable Reel X-Gum

- Compact and robust lightweight with integrated carrying handle.
- Extremely robust, impact resistant, ageing and weather resistant.
- 3 earthed sockets, with self-closing covers.
- With thermal cut-out protection against overheating.

Compact AK 180 Cable Reel

- With 3-way socket outlet 13 A BS with self-closing cover providing
  protection against dust and contamination.
- Galvanized steel tube frame
- With thermal cut-out protection against overheating.
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Garant® Cable Reel

Garant® Bretec® Cable Reel

With the unique Bretec® Anti Cable Twist System for comfortable working

- Reel body made from special plastic fitted to a galvanised steel tube frame.
- With 3-way socket outlet 13 A BS with self-closing cover providing
  protection against dust and contamination.
- With hinged rotary handle for comfortable rolling up.
- With thermal cut-out protection against overheating. 

Art. No. 1208863 1198853

Cable length 50 m 25 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 1 1
Cable Colour red red
Reel diameter 290 mm 240 mm

Art. No. 1208063 1218053 1208123 1208113
Cable length 50 m 25 m 40 m 20 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G2.5 H05VV-F3G2.5
Packing Unit 1 1 1 1
Cable Colour black black black black
Reel diameter 290 mm 240 mm 290 mm 240 mm

Garant® Cable Reel

- Reel body made from special plastic fitted to a galvanised steel tube frame.
- With 3-way socket outlet 13 A BS with self-closing cover providing
  protection against dust and contamination.
- Ergonomic cable guide handle for perfect cable-management during winding.
- With thermal cut-out protection against overheating. 
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Garant® CEE Cable Reel
Garant® 110V CEE 2 Cable Reel

Top in quality and design, for every requirement and use.

- Reel body made from special break-resistant Breflexx rubber fitted to a 
  galvanized steel tube frame.
- With twin socket 110 V/16 A.
- Ergonomic cable guide handle for perfect cable-management
- With thermal cut-out protection against overheating. 

Art. No. 1148773 1131953 1138873

Cable length 25 m 25 m 50 m

Cable designation H05VV-F3G1.5 H05VV-F3G2.5 H05VV-F3G1.5
Packing Unit 1 1 1
Cable Colour yellow yellow yellow
Reel diameter 240 mm 240 mm 290 mm
Plug CEE 16A 2P+E(3p) 110V CEE 16A 2P+E(3p) 110V CEE 16A 2P+E(3p) 110V

Kistenmacher 
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Garant® CEE Cable Reel

Garant® CEE 2 IP 44 Camping/Maritime Cable Reel

For camping and permanent outdoor use, IP44

- Reel body made from special plastic fitted to a galvanised steel
  tube frame.
- Innovative and ergonomic cable guide handle „cable pilot“ for
  perfect cable-management during winding. Handle commutes on 
  both sides and allows easy carrying and cable storage. For right
  and left handed easy to rewind.
- Cables in signal colour orange, helpful to prevent potential
  tripping hazards.
- CEE plug 230 V/16 A, 2 CEE sockets 230V/16 A
- With single pole safety cut-off and overheating protection.

Art. No. 1182760100 1182470100
Cable length 25 m  23 m
Cable designation H07RN-F3G2.5 H07RN-F3G2.5
Cable quality Rubber-Neoprene Rubber-Neoprene
Cable Colour orange orange
Packing Unit 1 1
Reel diameter 290 mm 290 mm
Plug system plug CEE 16A 2P+E 

(3p) 230V
CEE 16A 2P+E 

(3p) 230V

Garant® G CEE 3 IP 44 Camping/Maritime Cable Reel

For camping and permanent outdoor use, IP44

- CEE angle coupling 230 V/16 A including earthing contact
  combination socket 230 V with self-closing caps 
  + 230 V/16 A CEE plug.
- Extension cable reel with plug and coupling.
- Innovative and ergonomic cable guide handle „cable pilot“ for
  perfect cable-management during winding. Handle commutes on 
  both sides and allows easy carrying and cable storage. For right
  and left handed easy to rewind.
- Rotary handle for comfortable rolling up.
- Reel body made from special plastic fitted to a galvanised steel
  tube frame.
- Belt fixation for effortless winding and unwinding of the cable.
- Cables in signal colour orange, helpful to prevent potential
  tripping hazards.
- Thermal cut-out protection, indicator shows overheating or
  overloading.
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Garant® Cable Reel

Garant® G Cable Reel

For mobile working with electrical garden tools.

- Reel body made from special plastic fitted to a galvanised steel
  tube frame.
- Ergonomic cable guide handle for perfect cable-management 
  during winding.
- With thermal cut-out protection against overheating. 

Art. No. 1141743015 1218753
Socket outlets 3 3
Cable length 25 m 25 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 1 1
Cable Colour red black
Reel diameter 240 mm 240 mm

Garant® RCD Cable Reel

- RCD plug 30mA protects against dangerous electrical accidents.
- Reel body made from special plastic on galvanised carrying frame.
- With thermal cut-out protection against overheating. 

Standard AK 260 Cable Reel

- With 3-way socket outlet 13 A BS 
- With thermal cut-out protection against overheating. 

Art. No. 1098253001 1098413001 1098743 1198113
Cable length 25 m 20 m 25 m 50 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 1 1 1 1
Cable Colour black black yellow yellow
Plug BS BS CEE 16A 2P+E(3p) 110V CEE 16A 2P+E(3p) 110V
Reel diameter 260 mm 260 mm 260 mm 260 mm

Standard AK 260 110V CEE 2 Cable Reel

- With twin socket 110 V/16 A.
- With thermal cut-out protection against overheating. 
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Automatic Cable Reel
Automatic Rewind Cable Reel

Convenient automatic rewind.

- For fitting on walls and ceilings.
- Slewable up to 180°.
- With safety cut-out
- For safe storage of the cable after use.

Art. No. 1241023300    1241003300

Cable length 9 m 16 m

Additional cable length 2 m 2 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 1 1
Cable Colour black black
Cable quality PVC Rubber-Neoprene       

Automatic Rewind Cable Reel

Convenient automatic rewind.

- For fitting on walls and ceilings.
- Slewable up to 180°.
- With safety cut-out
- CEE socket 110 V.
- For safe storage of the cable after use.
- Cable quality:

Art. No. 1241013110 1241003110

Cable length 9 m 16 m

Additional cable length 2 m 2 m

Cable designation H07RN-F3G1.5 H07RN-F3G1.5
Packing Unit 1 1
Cable Colour black black
Plug system plug CEE 16A 2P+E(3p) 110 V CEE 16A 2P+E(3p) 110 V
Cable quality Rubber-Neoprene Rubber-Neoprene       
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CEE Extension Cable IP 44
For universal outdoor use and permanent use on sites, IP 44

- Ideal for hard outdoor use.
- Oil resistant rubber cable for permanent outdoor use.
- High-quality, impact-resistant CEE-plug and 
  CEE coupling with cap.

Art. No. 1167710 1167740 1167970 1167320100 1167630100

Cable length 10 m 10 m 10 m 10 m 10 m

Cable designation H07RN-F5G1.5 H07RN-F5G2.5 H07RN-F5G4.0 H07RN-F5G6.0 H07RN-F5G16.0

Cable colour black     black black black black

Cable quality Rubber-Neoprene Rubber-Neoprene Rubber-Neoprene Rubber-Neoprene Rubber-Neoprene

Connection CEE coupling/CEE plug CEE coupling/CEE plug CEE coupling/CEE plug CEE coupling/CEE plug CEE coupling/CEE plug

Plug CEE 16A 3P+N+E (5p)                                                      
400 V

CEE 32A 3P+N+E (5p)       
400 V

CEE 32A 3P+N+E (5p) 
400 V

CEE 32A 3P+N+E (5p) 
400 V

CEE 63A 3P+N+E (5p) 
400 V

Plug system CEE 
socket/ CEE coupling

CEE 1x 16A 3P+N+E
(5p) 400V

CEE 1x 16A 3P+N+E
(5p) 400V

CEE 1x 32A 3P+N+E
(5p) 400V

CEE 1x 32A 3P+N+E
(5p) 400V

CEE 1x 63A 3P+N+E
(5p) 400V

Packing Unit 1 1 1 1 1

Art. No. 1167630200 1167720 11668500 1167320250 1167730

Cable length 20 m 25 m 25 m 25 m 30 m

Cable designation H07RN-F5G16.0 H07RN-F5G2.5 H07RN-F5G4.0 H07RN-F5G6.0 H07RN-F3G16.0
Cable colour black     black black black black

Cable quality Rubber-Neoprene Rubber-Neoprene Rubber-Neoprene Rubber-Neoprene Rubber-Neoprene

Connection CEE coupling/CEE plug CEE coupling/CEE plug CEE coupling/CEE plug CEE coupling/CEE plug CEE coupling/CEE plug

Plug CEE 63A 3P+N+E (5p)                                                      
400 V

CEE 16A 3P+N+E (5p)       
400 V

CEE 32A 3P+N+E (5p) 
400 V

CEE 32A 3P+N+E (5p) 
400 V

CEE 63A 3P+N+E (5p) 
400 V

Plug system CEE 
socket/ CEE coupling

CEE 1x 63A 3P+N+E
(5p) 400V

CEE 1x 16A 3P+N+E
(5p) 400V

CEE 1x 32A 3P+N+E
(5p) 400V

CEE 1x 32A 3P+N+E
(5p) 400V

CEE 1x 63A 3P+N+E
(5p) 400V

Packing Unit 1 1 1 1 1
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Extension Cables
Extension Cable

- For home and office
- With plug and socket 13 A BS

Art. No. 1166553015 1166563015 1166573015 1166503015 1166543015
Cable length 2 m 3 m 5 m 14 m 25 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5

Cable colour  white     white    white    blue blue

Packing Unit 10 10 10 5 5

Art. No. 1167650605 1167650610 1167650625

Cable length 5 m 10 m 25 m

Cable designation H07RN-F3G2.5 H07RN-F3G2.5 H07RN-F3G2.5

Cable colour orange orange orange

Cable quality Rubber-Neoprene Rubber-Neoprene Rubber-Neoprene

Connection CEE plug/CEE coupling CEE plug/CEE coupling CEE coupling/CEE plug

Plug system plug CEE 16A 2P+E(3p) 230V CEE 16A 2P+E(3p) 230V CEE 16A 2P+E(3p) 230V

Plug system CEE 
socket/ CEE coupling

CEE 1x 16A 2P+E(3p) 230V CEE 1x 16A 2P+E(3p) 230V CEE 1x 16A 3P+E(3p) 230V

Packing Unit 2 2 2

IP 44 CEE 230 V

CEE 230 V

CEE Extension Cable IP 44 For Camping/Maritime
For camping and permanent outdoor use. Splash-proof, IP 44

- The RN cable is very robust, oil-resistant and particularly suitable for professional use.
- Cable in signal colour orange, helpful to prevent potential tripping hazards.
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CEE Material
Extension Cable CEE 110 V

Art. No. 1166463 1168463

Cable length 14 m 14 m

Cable designation H05VV-F3G1.5 H05VV-F3G2.5
Packing Unit 10 8
Cable Colour yellow yellow
Connection CEE coupling/CEE plug       CEE coupling/CEE plug        
Plug CEE 16A 2P+E(3p) 110V CEE 16A 2P+E(3p) 110V
Plug system CEE socket/CEE coupling CEE 1x16A 2P+E(3p) 110V CEE 1x16A 2P+E(3p) 110V

Splitter Box CEE 4

A robust 4 socket power distributor for multi-purpose use.

- Casing made of break-resistant special plastic, with 2 holes on
  either side suitable for wall-mounting.
- Slots around the body allow cable to be wound
-  With 4 sockets 110 V/a6 A.

Art. No. 1151413

Cable length 2 m

Cable designation H05VV-F3G2.5
Packing Unit 2
Cable Colour yellow
Plug CEE 16A 2P+E(3p) 110V

Kistenmacher 
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Power Distributors
Hanging Workshop Power Distributor
with USB-Charger

- Impact-resistant plastic housing with large tool hook.
- With 3 m sturdy, galvanised steel link chain.
- With 5 socket outlet 13 A BS with self-closing cover providing 
   protection against dust and contamination.
- For variable power at any working height.
- Work without a tangle of cables at the workplace.
- A wide range of connection options in the smallest space, 
  arranged on both sides.
- 2 USB charging sockets, dust and dirt protected.
- Total charging current max 2100 mA for fast charging

Art. No. 1151763600

Cable length 5 m

Cable designation H05VV-F3G1.5
Packing Unit 1
Cable Colour black
Supply/connection option Supply cable with plug       

Art. No. 1151763

Cable length 5 m

Cable designation H05VV-F3G1.5
Packing Unit 1
Cable Colour black
Supply/connection option Supply cable with plug       

Hanging Workshop Power Distributor

A height-adjustable power distributor with suspension facility.

- Housing made of break-resistant plastic.
- With double-sided, triple socket outlet 13 A BS and a hook for large tools.
- 3 m galvanised steel chain for hanging. 
- With thermal cut-out protection against overheating.
- 5 m connecting cable.

front

front

rear

rear
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Vario-Line Cable Boxes
- Housing made of break-resistant plastic.
- Easy to wind and rewind.
- With 3-way socket outlet 13 A BS with self-closing cover providing protection against dust
  and contamination.
- With thermal cut-out protection against overheating.

Art. No.     1098203     1108563      1093203     1108903

Cable length          5 m          10 m           10 m          15 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5

Cable colour          black         black             black         black

Packing Unit            5            5            5            5

Max. current capacity          13 A          13 A          13 A          13 A

Colour     blue/black      blue/black    black/black      blue/black

Art. No. 1094203 1108553 1108203 1108563600

Cable length 15 m 10 m 20 m 10 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.0 H05VV-F3G1.0 H05VV-F3G1.5

Cable colour  black   black black black

Max. current capacity 13 A 10 A 10 A 10 A

Packing Unit 5 5 5 5

Colour blue/black light grey/black light grey/black blue/black
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Cable Box
- Ergonomic design with a functional and practical rewind for easy handling.
- With socket outlet 13 A BS with self-closing cover providing protection against dust
  and contamination.
- With thermal cut-out protection against overheating.

Art. No. 1109223600 1108553 1108203

Cable length 3 m 3 m 3 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.0 H05VV-F3G1.5

Cable colour  black     black black

Max. current capacity 13 A 10 A 10 A

Packing Unit 4 4 4

Colour black/white black/white blue/black

Art. No. 1095453

Cable length 10 m
Cable designation H05VV-F3G1.5

Cable colour  black

Max. current capacity 13 A

Packing Unit 4

Colour light grey/black

Primera-Line

Comfort-Line

Kistenmacher 
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Premium-Alu-Line 
Premium-Alu-Line Extension Socket with Fused Button

- Attractive, timeless, sturdy housing made from aluminium with
  hardwearing, matt-finished surfaces.
- Hole suitable for hanging.

- Wall-mounting holes.
- Excess cable can be wound around the housing.
- Illuminated 2-pole ON/OFF safety switch.

Art. No. 1391003644 1391003654 1391003644 1391003515 1391003900
Socket outlets 4 4 6 5 12
Cable length 3 m 5 m 3 m 3 m 3 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Fused Button        Yes Yes Yes Yes Yes
Packing Unit 4 4 4 4 2
Colour black/silver black/silver black/silver black/silver silver/black
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Art. No. 1391003644 1391003654 1391003644 1391003515 1391003900
Socket outlets 4 4 6 5 12
Cable length 3 m 5 m 3 m 3 m 3 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Fused Button        Yes Yes Yes Yes Yes
Packing Unit 4 4 4 4 2
Colour black/silver black/silver black/silver black/silver silver/black

Premium-Office-Line FB
Premium-Office-Line Extension Socket with Fused Button

- Advanced fuse button reset function eliminates time consuming 
  plug fuse replacement. Simply resettable in case of overload
- Comfortable to directly plug-in and switch-on the desk.

- Sockets with increased touch protection.
- Illuminated 2-pole ON/OFF safety switch.

Art. No. 1156253614 1156253616 1156253515
Socket outlets 4 6 5
Cable length 3 m 3 m 3 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 2 2 2
Colour light grey/black light grey/black black
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Premium-Line FB
Premium-Line FB Extension Socket with Safety Fuse Button

- Advanced „fuse button reset function“ eliminates time consuming 
  plug fuse replacement. Simply resettable in case of overload.
- With practical hanging facility.   

- Sockets with increased touch protection
- Illuminated 2-pole ON/OFF safety switch.

Art. No. 1951153600 1955153600 1951183601 1951123601
Socket outlets 5 5 8 12
Cable length 3 m 3 m 3 m 3 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5  H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 4 4 4 2
Colour black light grey/black black black
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Premium-Line FB
Premium-Line FB Extension Socket with Safety Fuse Button

- Advanced „fuse button reset function“ eliminates time consuming 
  plug fuse replacement. Simply resettable in case of overload.
- With practical hanging facility.   

- Sockets with increased touch protection
- Illuminated 2-pole ON/OFF safety switch.

Art. No. 1960143724 1951143603 1951163602 1960363724 1960163724
Socket outlets 4 4 6 6 6
Cable length 3 m 3 m 3 m 3 m 3 m
Cable designation H05VV-F3G1.5  H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Packing Unit 4 4 4 4 4
Colour black/light grey black black white/black light grey/black
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Premium Line 3-way
Premium-Line Extension Socket

- Robust extension sockets, designed to be the best and made of
  break-resistent plastic material.
- Illuminated 2-pole ON/OFF safety switch.

- With option to wind the cable around the rail for storage.
- With practical hanging facility.
- Innovative and individual fixture system.

Art. No. 1951133100 1955133100 1951133101
Socket outlets 3 3 3

Cable length 3 m 3 m 5 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5

Packing Unit 4 4 4

Colour black/black black/grey black/black

Kistenmacher 

24



Premium Line 4-way
Premium-Line Extension Socket

- Robust extension sockets, designed to be the best and made of
  break-resistent plastic material.
- Illuminated 2-pole ON/OFF safety switch.

- With option to wind the cable around the rail for storage.
- With practical hanging facility.
- Innovative and individual fixture system.

Art. No. 1951143100 1951543100 1955543100 1951543101 1951543102

Socket outlets 4 4 4 4 4

Cable length 1,8 m 1,8 m 1,8 m 3 m 5 m

Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 4 4 4 4 4

Colour black/black light grey/black light grey/light grey light grey/black  light grey/black
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Premium Line 6-way
Premium-Line Extension Socket

- Robust extension sockets, designed to be the best and made of
  break-resistent plastic material.
- Illuminated 2-pole ON/OFF safety switch.

- With option to wind the cable around the rail for storage.
- With practical hanging facility.
- Innovative and individual fixture system.

Art. No. 1955563100 1951563100 1951163100 1951563101
Socket outlets 6 6 6 6

Cable length 3 m 3 m 3 m 5 m
Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 4 4 4 4

Colour light grey light grey/black black/black light grey/black
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Premium Line 8-way
Premium-Line Extension Socket

- Robust extension sockets, designed to be the best and made of
  break-resistent plastic material.
- Illuminated 2-pole ON/OFF safety switch.

- With option to wind the cable around the rail for storage.
- With practical hanging facility.
- Innovative and individual fixture system.

Art. No. 1951183100 1951583100 1955583100
Socket outlets 8 8 8

Cable length 3 m 3 m 3 m

Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 4 4 4

Colour black/black light grey/black light grey/light grey
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Premium-Office-Line 
Premium-Office-Line Extension Socket

- Elegant, ageless desktop design with unsusceptible matt-finished
   surface
- Conceived cable routing and easy operation.
- Comfortable to directly plug-in and switch-on the desk.

- Sockets with increased touch protection.
- Illuminated 2-pole ON/OFF safety switch.

Art. No. 1156253416 1394003416 1391003018
Socket outlets 6 6 8
Cable length 3 m 3 m 3 m
Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25
Packing Unit 1 1 2
Colour light grey/black black/silver black/silver

Premium-Alu-LineOffice-Line
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Premium Line Technics
Premium-Line Technics Extension Socket

- Robust extension sockets, designed to be the best and made of
  break-resistent plastic material.
- Illuminated 2-pole ON/OFF safety switch.

- With practical hanging facility.
- Innovative and individual fixture system.
- Sockets with increased touch protection.

Art. No. 1951553600 1951523600 1156053024

Socket outlets 5 12 6
Cable length 3 m 3 m 3 m

Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 4 2 4

Colour light grey/black light grey/black light grey/black
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Premium-Line 60.000 A

- Protection for your equipment against disturbances in the power 
  grid, such as surges, indirect lightning strikes or line noise, with
  a maximum sum of leakage currents up to 60.000 A.
- Safety switch illuminated, two-pole on/off.
- Sockets with increased protection against accidental contact.

Premium-Line surge-protection socket with USB
- 2 USB charging sockets
- Total charging current max 3.1 mA for fast charging

Art. No. 1951543400 1951543604 1951163604 1256053678
Socket outlets 4 4 6 8
Cable length 3 m 3 m 3 m 3 m
Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25
Packing Unit 1 1 1 1
Colour light grey/black light grey/black black/black light grey/black
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Super-Solid
Super-Solid-Line FB Extension Socket With Safety Fuse Button
with „easy reset function“ in case of overload and Surge Protection

- Extremely sturdy constructed extension socket made from highly
  break-resistand polycarbonate.
- With illuminated 2-pole ON/OFF safety switch.
- The distance between the sockets allows the use of large charger
  units.

- With increased touch protection .
- With practical hanging facility.
- Rubber pads prevent extension sockets from slipping

Art. No. 1153343625 1153343628

Socket outlets 5 8

Cable length 2,5 m 2,5

Cable designation H05VV-F3G1.5 H05VV-F3G1.5

Packing Unit 1 1

Colour black/light grey black/light grey
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ecolor - Extension sockets
ecolor FB Extension Socket With Safety Fuse Button
and „easy reset function“ in case of overload

- Advanced fuse button reset function eliminates time 
  consuming plug fuse replacement. Simply resettable in case of 
  overload.

- Polished surface.
- Illuminated 2-pole ON/OFF safety switch.
- Sockets with increased touch protection.

Art. No. 1153253000 1153253020 1153253320 1153253329

Socket outlets 5 5 5 5
Cable length 1,5 m 1,5 m 3 m 3 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5

Packing Unit 8 8 8 8

Colour black/black white/black white/black white/green
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ecolor - Extension sockets
ecolor FB Extension Socket With Safety Fuse Button
with USB-Charger and „easy reset function“ in case of overload

- Advanced fuse button reset function eliminates time 
  consuming plug fuse replacement. Simply resettable in 
  case of overload.
- Polished surface.

- Illuminated 2-pole ON/OFF safety switch.
- 2 USB-charging units.
- Total charging amperage of max. 2100 mA for quick reload.
- Sockets with increased touch protection.

Art. No. 1153243006 1153243026 1153243029

Socket outlets 4 4 4
Cable length 3 m 3 m 3 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5

Packing Unit 4 4 4

USB charging units 2 2 2

Colour black/black black/white white/green
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ecolor - Extension sockets
- Illuminated 2-pole ON/OFF safety switch.
- Sockets with increased touch protection.
- Polished surface

Art. No. 1153233000 1153233020 1153253320 1153233329

Socket outlets 3 3 3 3
Cable length 1,5 m 1,5 m 3 m 3 m
Cable designation H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5

Packing Unit 8 8 8 8

Colour black/black white/black white/black white/green
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Primera-Line
Primera-Line Extension Socket

- With cable clip for the storage of surplus cable.
- Option of variable cable output on both sides.
- Sockets arranged at 90° angles.
- Convenient spacing of the sockets.
- With mounting facilities for wall installation.

Art. No. 1153303128 1153393128 1153303120 1153393120
Socket outlets 8 8 8 8
Cable length 2 m 2 m 2 m 2 m
Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 4 4 4 4

Amperage 13.500 A 13.500 A 13.500 A 13.500 A

Colour black silver black white

Primera-Line Extension Socket

- Protects electrical appliances against surges.
- Protects phase, neutral- and the protective earth.
- Indicator for protective function.
- Socket with increased touch protection.
- Max. load 3120 W / 13 A.
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Eco-Line
Eco-Line Extension Socket

- The competively priced quality extension socket for DIY,
  home and office.
- With illuminated 2-pole ON/OFF switch with protection 
   cover.

Art. No. 1150403 11590423 1159503 1159523 1159453616

Socket outlets 4 4 6 6 6
Cable length 1,5 m 1,5 m 1,5 m 1,5 m 2 m

Cable designation H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 8 8 8 8 2

Colour black white black white anthracite

with 
ON/OFF switch

Eco-Line Comfort Extension Socket
- For easy and comfortable on/off switching of all electrical 
  appliances connected by the external foot-operated switch, while
  the extension socket remains invisable under the desk or behind 
  the cupboard.
- 1.5 m flexible control cable to the external food switch.
- Sockets with increased touch protection in a practical 
  90° arrangement.
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Surge Protection
Extension Sockets with Surge Protection

- Protects expensive devices from overloads
- Illuminated 2-pole ON/OFF safety switch.

Art. No. 1506953 1156753 1150613328 1150613318

Socket outlets n/a 5 8 8

Amperage n/a 13.500 A 19.500 A 19.500 A

Cable length n/a 2 m 3 m 3 m

Cable designation 6 H05VV-F3G1.25 H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 13.500 A 4 1 1

Colour silver anthracite  white anthracite

- With widely spaced sockets positioned at a 90° angle.
- Sockets with increased touch protection.

Eco-Line hugo!Primera-Line
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Design Extension Leads for modern living
The kitchen has too few sockets or there is no socket 
within reach from the sofa? The home can be stylishly 
equipped with useful multiple plugs that convince not 
only in their function, but above all in their design. 

With the brennenstuhl® estilo design extension leads, 
power is always available without 
compromising a stylish and modern interior.

Extension Lead in a special design

USB
CHARGER

The ever-increasing number of small electrical 
helpers in the house puts us in the situation of 
needing more and more sockets. Even in places 
where no wall socket is available at the moment. 
All brennenstuhl® estilo gadgets for power 

distribution bring not only power, but design and order 
to modern living. The multiple plugs serve the user in 
different ways. What they all have in common, 
however, is design, functionality and quality.
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2 USB charging sockets type A 
with total charging current max. 
3100 mA 

Special adhesive pads 
for easy fixing without 
drilling

Earthed sockets in 80° arrangement 
with protection against contact

High quality 2m long cable

Corner Extension Lead with USB-Charger 
The exclusive design of the brennenstuhl® estilo corner extension lead immediately catches the eye. With its USB ports and earthed 
sockets, it can be used practically anywhere. Whether in the office, on a sideboard or in the kitchen, the extension lead with stainless 
steel finish is an eye-catcher. Thanks to the fit and the strong adhesive pads, it can be mounted horizontally or vertically in any corner 
and position without drilling.

Art. No. 1153593410 1153593420

Socket outlets 3 3

Cable length 2 m 2 m

Cable designation H05VV-F3G1.25 H05VV-F3G1.25

Packing Unit 1 1

Colour silver/black silver/white

Elegant, slim, timeless design with 
high-quality stainless steel surface 
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Tower Power Pop-Up
Retractable desk outlet for permanent installation. Installs flush with the desktop.
Suitable for office, kitchen, workshop, etc.

- Innovative desk outlet for flexible workspace design.
- Retracts completely into the desktop.
- Stylish and robust aluminium housing.
- Quick and easy to install, 60 mm bore diameter.
- Power indicator.
- Sockets with increased touch protection.

Art. No. 1396203003 1396203013

Socket outlets 3 3

Cable length 2 m 2 m

Cable designation H05VV-F3G1.5 H05VV-F3G1.5

Packing Unit 1 1

Colour silver/black silver/black
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Extension Sockets
ALEA-Power USB-Charger socket block
High-gloss design, cube-shaped desk power outlet with USB charging function
and stand adapter to attach on or under the table.

- Shapely and stable enclosure due to polished, high break-proof polycarbonate.
- Two-colour design.
- 2 USB-charging units.
- Total charging amperage of max. 2100 mA for quick reload.
- With LED operating indicator.
- With stand adapter and fixing material.
- Sockets with increased touch protection.

Art. No. 1150623444 1150623454

Socket outlets 4 4

Cable length 2 m 5 m

Cable designation H05VV-F3G1,25 H05VV-F3G1,25

Packing Unit 20 20

Colour white white

Art. No. 1150103
Socket outlets 3

Cable length 3 m

Cable designation H05VV-F3G1,5

Packing Unit 1

Colour white/light grey

4-way Extension socket with Neon Indicator
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Multi-Line
Premium-Multi-Line
- Universal system, 3 plug applications in one
- Only for use in countries outside EC.

Vario-Line

Art. No. 1198057900 1198067900 1218057900 1208067900

Cable length 25 m 50 m 25 m 50 m
Sockets 3 3 3 3
Cable description H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Colour silver/black silver/black black black
PU 1 1 1 1

Garant ®Garant ® Steel

Art. No. 1078187900 1098207900 1108567900
Cable length 15 m 5 m 10 m 
Sockets 3 3 3
Cable description H05VV-F3G1.5 H05VV-F3G1.5 H05VV-F3G1.5
Colour blue/black blue/black blue/black
PU 4 5 5

Garant ® AK 180
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Multi-Line
Premium-Multi-Line
- Universal system, 3 plug applications in one
- Only for use in countries outside EC.

Art. No. 1951337900 1951537900 1156007135  1156007155 1156057135
Cable length 3 m 5 m 3 m 5 m 3 m
Sockets 3 3 5 5 5
Cable description 05VV-F3G1.25 05VV-F3G1.25 05VV-F3G1.25 05VV-F3G1.25 05VV-F3G1.25
Colour blue/black light grey/black black black black/light grey
PU 4 4 4 4 4

3-way 5-way 5-way

Art. No. 1391007135 1156057415
Cable length 3 m 3 m
Sockets 5 5
Cable description 05VV-F3G1.25 05VV-F3G1.25
Colour black/silver black/light grey
PU 4 4

Alu-Line Office-Line

Kistenmacher 

43



Indian Type
Garant® Cable Reel
     with steel body

Art. No. 3198057 3198067 3218057 3208067 3078187004
Cable length 25 m 50 m 25 m 50 m 15 m
Reel diameter 240 mm 290 mm  240 mm  290 mm 180 mm

Compact Cable Reel
     with plastic body

Garant® Cable Reel
    with plastic body

      Primera Line Box
Cable Box for household, 
           office & DIY

Art. No. 3095457 3092207 3093207 1508460
Cable length 25 m 5 m 10 m n/a

Travel Adapter Earthed
      South Africa / India

       Vario Line box
Cable Box for household, 
          office & DIY

Art. No. 3391007014 3155157014 3155117014

Cable length 1,8 m 1,8 m 1,8 m
Sockets         4         4             4

         Premium-Line
    robust extension socket
     with black plastic body

       Premium-Alu-Line
extra robust extension socket 
       with aluminium body
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Schuko
Garant® Cable Reel S4
     with steel body

Art. No. 1195056 1195066 1215056 1205066 1079180004
Cable length 25 m 50 m 25 m 50 m 15 m
Reel diameter 240 mm 290 mm 240 mm 290 mm 180 mm

Compact Cable Reel
     with plastic body

Garant® Cable Reel
    with plastic body

      Primera Line Box
Cable Box for household, 
           office & DIY

Art. No. 1095650 1092200 1093230 1109220
Cable length 10 m     5 m    10 m 3 m

       Vario Line box
Cable Box for household, 
          office & DIY

Art. No. 1951140100 1951560100 1955580100 1391000010

Cable length 1,8 m 3 m 3 m 3 m
Sockets 4 6 8 10

         Premium-Line
    robust extension socket

Other versions/colours available on request

Comfort-Line Box
Cable Box CL-S for

household, office & DIY

Art. No. 3391007014 3155157014 3155117014

Cable length 1,8 m 1,8 m 1,8 m
Sockets         4         4             4
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BS Multi-Way Sockets
BS Socket Adapter, max. 13A / 3250W, 250V~
with indicator light

Art. No. EGK 603B EGK 604B EGK 602BU EGK 603BU
BS sockets 3 4 2 3

USB sockets - - 2 2

Art. No. EGK 602BUC EGK 603BUC
BS sockets 2 3

USB sockets 2 (+ 1 x USB-C) 2 (+ 1 x USB-C)

BS Socket Adapter, max. 13A / 3250W, 250V~
with indicator light
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British Standard Plugs 

- fused three-pin plug with earth
- UK-Type square brass pins
- max. 13A - max 3250W
- 250V~ 50/60 Hz.
- acc. to BS 1363/A and SASO 2203
- incorporating BS 1362
- G-Mark approved

Fused Plugs - black
EGK 638/B

Fused Plugs - white
EGK 638/W

Fused Plugs - white
EGK 688/W

with indicator light

 Art. No. housing colour additional 
features packing

EGK 638/B Polycarbonate (PC) black - 12 pcs. / box
EGK 638/W Polycarbonate (PC) white - 12 pcs. / box
EGK 688/B Polycarbonate (PC) black indicator light 12 pcs. / box
EGK 688/W Polycarbonate (PC) white indicator light 12 pcs. / box

Art. No. EGK 613B EGK 613BU
BS sockets 3 3

USB sockets - 2

BS Socket Plug, max. 13A / 3250W, 250V~
with indicator light

British Standard (BS) Plugs (fused)
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Adapter Plugs
Travel Adapter Earthed/GB

Adapter enabling electrical equiment using an earthed socket 
system to be used in countries with the British plug system.

- This travel adapter is not a transformer or a frequency converter.
- Socket with increased touch protection.
- With 13 A fuse.

Art. No. 1508533 1508530
Max. Power 13 A 13 A
Nominal input voltage 240 V 240 V
Colour black black
Packing Unit 5 5

Travel Adapter GB/Earthed

Adapter enabling electrical equipment using the British plug 
system to be used in countries using an earthed socket system, 
e.g. DE, FR, BE, PL, NL, ES, PT, SE, FI, NO, GR, TR, AT...

- This travel adapter is not a transformer or a frequency converter.
- Socket with increased touch protection.

Digital Countdown Timer DC 2013

For indoor use, IP 20

- Convenient and easy setting of the countdown time via the 
  2 button operation.
- Countdown from 15 minutes to 9 hours adjustable in 12 steps.
- Single countdown adjustable with CD/ON button: 15min / 30min / 
  45min / 1h / 2h / 3h / 4h / 5h / 6h / 7h / 8h / 9h.
- Daily repeating countdown adjustable with the Repeat key: 
  15min / 30min / 45min, 1h / 2h / 3h / 4h / 5h / 6h / 7h / 8h / 9h.
- Red LEDs for status indication.
- With integrated increased touch protection.

Art. No. 1506133 1508263

Max. current carrying capacity 13 A 13 A
Colour white white
Packing Unit 6 5

3-Way Adapter for Standard Sockets

- Plug with 3 BS sockets.
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Plugs, Couplings and Adaptors
Schuko Plugs and Couplings

Art. No. 614S 614W 544S 544W

volt / amp 250 V / 16 A 250 V / 16 A 250 V / 16 A 250 V / 16 A
colour black white black white

Adapter Plugs

from British Standard to Schuko

Art. No. 146 ws 146 ws

volt / amp 250 V / 13 A 250 V / 13 A
colour white white

Rubber Plugs and Couplings - Schuko

Art. No. 31501 31701 31511 31791

version long long short short
volt / amp 250 V /10-16 A 250 V /10-16 A 250 V /10-16 A 250 V /10-16 A
colour black black black black
packing 20 pcs./carton 15 pcs./carton 25 pcs./carton 20 pcs./carton
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Weatherproof Sockets & Switches

Weatherproof Sockets
Britisch standard sockets, max. 13A / 250V~IP66,
single-packed in gift boxes

Art. No. EGK WPS EGK WPSS EGK WPSS/2

Max. capacity 13A 13A 13A
Max. voltage 250V~ 250V~ 250V~
Sockets single single double

Switches none single double

Poles none single single

Protection IP66 IP66 IP66

Mat. Body ABS ABS ABS

Mat. Cover PC PC PC

Mat. Socket Bakelite Bakelite Bakelite

Weatherproof Switches
universal, max. 13A / 250V~IP66,
single-packed in gift boxes

Art. No. EGK WP1GS EGK WP1GS2W EGK WP2GS EGK WP2GS2W EGK WP3GS EGK WP3GS2W

Max. capacity 13A 13A 13A 13A 13A 13A
Max. voltage 250V~ 250V~ 250V~ 250V~ 250V~ 250V~
Gang 1 1 2 2 3 3

Ways 1 2 1 2 1 2

Protection IP66 IP66 IP66 IP66 IP66 IP66

Mat. Body ABS ABS ABS ABS ABS ABS

Mat. Cover PC PC PC PC PC PC

Mat. Socket Bakelite Bakelite Bakelite Bakelite Bakelite Bakelite
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Weatherproof Switches / Sockets

BS Standard Socket
Surface-Mounted, IP55
13A - 250V ~

1-Gang / Double Pole Switch
Surface-Mounted, IP55
13A - 250V ~

BS Standard Switch/Socket
(1-Gang / Single Pole)
Surface-Mounted, IP55
13A - 250V ~

Bell switch
Surface-Mounted, IP55
16A - 250V ~

Multi Standard Socket
Surface-Mounted, IP55
15A - 250V ~

Multi Standard Switch/ Socket
(1-Gang / Single Pole)
Surface-Mounted, IP55
15A - 250V ~

1-Gang Switch/Single Pole
Surface-Mounted, IP55
13A - 250V ~

2-Gang Switch / Single Pole
Surface-Mounted, IP55
13A - 250V ~

3-Gang Switch/Single Pole
Surface-Mounted, IP55
13A - 250V ~

Multi Standard Double Socket
Surface-Mounted, IP55
15A - 250V ~

4-Gang Switch/Single Pole
Surface-Mounted, IP55
13A - 250V ~

BS Standard Double Socket
Surface-Mounted, IP55
13A - 250V ~

      EGK SMulti                               EGK SSMulti                                   EGK S/2Multi                                EGK S/2

     EGK 1GS                                      EGK 2GS                                         EGK 3GS                                    EGK 4GS

      EGK S                                        EGK SS                                            EGK 1GBS                                     EGK 1GB
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Waterproof Material

0697 32 - single type

Socket Outlets

captive terminals screws supplied in 
back off position

0697 39 - 2-gang type

PLEXO Serie
IP 55 weatherproof wiring accessories

- Polycarbonate mechanism / ABS frames polyproylene housing
- Temp. Rating: -20 to + 40°C (+50°C for short periods)
- Supplied with direct piercing gland

Art. No. 0697 32 0697 39
volt / A 250 V / 13 A 250 V / 13 A
IP IP 55 IP 55
pieces / Carton 10 pieces 5 pieces

Art. No. 0697 11 0697 15 0697 20
volt / A 250 V / 13 A 250 V / 13 A 250 V / 13 A
IP IP 55 IP 55 IP 55
pieces / Carton 10 pieces 10 pieces 10 pieces

0697-11 - Two way switch 0697-15 - Two-gang two-way switch

PUSH-Button

Switches

- supplied with screwless terminals
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Weatherproof Isolating Switches 
Isolating Switches
Voltage:  max 440V
Protection:  IP 66
Measurements:  80 x 80 x 160 mm
Cable Entries:  4 (2 ea. at top / bottom)

 Art. No. poles current pcs / carton ctns / pallet
EGK 1p.-20A 1-pole 20A 24 pcs 16 cartons
EGK 1p.-35A 1-pole 35A 24 pcs 16 cartons
EGK 1p.-63A 1-pole 63A 24 pcs 16 cartons
EGK 2p.-20A 2-pole 20A 24 pcs 16 cartons
EGK 2p.-35A 2-pole 35A 24 pcs 16 cartons
EGK 2p.-63A 2-pole 63A 24 pcs 16 cartons
EGK 3p.-20A 3-pole 20A 24 pcs 16 cartons
EGK 3p.-35A 3-pole 35A 24 pcs 16 cartons
EGK 3p.-63A 3-pole 63A 24 pcs 16 cartons
EGK 4p.-20A 4-pole 20A 24 pcs 16 cartons
EGK 4p.-35A 4-pole 35A 24 pcs 16 cartons
EGK 4p.-63A 4-pole 63A 24 pcs 16 cartons

Isolating Switches
Surface-mounted
Voltage:  230-44V
Protection:  IP 65

Current Model Dimension (mm)
(A) 3-pole 4-pole a b c d e f

10A EGK S0-310 EGK S0-410
80 101 66 35 60 6016A EGK S0-316 EGK S0-416

20A EGK S0-320 EGK S0-410

20A EGK S1-320 EGK S1-420
101 126 86 35 80 11525A EGK S1-325 EGK S1-425

32A EGK S1-332 EGK S1-432

32A EGK S3-332 EGK S3-432

116 176 101 35 90 165
40A EGK S3-340 EGK S4-440
50A EGK S3-350 EGK S4-450
63A EGK S3-463 EGK S4-463

63A EGK S5-363 EGK S5-463
160 240 122 37 142 19380A EGK S5-380 EGK S5-480

100A EGK S5-3100 EGK S5-4100
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315-6f7
IP44 splashproof
IP 44/54 16/3 and 32/3 are
splash- and dustproof

3152-6
IP67 watertight

16 3 10 313-4f7 313-6f7 313-9f7 313-7f7 313-10f7 313-1f7
16 4 10 314-4f7 314-9f7 314-6f7 314-7f7 314-10f7 314-1f7
16 5 10 315-4f7 315-9f7 315-6f7 315-7f7 315-10f7 315-1f7

32 3 10 323-4f7 323-6f7 323-9f7 323-7f7 323-10f7 323-1f7
32 4 10 324-4f7 324-9f7 324-6f7 324-7f7 324-10f7 324-1f7
32 5 10 325-4f7 325-9f7 325-6f7 325-7f7 325-10f7 325-1f7

16 3 10 3132-4 3132-6 3132-9 3132-7 3132-10 3132-1
16 4 10 3142-4 3142-9 3142-6 3142-7 3142-10 3142-1
16 5 10 3152-4 3152-9 3152-6 3152-7 3152-10 3152-1

32 3 10 3232-4 3232-6 3232-9 3232-7 3232-10 3232-1
32 4 10 3242-4 3242-9 3242-6 3242-7 3242-10 3242-1
32 5 10 3252-4 3252-9 3252-6 3252-7 3252-10 3252-1

315-6
IP44 splashproof
IP 44/54 16/3 and 32/3 are
splash- and dustproof

16 3 10 313-4 313-6 313-9 313-7 313-10 313-1
16 4 10 314-4 314-9 314-6 314-7 314-10 314-1
16 5 10 315-4 315-9 315-6 315-7 315-10 315-1

32 3 10 323-4 323-6 323-9 323-7 323-10 323-1
32 4 10 324-4 324-9 324-6 324-7 324-10 324-1
32 5 10 325-4 325-9 325-6 325-7 325-10 325-1

16 3 10 413-4f8 413-6f8 413-9f8 413-7f8 413-10f8 413-1f8
16 4 10 414-4f8 414-9f8 414-6f8 414-7f8 414-10f8 414-1f8
16 5 10 415-4 415-9 415-6 415-7 415-10 415-1

32 3 10 423-4 423-6 423-9 423-7 423-10 423-1
32 4 10 424-4 424-9 424-6 424-7 424-10 424-1
32 5 10 425-4 425-9 425-6 425-7 425-10 425-1

415-6
IP44 splashproof
IP 44/54 16/5 and 32/3 are
splash- and dustproof

CEE Panel Mounted Sockets

Cat.No. Cat.No. Cat.No. Cat.No. Cat.No. Cat.No.Am
p.

Po
le

s

pa
ck

.
 u

ni
t

others
110V~ 230V~ 400V~ 500V~ >50–

500V~
>50V

50/60Hz

4h

50/60Hz
3p=6h

4p+5p=9h

50/60Hz
3p=9h

4p+5p=6h

50/60Hz

7h

100-300Hz

10h 1h
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215-6
IP44 splashproof

2152-6
IP67 watertight

235-6
IP66/67 watertight

245-6
IP66/67 watertight

16 3 10 213-4 213-6 213-9 213-7 213-10 213-1
16 4 10 214-4 214-9 214-6 214-7 214-10 214-1
16 5 10 215-4 215-9 215-6 215-7 215-10 215-1

32 3 10 223-4 223-6 223-9 223-7 223-10 223-1
32 4 10 224-4 224-9 224-6 224-7 224-10 224-1
32 5 10 225-4 225-9 225-6 225-7 225-10 225-1

16 3 10 2132-4 2132-6 2132-9 2132-7 2132-10 2132-1
16 4 10 2142-4 2142-9 2142-6 2142-7 2142-10 2142-1
16 5 10 2152-4 2152-9 2152-6 2152-7 2152-10 2152-1

32 3 10 2232-4 2232-6 2232-9 2232-7 2232-10 2232-1
32 4 10 2242-4 2242-9 2242-6 2242-7 2242-10 2242-1
32 5 10 2252-4 2252-9 2252-6 2252-7 2252-10 2252-1

63 3 2 233-4 233-6 233-9 233-7 233-10 233-1
63 4 2 234-4 234-9 234-6 234-7 234-10 234-1
63 5 2 235-4 235-9 235-6 235-7 235-10 235-1

125 3 2 243-4 243-6 243-9 243-7 243-10 243-1
125 4 2 244-4 244-9 244-6 244-7 244-10 244-1
125 5 2 245-4 245-9 245-6 245-7 245-10 245-1

CEE Connectors

Cat.No. Cat.No. Cat.No. Cat.No. Cat.No. Cat.No.Am
p.

Po
le

s

pa
ck

.
 u

ni
t

others
110V~ 230V~ 400V~ 500V~ >50–

500V~
>50V

50/60Hz

4h

50/60Hz
3p=6h

4p+5p=9h

50/60Hz
3p=9h

4p+5p=6h

50/60Hz

7h

100-300Hz

10h 1h
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113-6
IP44 splashproof

1152-6
IP67 watertight

535-6
IP66/67 watertight

145-6
IP66/67 watertight

16 3 10 113-4 113-6 113-9 113-7 113-10 113-1
16 4 10 114-4 114-9 114-6 114-7 114-10 114-1
16 5 10 115-4 115-9 115-6 115-7 115-10 115-1

32 3 10 123-4 123-6 123-9 123-7 123-10 123-1
32 4 10 124-4 124-9 124-6 124-7 124-10 124-1
32 5 10 125-4 125-9 125-6 125-7 125-10 125-1

16 3 10 113-4k 113-6k 113-9k 113-7k 113-10k 113-1k
16 4 10 114-4k 114-9k 114-6k 114-7k 114-10k 114-1k
16 5 10 115-4k 115-9k 115-6k 115-7k 115-10k 115-1k

32 3 10 123-4k 123-6k 123-9k 123-7k 123-10k 123-1k
32 4 10 124-4k 124-9k 124-6k 124-7k 124-10k 124-1k
32 5 10 125-4k 125-9k 125-6k 125-7k 125-10k 125-1k

16 3 5 1132-4 1132-6 1132-9 1132-7 1132-10 1132-1
16 4 5 1142-4 1142-9 1142-6 1142-7 1142-10 1142-1
16 5 5 1152-4 1152-9 1152-6 1152-7 1152-10 1152-1

32 3 5 1232-4 1232-6 1232-9 1232-7 1232-10 1232-1
32 4 5 1242-4 1242-9 1242-6 1242-7 1242-10 1242-1
32 5 5 1252-4 1252-9 1252-6 1252-7 1252-10 1252-1

63 3 1 133-4 133-6 133-9 133-7 133-10 133-1
63 4 1 134-4 134-9 134-6 134-7 134-10 134-1
63 5 1 135-4 135-9 135-6 135-7 135-10 135-1

125 3 1 143-4 143-6 143-9 143-7 143-10 143-1
125 4 1 144-4 144-9 144-6 144-7 144-10 144-1
125 5 1 145-4 145-9 145-6 145-7 145-10 145-1

135-6
IP66/67 watertight

CEE Wall Sockets

Cat.No. Cat.No. Cat.No. Cat.No. Cat.No. Cat.No.Am
p.

Po
le

s

pa
ck

.
 u

ni
t

others
110V~ 230V~ 400V~ 500V~ >50–

500V~
>50V

50/60Hz

4h

50/60Hz
3p=6h

4p+5p=9h

50/60Hz
3p=9h

4p+5p=6h

50/60Hz

7h

100-300Hz

10h 1h
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515-6
IP44 splashproof

515-6d
IP44 splashproof

535-6
IP66/67 watertight

545-6
IP66/67 watertight

16 3 10 513-4 513-6 513-9 513-7 513-10 513-1
16 4 10 514-4 514-9 514-6 514-7 514-10 514-1
16 5 10 515-4 515-9 515-6 515-7 515-10 515-1

32 3 10 523-4 523-6 523-9 523-7 523-10 523-1
32 4 10 524-4 524-9 524-6 524-7 524-10 524-1
32 5 10 525-4 525-9 525-6 525-7 525-10 525-1

16 3 10 513-4d 513-6d 513-9d 513-7d 513-10d 513-1d
16 4 10 514-4d 514-9d 514-6d 514-7d 514-10d 514-1d
16 5 10 515-4d 515-9d 515-6d 515-7d 515-10d 515-1d

32 3 10 523-4d 523-6d 523-9d 523-7d 523-10d 523-1d
32 4 10 524-4d 524-9d 524-6d 524-7d 524-10d 524-1d
32 5 10 525-4d 525-9d 525-6d 525-7d 525-10d 525-1d

63 3 1 533-4 533-6 533-9 533-7 533-10 533-1
63 4 1 534-4 534-9 534-6 534-7 534-10 534-1
63 5 1 535-4 535-9 535-6 535-7 535-10 535-1

125 3 1 543-4 543-6 543-9 543-7 543-10 543-1
125 4 1 544-4 544-9 544-6 544-7 544-10 544-1
125 5 1 545-4 545-9 545-6 545-7 545-10 545-1

CEE Wall Mounted Plugs

Cat.No. Cat.No. Cat.No. Cat.No. Cat.No. Cat.No.Am
p.

Po
le

s

pa
ck

.
 u

ni
t

others
110V~ 230V~ 400V~ 500V~ >50–

500V~
>50V

50/60Hz

4h

50/60Hz
3p=6h

4p+5p=9h

50/60Hz
3p=9h

4p+5p=6h

50/60Hz

7h

100-300Hz

10h 1h
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015-6
IP44 splashproof

16 3 10 013-4 013-6 013-9 013-7 013-10 013-1
16 4 10 014-4 014-9 014-6 014-7 014-10 014-1
16 5 10 015-4 015-9 015-6 015-7 015-10 015-1

32 3 10 023-4 023-6 023-9 023-7 023-10 023-1
32 4 10 024-4 024-9 024-6 024-7 024-10 024-1
32 5 10 025-4 025-9 025-6 025-7 025-10 025-1

16 3 10 0132-4 0132-6 0132-9 0132-7 0132-10 0132-1
16 4 10 0142-4 0142-9 0142-6 0142-7 0142-10 0142-1
16 5 10 0152-4 0152-9 0152-6 0152-7 0152-10 0152-1

32 3 10 0232-4 0232-6 0232-9 0232-7 0232-10 0232-1
32 4 10 0242-4 0242-9 0242-6 0242-7 0242-10 0242-1
32 5 10 0252-4 0252-9 0252-6 0252-7 0252-10 0252-1 0152-6

IP67 watertight

63 3 2 033-4 033-6 033-9 033-7 033-10 033-1
63 4 2 034-4 034-9 034-6 034-7 034-10 034-1
63 5 2 035-4 035-9 035-6 035-7 035-10 035-1

035-6
IP66/67 watertight

125 3 2 043-4 043-6 043-9 043-7 043-10 043-1
125 4 2 044-4 044-9 044-6 044-7 044-10 044-1
125 5 2 045-4 045-9 045-6 045-7 045-10 045-1

045-6
IP66/67 watertight

CEE Plugs

Cat.No. Cat.No. Cat.No. Cat.No. Cat.No. Cat.No.Am
p.

Po
le

s

pa
ck

.
 u

ni
t

others
110V~ 230V~ 400V~ 500V~ >50–

500V~
>50V

50/60Hz

4h

50/60Hz
3p=6h

4p+5p=9h

50/60Hz
3p=9h

4p+5p=6h

50/60Hz

7h

100-300Hz

10h 1h
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Portable / Site Transformers

- manufactured to BSEN 61558
- GRP (portable transformers) resp. steel enclosures (site transformers)
- protcted by thrermal cut-out (portable transformers) resp. MCBs (site transformers)

Art. No. CM 33002 CM33003 CM50003 CM50004 CM50005
Type portable portable portable portable portable

Interm. Tool Rating 3,3 kVa 3,3 kVa 5,0 kVa 5,0 kVa 5,0 kVa

Cont. Tool Rating 1,65 kVa 1,65 kVa 2,5 kVa 2,5 kVa 2,5 kVa

Input Voltage 220V 380V 220V 220V 380V

Output Voltage 110V 110V 110V 110V 110V

Output Sockets 16A 2 2 2 4 4

Output Sockets 32A 0 0 1 0 0

Input Type 13A BS plug open power leads open power leads open power leads open power leads

Ingress Protection IP44 IP44 IP44 IP44 IP44

Art. No. CM5K15 CM10K16 CM10K16B CM10K36 CM10K36B
Type site site site site site

Interm. Tool Rating - - - - -

Cont. Tool Rating 5 kVa 10 kVa 10 kVa 10 kVa 10 kVa

Input Voltage 220V 220V 220V 380V 380V

Output Voltage 110V 110V 110V 110V 110V

Output Sockets 16A 4 4 8 4 8

Output Sockets 32A 1 2 0 2 0

Input Type input terminals input terminals input terminals input terminals input terminals

Ingress Protection IP23 IP23 IP23 IP23 IP23
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EV Charging Cables

- manufactured to IEC 62196-2
- plugs made of highly impact-resistant (IK10) plastic material
- ergonomic handle for convenient charging

Art. No. EGK EVC1215-A EGK EVC1225-A EGK EVC3215-A EGK EVC3225-A
Plug Type Type 2 Type 2 Type 2 Type 2

Cable Length 5 meters 5 meters 5 meters 5 meters

Cable Type straight straight straight straight

Charging Current 16A 32A 16A 32A

Charging Capacity 3,6kW 7,2 kW 11 kW 22 kW

Input Voltage 240V~ 240V~ 240V~ 380V~

Phase single single three three

Configuration Female -> Male Female -> Male Female -> Male Female -> Male

Colour Black Black Black Black

Protection IP54 IP54 IP54 IP54

available with
spiral cable

available with Type 1 
(SAE J1772) plug

available with
carry bag
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Wallboxes
PCE Wallbox EV11 Type2 11 kW
with 5m charging cable

- Surface mounting
- Plastic housing, made of PC/ABS (similar to RAL7035)
- Housing cover steel powder coated (similar to RAL 7016)

according to IEC 61439-7, EN 61851-1

Art. No. 370100

Number of charging ports 1
Charging cable length / cross section 5m / 5G2,5mm² + 2x0,5mm²
Vehicle coupling Type 2
Charging power 3,7kW (1~) or 11 kW (3~)
Charging mode Mode 3, Case C (with cehicle coulping)
Type of charging current AC 3-phase (or AC 1-phase)
Number of contacts 5 (L1, L2, L3, N, PE)
Rated current InA 16A
Cross section (supply) 5G2,5mm² (16A 3~), 3G2,5mm² (16A 1~)
Cable gland (supply) M25 (cable diameter 8-17 mm)
Rated voltage UN 230V / 400V
Rated frequency fN 50 Hz
Mains system supply TN / TT
EMV class B
Protection rating IP44
Impact resistance IK08
External fuse protection required RCD Typ A IΔN≤30mA
DC fault current detection 6mA RCM Modul
Dimensions/weight 248 x 337 x 124 mm / 4,65 kg
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H-shape

U-shape

 Art. No.   size amp. pieces/carton
EGK 129 / nat. 2,5 mm² 3 A 1.000 pieces
EGK 158 / nat. 6 mm² 6 A 1.000 pieces
EGK 143 / nat. 10 mm² 10 A 500 pieces

EGK 143 XXL / nat. 10 mm² 10 A 500 pieces
EGK 135 / nat. 16 mm² 30 A 300 pieces 
EGK 149 / nat. 25 mm² 60 A 200 pieces
EGK 154 / nat. 35 mm² 100 A 100 pieces

 Art. No.   size amp. pieces/carton
EGK 135 / blk. 16 mm² 30 A 300 pieces 
EGK 149 / blk. 25 mm² 60 A 200 pieces
EGK 154 / blk. 35 mm² 100 A 100 pieces

PVC Connectors
KISTENMACHER Terminal Strips

Poles:   12 brass terminals, 380V/450V
Material:  Polyethlyene (PE), flexible
Colours:  Natural, White, Black

 Art. No.   size amp. pieces/carton
EGK BC6 / nat. 6 mm² 6 A 1.000 pieces

EGK BC10 / nat. 10 mm² 10 A 500 pieces
EGK BC12 / nat. 12 mm² 15 A 500 pieces
EGK BC16 / nat. 16 mm² 30 A 300 pieces
EGK BC25 / nat. 25 mm² 60 A 200 pieces
EGK BC35 / nat. 35 mm² 100 A 100 pieces 
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 Art. No.   size amp. pieces/carton
7-1025N 2,5 mm² 2,5 A 300 pieces
7-106N 4-6 mm² 5 A 200 pieces
7-110N 10 mm² 15 A 200 pieces
7-116N 16 mm² 30 A 120 pieces
7-125N 25 mm² 50 A 100 pieces 

PVC Connectors
KISTENMACHER PVC Connectors

Poles:   12 brass terminals, flexible
Material:  Polyethlyene (PE)
Terminal: Temperature-stable up to 85°C
Bolts:  Brass
Screws:  Steel galvanised, blue chromatised
Colours:  Natural or Black

KISTENMACHER PVC Connectors

Poles:   12 brass terminals, flexible
Material:  Polyethlyene(PE)
Terminal: Temperature-stable up to 85°C
Bolts:  Nickel plated brass
Screws:  Zinc-plated steel
Colours:  Black or white

 Art. No.   size amp. voltage pieces/carton
Z-154SZ/KM 35 mm² 100 A 750 V 40 pieces

 Art. No.   size amp. pieces/carton
7-1025N PA VDE 2,5 mm² 2,5 A 300 pieces
7-104N PA VDE 4 mm² 5 A 200 pieces
7-106N PA VDE 6 mm² 7,5 A 200 pieces
7-110N PA VDE 10 mm² 15 A 200 pieces
7-116N PA VDE 16 mm² 30 A 120 pieces 

Polyamide EURO Connectors for High Temperature

Poles:   12 brass terminals, flexible
Material:  Polyamide (PA), self-extinguishing
Terminal: Temperature-stable up to 100°C
Bolts:  Brass, nickel plated
Screws:  Steel galvanised, blue chromalised
Colours:  Natural, White, Black

Porcelain Connectors

Poles:   1 - without fitting hole, no wire protection
   2+3 - with fitting hole, no wire protection

Material:  Porcelain KER DIN 40685, white glazed
Terminal: Temperature-stable up to 350°C
Bolts:  Brass, nickel plated
Screws:  Steel galvanised, blue chromalised
Colours:  Natural, White, Black
Packing:  100 pieces / carton

   acc. to DIN EN 60998 / VDE 0613

rated cross section
(for solid conductors)

Art. No.
 1-poles

Art. No.
2-poles

Art. No.
3-poles amp.

2,50 mm² 120201 120212 120213 24 A
4 mm² 122201 122212 122213 32 A
6 mm² 123201 123212 123213 41 A

10 mm² 124201 124212 124213 57 A
16 mm² 125201 125212 125213 76 A
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 Art. No. dimensions IP No. of 
entries

  cable
  glands

cable dia 
min./max. packing

220-A 80x80x50 mm 54 7 PG16 11-14 10 pieces
222-A 100x100x55 mm 65 6 PG16 11-14 6 pieces
221-A 150x110x70 mm 65 10 PG16 11-14 3 pieces
223-A 175x110x66 mm 65 10 PG16 11-14 3 pieces
223-ATA 175x110x83 mm 65 10 PG16 11-14 3 pieces
225-A 190x150x70 mm 65 10 2 PG29+8PG21 14-25 3 pieces
225-ATA 190x150x83 mm 65 10 2 PG29+8PG21 14-25 3 pieces
224-A 220x170x120 mm 65 10 2 PG29+8PG21 14-25 2 pieces

Cable Junction Boxes
with pre-moulded knock-outs 
(for application with cable glands)

 Art. No. dimensions IP No. of 
entries

  cable
  glands

cable dia 
min./max. packing

220-L 80x80x50 mm 54     X          X        X 10 pieces
222-L 100x100x55 mm 65     X          X        X 6 pieces
221-L 150x110x70 mm 65     X          X        X 3 pieces
223-L 175x110x66 mm 65     X          X                X 3 pieces
223-LTA 175x110x83 mm 65     X          X        X 3 pieces
225-L 190x150x70 mm 65     X          X        X 3 pieces
225-LTA 190x150x83 mm 65     X          X        X 3 pieces
224-L 220x170x120 mm 65     X          X        X 2 pieces

with stepped rubber grommets

with plain walls

 Art. No. dimensions IP No. of 
entries

  cable
  glands

cable dia 
min./max. packing

219-B 80x45 mm 54 4 PG21 3,5-23,5 8 pieces
220-B 80x80x50 mm 54 7 PG16 3,5-20 10 pieces
222-B 100x100x55 mm 65 6 PG21 3,5-23,5 6 pieces
221-B 150x110x70 mm 65 10 PG21 3,5-23,5 3 pieces
223-B 175x110x66 mm 65 10 PG21 3,5-23,5 3 pieces
223-BTA 175x110x83 mm 65 10 PG21 3,5-23,5 3 pieces
225-B 190x150x70 mm 65 10 2 PG29+8PG21 3,5-32 3 pieces
225-BTA 190x150x83 mm 65 10 2 PG29+8PG21 3,5-32 3 pieces
224-B 220x170x120 mm 65 10 2 PG29+8PG21 3,5-32 2 pieces
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Cable Junction Boxes

 Art. No. dimensions  lid closing 
   method IP No. of 

entries
  cable
  glands

cable dia 
min./max. packing

221-ATR 150x110x70 mm Twist-Lock Screws 65 10 PG16 11-14 3 pieces
221-BTR 150x110x70 mm Twist-Lock Screws 54 10 PG21 3,5-23,5 3 pieces
221-LTR 150x110x70 mm Twist-Lock Screws 65  X X X 3 pieces
223-ATR 175x110x66 mm Twist-Lock Screws 65 10 PG21 11-14 3 pieces
223-BTR 175x110x66 mm Twist-Lock Screws 54 10 PG21 3,5-23,5 3 pieces
223-LTR 175x110x66 mm Twist-Lock Screws 65 X X X 3 pieces

223-ATAR 175x110x83 mm Twist-Lock Screws 65 10 PG16 11-14 3 pieces
223-BTATR 175x110x83 mm Twist-Lock Screws 54 10 PG21 3,5-23,5 3 pieces
223-LTATR 175x110x83 mm Twist-Lock Screws 65 X X X 3 pieces
225-ATR 190x150x70 mm Twist-Lock Screws 65 10 2 PG29+8PG21 14-45 3 pieces
225-BTR 190x150x70 mm Twist-Lock Screws 54 10 2 PG29+8PG21 3,5-32 3 pieces

225-LTR 190x150x70 mm Twist-Lock Screws 65 10 X X 3 pieces
225-ATATR 190x150x83 mm Twist-Lock Screws 65 10 2 PG29+8PG21 14-25 3 pieces
225-BTATR 190x150x83 mm Twist-Lock Screws 54 10 2 PG29+8PG21 3,5-32 3 pieces

225-LTATR 190x150x83 mm Twist-Lock Screws 65  X X X 3 pieces
224-ATR 220x170x120 mm Twist-Lock Screws 65 10 2 PG29+8PG21 14-25 2 pieces
224-BTR 220x170x120 mm Twist-Lock Screws 65 10 2 PG29+8PG21 3,5-32 2 pieces

with transparent 
covers

 Art. No.   size packing
   unit

1234P0701 3 - 6,5 50 
1234P0901 4,5 - 8 50
1234P1101 5 - 10 50
1234P1301 6 - 12 50
1234P1601 9 - 14 50
1234P2101 12 - 18 50
1234P2901 17 - 25 10
1234P3601 20 - 32 10 
1234P4201 32 - 38 5
1234P4801 37 - 44 5

IPON Cable Glands light grey

with integrated strain relief

Material: Polyamide, halogen-free, 
IP 68, 5 Bar, light grey
Flame-retardance: UL94V-0
Glow wire test: 850°C
PG or metric ISO thread available

 Art. No. packing
   unit

514/07 100 
514/09 100
514/11 100
514/13 100
514/16 100
514/21 100
514/29 50
514/36 25 
514/42 25
514/48 25

 Art. No. packing
   unit

1420/07 100 
1420/09 100
1420/11 100
1420/13 100
1420/16 100
1420/21 100
1420/29 50
1420/36 25 
1420/42 25
1420/48 25

Screw Plug

Material: Polystyrene, impact proof
halogen-free, grey, IP 54,

PG or metric ISO thread available

Locknut

Material: Polyamide, glass-fibre
reinforced, with fire protection,
halogen-free

PG or metric ISO thread available

IPON Cable Glands
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 Art. No.   size packing
   unit

250/07 3,5 - 6     50 
250/09 4,5 - 7     50
250/11 6 - 9     50
250/13 9 - 12     50
250/16 11 - 14     50
250/21 14 - 18     50
250/29 18 - 25     10
250/36 25 - 32     10 
250/42 30 - 38      5
250/48 34 - 42      5

Cable Glands
CONUS Cable Gland

Material: Polystyrene, impact proof
halogen-free, grey, IP 54,
PG connection thread

 Art. No. packing
   unit

514/07     100 
514/09     100
514/11     100
514/13     100
514/16     100
514/21     100
514/29      50
514/36      25 
514/42      25
514/48      25

 Art. No. packing
   unit

3420/07     100 
3420/09     100
3420/11     100
3420/13     100
3420/16     100
3420/21     100
3420/29      50
3420/36      25 
3420/42      25
3420/48      25

Screw Plug

Material: Polystyrene, impact proof
halogen-free, grey, IP 54,
PG connection thread

Locknut

Material: Polystyrene, impact proof
halogen-free, grey, IP 54,
PG connection thread

also available with adjustable 
rubberring (IP65) 
(Art. No. +... AS)

 Art. No.   size packing
   unit

530/07 3,5 - 6     50 
530/09 4,5 - 7     50
530/11 6 - 9     50
530/13 9 - 12     50
530/16 11 - 14     50
530/21 14 - 18     50
530/29 18 - 25     10
530/36 25 - 32     10 
530/42 30 - 38      5
530/48 34 - 42      5

 Art. No. packing
   unit

1514/07     100 
1514/09     100
1514/11     100
1514/13     100
1514/16     100
1514/21     100
1514/29      50
1514/36      25 
1514/42      25
1514/48      25

 Art. No. packing
   unit

420/07     100 
420/09     100
420/11     100
420/13     100
420/16     100
420/21     100
420/29      50
420/36      25 
420/42      25
420/48      25

CONUS Cable Gland

Material: brass, nickel plated
IP 54, PG connection thread

Screw Plug

Material: brass, nickel plated,
IP 54, PG connection thread

Locknut

Material: brass, nickel plated,
IP 54, PG connection thread

also available with adjustable 
rubberring (IP65) 
(Art. No. +... AS)
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Flexible PVC Coated GI Pipes
Standard Flexible PVC Coated GI Pipes
Standard sizes are 20 mm resp. 25 x mm  x 20 mtrs.
Other sizes lengths are available on request

Art. No. EGK GIP 2016 EGK GIP-2521
length 20 mtrs. 20 mtrs.
inner dia. (d2) 16 mm 21 mm
outer dia. (d1) 20 mm 25 mm
min. bend radius (R) 80 mm 80 mm
thickness of metal 0,22 mm 0,25 mm
thickness of PVC 0,40 mm 0,40 mm
pcs. / 20‘ Ctr. 1500 rolls 1200 rolls

EMT Fittings

Various Types and Sizes available on request.
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Heat Shrinkable Tubes
 

                                               thin wall Heat Shrinkable Tubes provide an easy to use and durable solution for the protection of cable 
and cable connections. EGK heat shrinkable tubes  will work reliably in temperatures from – 40°C up to +125°C and provide flame 

       retardancy and UV resistance. The field of application ranges from installation in communication, electronics and aviation to
       maintenance and cable indexing. Installation of EGK Heat Shrinkable tubes can work with any standard hot air gun with 
       best performance.
 

Standard colours: Black, White, Red, Yellow, Blue, Green, other colours on request

 Art. No. thickness size mtr. p. spool mtr. p. carton
 EGK HEAT 1 0,18 mm ± 0,02mm Ø  1,0  / 0,5 mm 200 mtr. 3000 mtr.
 EGK HEAT 1,5 0,18 mm ± 0,02 mm  Ø  1,5 / 0,75 mm 200 mtr. 2600 mtr.
 EGK HEAT 2 0,18 mm ± 0,02 mm Ø  2,0 / 1,0 mm 200 mtr. 2000 mtr.
 EGK HEAT 2,5 0,18 mm ± 0,02 mm Ø  2,5 / 1,25 mm 200 mtr. 3000 mtr.
 EGK HEAT 4 0,22 mm ± 0,02 mm Ø  4,0 / 2,0 mm 200 mtr. 1800 mtr.
 EGK HEAT 5 0,24 mm ± 0,02 mm Ø  5,0 / 2,5 mm 100 mtr. 1200 mtr.
 EGK HEAT 6 0,24 mm ± 0,02 mm Ø  6,0  / 3,0 mm 100 mtr. 1000 mtr.
 EGK HEAT 7 0,24 mm ± 0,02 mm Ø  7,0 / 3,5 mm 100 mtr. 2000 mtr.
 EGK HEAT 8 0,24 mm ± 0,02 mm Ø  8,0 / 4,0 mm 100 mtr. 1900 mtr.
 EGK HEAT 9 0,24 mm ± 0,02 mm Ø  9,0 / 4,5 mm 100 mtr. 1800 mtr.
 EGK HEAT 10 0,28 mm ± 0,02 mm Ø  10,0  / 5,0 mm 100 mtr. 1700 mtr.
 EGK HEAT 11 0,28 mm ± 0,02 mm Ø  11,0 / 6,5 mm 100 mtr. 1600 mtr.
 EGK HEAT 12 0,28 mm ± 0,02 mm Ø  12,0  / 6,0 mm 100 mtr. 1500 mtr.
 EGK HEAT 13 0,28 mm ± 0,02 mm Ø  13,0 / 6,5 mm 100 mtr. 1400  mtr.
 EGK HEAT 14 0,30 mm ± 0,0 3mm Ø  14,0 / 7,0 mm 100 mtr. 1400 mtr.
 EGK HEAT 15 0,30 mm ± 0,03 mm Ø  15,0   / 7,5 mm 100 mtr. 1300 mtr.
 EGK HEAT 16 0,30 mm ± 0,03 mm Ø  16,0 / 8,0 mm 100 mtr. 1200 mtr.
 EGK HEAT 17 0,35 mm ± 0,03 mm Ø  17,0  / 8,5 mm 100 mtr. 1100 mtr.
 EGK HEAT 18 0,35 mm ± 0,03 mm Ø  18,0 / 9,0 mm 100 mtr. 1100 mtr.
 EGK HEAT 19 0,35 mm ± 0,03 mm Ø  19,0 / 9 ,5 mm 100 mtr. 1000 mtr.
 EGK HEAT 22 0,35 mm ± 0,03 mm  Ø  22,0 / 11,0 mm 100 mtr. 900 mtr.
 EGK HEAT 25 0,40 mm ± 0,05 mm Ø  25,0  / 12,5 mm 25 mtr. 500 mtr.
 EGK HEAT 28 0,40 mm ± 0,05 mm Ø  28,0  / 14,0 mm 25 mtr. 450 mtr.
 EGK HEAT 30 0,40 mm ± 0,05 mm Ø  30,0 / 15,0 mm 25 mtr. 400 mtr.
 EGK HEAT 35 0,40 mm ± 0,05 mm Ø  35,0 / 17,5 mm 25 mtr. 350 mtr.
 EGK HEAT 38 0,40 mm ± 0,05 mm Ø  38,0 / 14,0 mm 25 mtr. 500 mtr.
 EGK HEAT 50 0,40 mm ±0,05 mm Ø  50,0 / 25,0 mm 25 mtr. 250 mtr.
 EGK HEAT 80 0,45 mm ± 0,03 mm Ø  80,0 / 40,0 mm 25 mtr. 200 mtr.
 EGK HEAT 100 0,45 mm ± 0,03 mm Ø  100,0 / 50,0 mm 25 mtr. 150 mtr.
 EGK HEAT 150 0,50 mm ± 0,03 mm Ø  150,0 / 75,0 mm 25 mtr. 100 mtr.
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Shrink Ratio: 2 : 1
Operating temp: - 40 to + 125°C
Max. voltage: 660V
Characteristics: - Flexible

- Non corrosive
- High tensile 
  strength
- UV resistant
- Flame retardant
- Good electrical
  features

Bi-Colour available on request
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Splicing Kits
i-joint
cast resin low voltage straight joints
(0,6 kV - 1 kV)

The straight joints are suitable for all electrical installation
work on all types of plastic cables and those made of PVC,
PE, EPR and VPE (e.g. NYY, NYCWY)
in the low voltage system.

Two-component PUR 661 cast resin
(low voltage, 0,6 kV - 1 kV)
Suitable for insulation and mechanical protection
in the low voltage system.

Characteristics
- Two-piece, shock resistant and transparent moulds
- Compact dimensions
- Preset cable diameter on the moulds
- Ready for use immediately
- Waterproof, both lengthwise and crosswise
- Straight joints castable underwater
- Storable for 36 months

Areas of application
- Indoors and Outdoors
- Underground
- Underwater
- In installation channels

according to VDE 278
according to DIN EN 50393

Straight joints suitable for all plastic cables 
(with cast resin PUR 661)

 Art. No. cable Ø
mm (from - to)

conductor
cross-section

mm (from - to max.)

dimensions 
A/B mm ml

KM 0 3 - 18 4 x 4 
5 x 2,5

160 x 40 100 ml

KM 1 3 - 28 4 x 10 
 5 x 6 

190 x 49 170 ml

KM 2 11 - 34 4 x 16 
5 x 16

240 x 57 360 ml

KM 3 13 - 35 4 x 25 
5 x 25

270 x 67 470 ml

KM 4 17 - 41  4 x 50
 5 x 35

360 x 95 1200 ml

KM 5 23 - 48  4 x 95
5 x 50

430 x 108 1800 ml

KM 6 32 - 68 4 x 150 530 x 132 2000 ml 
KM 7 45 - 70 4 x 240 700 x 155

Scope of delivery:
i-joint, two-component cast resin 
pouch, gloves, adhesive tape, 
assembly instructions

Properties
- In practical transparent two-pocket receptacle
- Excellent flow properties
- Highly Hydrophic
- Excellent adhesion to all plastic cables
- Does not crack under electrical stress
- Low exothermic reaction at large-volume resin

Storage time
36 months in aluminium protective bag at
surrounding temperatures between 10°C and 35° 

according to DIN VDE 0291 Part 2, GNW, 
GMW, GFW

 Art. No. ml

GA PUR KM 0 100 ml
GA PUR KM 1 170 ml
GA PUR KM 2 360 ml
GA PUR KM 3 470 ml
GA PUR KM 4 1200 ml
GA PUR KM 5 1800 ml
GA PUR KM 6 2000 ml 
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Spiral Wrapping Band + Cable Markers

Art. No. D (mm) d (mm) W (mm) wrapping range (mm) meters / roll rolls / carton
EGK SW 6 4,00 6,00 7,00 4 - 50 10 m 100 rolls
EGK SW 8 6,00 8,00 10,80 6 - 60 10 m 80 rolls

EGK SW 10 7,50 10,00 11,40 7,5 - 60 10 m 50 rolls
EGK SW 12 9,00 12,00 13,90 9 - 65 10 m 40 rolls
EGK SW 15 12,00 15,00 15,00 12 - 75 10 m 25 rolls
EGK SW 19 15,00 19,00 18,20 15 - 100 10 m 9 rolls
EGK SW 24 20,00 24,00 19,60 20 - 130 10 m 8 rolls

Material:   Polyethylene (PE)
Temp. resistance of material: -50 to 75°C
Colours:    natural / black

Art. No. cable size (sqmm) sqmm type-numbering type-lettering type-symbol pcs. per roll length/roll
EGK EC 0 0,75 sqmm 0,75 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 1.000 pieces 4,00 mtr
EGK EC 0 0,75 - 3,0 sqmm 1,0 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 1.000 pieces 4,00 mtr
EGK EC 0 1,5 - 3,0 sqmm 1,5 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 1.000 pieces 4,00 mtr

EGK EC 1 2,6 - 4,2 sqmm 2,5 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 1.000 pieces 4,00 mtr

EGK EC 2 3,6 - 7,4 sqmm 4,0 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 500 pieces 2,75 mtr

EGK EC 3 5,0 - 10,0 sqmm 6,0 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 350 pieces 1,95 mtr

EGK EC 3 8,0 - 11,9 sqmm 8,0 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 250 pieces 1,37 mtr
EGK EC 3 10,0 sqmm 10,0 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 180 pieces 0,99 mtr
EGK EC 3 12,0 sqmm 12,0 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 160 pieces 0,88 mtr

EGK EC J 3,6 - 7,2 sqmm 4,0 sqmm 0  to  9 A  to  Z  or Blank +, - , / , # , * , ~ , 500 pieces 2,50 mtr

                                                  marker tongue spans to fit various cable diameters and retracts to hold wires firmly in position 

Maximum service temperature: +85°C
Material: PVC oil and erosion resistant
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PVC Electrical Tape
PVC Electrical tape KM-1500
- Flame retardant 
- Resistant to UV rays, water, oil, acids, alkalies, corrosive chemicals
- RoHS and REACH compliant
Backing material: PVC

Adhesive material: Rubber resin

Operating temperature: 0 - 80°C

 Art. No. length width thickness colour packing
pack / carton

EGK ET-1500-0131920 BK 20 meters 19 mm 0,13 mm (5 mil) black 10 / 100 pcs
EGK ET-1500-0131920 WH 20 meters 19 mm 0,13 mm (5 mil) white 10 / 100 pcs
EGK ET-1500-0131920 BL 20 meters 19 mm 0,13 mm (5 mil) blue 10 / 100 pcs
EGK ET-1500-0131920 RE 20 meters 19 mm 0,13 mm (5 mil) red 10 / 100 pcs
EGK ET-1500-0131920 GR 20 meters 19 mm 0,13 mm (5 mil) green 10 / 100 pcs
EGK ET-1500-0131920 YL 20 meters 19 mm 0,13 mm (5 mil) yellow 10 / 100 pcs
EGK ET-1500-0131920 BR 20 meters 19 mm 0,13 mm (5 mil) brown 10 / 100 pcs
EGK ET-1500-0131920 VL 20 meters 19 mm 0,13 mm (5 mil) violet 10 / 100 pcs
EGK ET-1500-0131920 OR 20 meters 19 mm 0,13 mm (5 mil) orange 10 / 100 pcs
EGK ET-1500-0131920 GY 20 meters 19 mm 0,13 mm (5 mil) grey 10 / 100 pcs
EGK ET-1500-0131920 YG 20 meters 19 mm 0,13 mm (5 mil) yellow / green 10 / 100 pcs
EGK ET-1500-013191Y BK 10 yards 19 mm 0,13 mm (5 mil) black 10 / 200 pcs
EGK ET-1500-013191Y WH 10 yards 19 mm 0,13 mm (5 mil) white 10 / 200 pcs
EGK ET-1500-013191Y BL 10 yards 19 mm 0,13 mm (5 mil) blue 10 / 200 pcs
EGK ET-1500-013191Y RE 10 yards 19 mm 0,13 mm (5 mil) red 10 / 200 pcs
EGK ET-1500-013191Y GR 10 yards 19 mm 0,13 mm (5 mil) green 10 / 200 pcs
EGK ET-1500-013191Y YL 10 yards 19 mm 0,13 mm (5 mil) yellow 10 / 200 pcs
EGK ET-1500-013191Y BR 10 yards 19 mm 0,13 mm (5 mil) brown 10 / 200 pcs
EGK ET-1500-013191Y VL 10 yards 19 mm 0,13 mm (5 mil) violet 10 / 200 pcs
EGK ET-1500-013191Y OR 10 yards 19 mm 0,13 mm (5 mil) orange 10 / 200 pcs
EGK ET-1500-013191Y GY 10 yards 19 mm 0,13 mm (5 mil) grey 10 / 200 pcs
EGK ET-1500-013191Y YG 10 yards 19 mm 0,13 mm (5 mil) yellow / green 10 / 200 pcs
EGK ET-1500-015191Y BK 10 yards 19 mm 0,15 mm (6 mil) black 10 / 200 pcs
EGK ET-1500-015191Y WH 10 yards 19 mm 0,15 mm (6 mil) white 10 / 200 pcs
EGK ET-1500-015191Y BL 10 yards 19 mm 0,15 mm (6 mil) blue 10 / 200 pcs
EGK ET-1500-015191Y RE 10 yards 19 mm 0,15 mm (6 mil) red 10 / 200 pcs
EGK ET-1500-015191Y GR 10 yards 19 mm 0,15 mm (6 mil) green 10 / 200 pcs
EGK ET-1500-015191Y YL 10 yards 19 mm 0,15 mm (6 mil) yellow 10 / 200 pcs
EGK ET-1500-015191Y BR 10 yards 19 mm 0,15 mm (6 mil) brown 10 / 200 pcs
EGK ET-1500-015191Y VL 10 yards 19 mm 0,15 mm (6 mil) violet 10 / 200 pcs
EGK ET-1500-015191Y OR 10 yards 19 mm 0,15 mm (6 mil) orange 10 / 200 pcs
EGK ET-1500-015191Y GY 10 yards 19 mm 0,15 mm (6 mil) grey 10 / 200 pcs
EGK ET-1500-015191Y YG 10 yards 19 mm 0,15 mm (6 mil) yellow / green 10 / 200 pcs

other specifications are available on request

Tensile strength:  25 N/cm

Dielectric strength: 40 kv/mm

Max voltage:  600V

0,
13

 m
m

 (5
 m

il)
0,

15
 m

m
 (6

 m
il)

Kistenmacher 

71



Cable Ties

Art. No. length mm width mm pieces / plastic bag pieces / carton
EGK C  080 x 2,5 80 mm 2,5 mm 100 pieces 60.000 pieces
EGK C  100 x 2,5 100 mm 2,5 mm 100 pieces 50.000 pieces
EGK C  120 x 2,5 120 mm 2,5 mm 100 pieces 50.000 pieces
EGK C  150 x 2,5 150 mm 2,5 mm 100 pieces 40.000 pieces
EGK C  200 x 2,5 200 mm 2,5 mm 100 pieces 30.000 pieces

EGK C  150 x 3,6 150 mm 3,6 mm 100 pieces 25.000 pieces
EGK C  180 x 3,6 180 mm 3,6 mm 100 pieces 20.000 pieces
EGK C  200 x 3,6 200 mm 3,6 mm 100 pieces 20.000 pieces
EGK C  250 x 3,6 250 mm 3,6 mm 100 pieces 15.000 pieces
EGK C  300 x 3,6 300 mm 3,6 mm 100 pieces 13.000 pieces
EGK C  370 x 3,6 370 mm 3,6 mm 100 pieces 12.000 pieces

EGK C  200 x 4,8 200 mm 4,8 mm 100 pieces 15.000 pieces
EGK C  250 x 4,8 250 mm 4,8 mm 100 pieces 12.000 pieces
EGK C  300 x 4,8 300 mm 4,8 mm 100 pieces 10.000 pieces
EGK C 350 x 4,8 350 mm 4,8 mm 100 pieces 9.000 pieces
EGK C  380 x 4,8 380 mm 4,8 mm 100 pieces 9.000 pieces
EGK C  400 x 4,8 400 mm 4,8 mm 100 pieces 8.000 pieces
EGK C  450 x 4,8 450 mm 4,8 mm 100 pieces 7.000 pieces
EGK C  500 x 4,8 500 mm 4,8 mm 100 pieces 5.000 pieces

EGK C 200 x 7.6 200 mm 7,6 mm 100 pieces 6.000 pieces
EGK C 250 x 7,6 250 mm 7,6 mm 100 pieces 6.000 pieces
EGK C  300 x 7,6 300 mm 7,6 mm 100 pieces 5.000 pieces
EGK C 350 x 7,6 350 mm 7,6 mm 100 pieces 4.000 pieces
EGK C 400 x 7,6 400 mm 7,6 mm 100 pieces 4.000 pieces
EGK C  450 x 7,6 450 mm 7,6 mm 100 pieces 3.500 pieces
EGK C  500 x 7,6 500 mm 7,6 mm 100 pieces 3.000 pieces
EGK C  550 x 7,6 550 mm 7,6 mm 100 pieces 1.500 pieces
EGK C  700 x 7,6 700 mm 7,6 mm 100 pieces 1.000 pieces

EGK C 400 x 8,8 400 mm 8,8 mm 100 pieces 2.500 pieces
EGK C  450 x 8,8 450 mm 8,8 mm 100 pieces 2.000 pieces
EGK C  500 x 8,8 500 mm 8,8 mm 100 pieces 2.000 pieces
EGK C  550 x 8,8 550 mm 8,8 mm 100 pieces 1.500 pieces
EGK C  600 x 8,8 600 mm 8,8 mm 100 pieces 1.500 pieces
EGK C  650 x 8,8 650 mm 8,8 mm 100 pieces 1.500 pieces
EGK C  700 x 8,8 700 mm 8,8 mm 100 pieces 1.500 pieces
EGK C  750 x 8,8 750 mm 8,8 mm 100 pieces 1.500 pieces
EGK C  800 x 8,8 800 mm 8,8 mm 100 pieces 1.500 pieces
EGK C 900 x 8,8 900 mm 8,8 mm 100 pieces 1.500 pieces

EGK C  1200 x 8,8 1200 mm 8,8 mm 100 pieces 1.500 pieces

                                                Cable Ties are one piece moulded mechanism with no metal barbs or cumbersome wedges, 
moulded of the finest virgin Nylon 66, self-extinguishing UL-94 flam.
Class: V-2, V-0 available upon request.
Colours: black and white
Ultraviolet ray resistant black ties for outdoor applications and heat stabilized ties available upon request.

Standard:

Operating temperature:
- 40°C to + 85° C

Heavy Duty line:

Heavy Duty line:

Other sizes upon request 
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Surge Protection
Spiral Coiled Tube 

- Perfect solution to bundle and protect cables and lines in special
  surroundings as well as in offices or at home.
- Total length of 2.5m can be individually adjusted.
- Practical winding tool for quick and easy handling included.

Art. No. 1164360

Packing Unit      1

Colour    grey

Safe-Box BIG IP 44

For extra safety when connecting cables, even outdoors, IP 44

- Extra large Safe-Box connection of plug and socket and to protect
  from damp.
- Ideal for particularly large plugs and sockets, especially larger 
  export versions.
- Most suitable for use when camping, mowing the lawn, for seasonal 
  or Christmas lighting, or when working with electrical equipment
  outdoors.

Art. No. 1160440

Packing Unit      10

Colour    grey
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Pipe Bending Springs

Standard Pipe Bending Springs

one end with plain ending, other end with round hook
plain steel finishing
protected by an anti-rust grease film

 Art. No. diameter length pieces/bag/carton
EGK PBS16 16 mm 560 mm 20 pieces
EGK PBS20 20 mm 560 mm 20 pieces
EGK PBS25 25 mm 560 mm 20 pieces
EGK PBS32 32 mm 560 mm 20 pieces
EGK PBS38 38 mm 560 mm 20 pieces

Heavy Duty Bending Springs

one end with plain ending, other end with double round hook
plain steel finishing
protected by an anti-rust grease film

 Art. No. diameter length pieces/bag/carton
EGK PBS-E16 16 mm 560 mm 20 pieces
EGK PBS-E20 20 mm 560 mm 20 pieces
EGK PBS-E25 25 mm 560 mm 20 pieces
EGK PBS-E32 32 mm 560 mm 20 pieces
EGK PBS-E38 38 mm 560 mm 20 pieces

Galvanized Pipe Bending Springs for PVC conduit

one end with plain ending, other end with round hook
plain steel finishing

 Art. No. diameter length pieces/bundle
BS-20G 20 mm 600 mm 10 pieces
BS-25G 25 mm 600 mm 10 pieces
BS-32G 32 mm 600 mm 10 pieces
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KISTENMACHER Draw-In Bands

 Art. No. length pieces/
carton

PE 305 5 mtr. 60 pcs.
PE 310 10 mtr. 40 pcs.
PE 315 15 mtr. 25 pcs.
PE 320 20 mtr. 20 pcs.
PE 325 25 mtr. 20 pcs.
PE 330 30 mtr. 15 pcs.

Plastic Draw-In Bands
Material: Solid Nylon
available in black or white
with rivetted eye and ball
Thickness (diameter): 3 mm

Steel Draw-In Bands
Material: Extra hardened steel

Thickness: (diameter): 0,5 mm
Width: 3.5 mm

 Art. No. length pieces/
carton

STB 10 10 mtr. 10 pcs.
STB 15 15 mtr. 10 pcs.
STB 20 20 mtr. 10 pcs.
STB 25 25 mtr. 10 pcs.
STB 30 30 mtr. 10 pcs.

 Art. No. length pieces/
carton

SB 10 10 mtr. 10 pcs.
SB 15 15 mtr. 10 pcs.
SB 20 20 mtr. 10 pcs.
SB 25 25 mtr. 10 pcs.
SB 30 30 mtr. 10 pcs.
SB 40 40 mtr. 5 pcs.
SB 50 50 mtr. 5 pcs.

with rivetted eye and ball

Steel Draw-In Bands
Material: Extra hardened steel

Thickness: (diameter): 0,5 mm
Width: 5 mm

with rivetted eye on both sides
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Circuit Breaker
Circuit Breaker Plug-in Adapter BDI-A 30 (RCD)

Transferable adapter, protects users of power tools, domestic 
appliances, etc. against electrical hazards.

- Provides effective protection against electric shocks. Instantly
  disconnects the live lead from the mains as soon as residual
  current is present.
- 2-pole cut-out.

Art. No. 1290633
Type of residual current Type A

Max. current carrying capacity 13 A
Nominal input voltage 240 V
Nominal residual current 30 mA
Packing Unit 1

Art. No. 1290643
Type of residual current Type A

Max. current carrying capacity 13 A
Nominal input voltage 240 V
Nominal residual current 30 mA
Packing Unit 1

Circuit Breaker Plug-in Adapter BDI-S 30 (RCD)

The ideal safety circuit breaker for connection to frequently used electrical appliances.

- Provides effective protection against electric shocks. Instantly 
  disconnects the live lead from the mains as soon as residual 
  current is present.
- 2-pole cut-out
- For 3G1,5² cable
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Electronic Tester
Volt Check 3.1
IP 40

Art. No. 991895 991888 991886
Range 6-400V AC/DC 6-400V AC/DC 6-690V AC/DC
Display LED LED LED

Art. No. 127933 991892 991885 991887
Range 6-690V AC/DC 5-500V AC/DC 6-690V AC/DC 5-690V AC/DC
Display LED LCD LCD LCD

Combi Check PRO
battery powered, IP 65

Digi Check PRO
battery powered, IP 65

Multi Check
battery powered, IP 65

Digi Check
battery powered, IP 65

Combi Check
battery powered, IP 65

- to determine the moisture content of 
  wood and building material, such 
  as e.g. concrete, brick, screed, 
  plasterboard, wallpaper etc
- measuring range of 5-50% for wood, 
  or 1,5-33% for building material large 
  LCD display (resolution 0,1%) as well 
  as acoustically practical hold function 
  also makes measurement possible
  at locations difficult to access 
  automatic switch-off appr. 3 min after 
  last application
- battery low voltage display
- robust, ergonomic housing with 
  separate compartment for 9V 
  monobloc battery (not included)
- with protective cap

- for locating metal, voltage carrying cables
  (AV voltage) and wooden beams e.g. in walls
-  3 functions on one appliance, functions can
   be individually applied
- accurate display of the result on large LCD
  display
- automatic sensitivity control 
- battery compartment for 9V block (battery not 
  included)
- automatic switch-off after end of 
  measurement
- battery low voltage display
- maximum detection: wood up to 40mm, AC
  voltage appr. 30-50mm, 
  metal appr. 50-80 mm
- user friendly through the operation button on
  the side and front.

Moisture Detector MD Multifunction Detector WMV Plus

Art. No. 1 29868 0 1 29818 0

Master Check 
battery powered, IP 65
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Voltage Tester

Art. No. EGK VT140 EGK VT200
A 3.5 mm 4.0 mm
B 59 mm 115 mm
C 140 mm 200 mm

Weight / pc. 21.7 g 34.3 g
pcs. / Display Box 20 pcs. 20 pcs.

pcs. / Master Carton 500 pcs. 500 pcs.
pcs. / Pallet 12.000 pcs. 9.000 pcs.

Voltage Testers - EGK VT140 / EGK VT 200
- 100-500 V
- With clip hanger
- In counter-top display box

Art. No. EGK 452 PM/g EGK 457 PM/g
Length 140 mm 190 mm
pcs / carton 2400 pcs. 2400 pcs.

Voltage Testers 
- 100-500 V
- with brass cap

EGK 452 PM

EGK 457 PM
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Voltage Testers

Euro Voltage Tester 125 - 250 V

with plastic clip

Art. No. 45300P/b 45800P/b 45400P/r 45900P/r 45300P/o 45800P/o
Colour blue blue red red orange orange
Length 150 mm 190 mm 150 mm 190 mm 150 mm 190 mm

Voltage Tester 100 - 500 V

with aluminium cap

Art. No. 452 PA/k 452 PA/g 457 PA/k 457 PA/g
Colour clear yellow clear yellow
Length 140 mm 140 mm 190 mm 190 mm
pcs / carton 2400 pcs 2400 pcs. 1200 pcs. 2400 pcs.

Euro Voltage Tester 100 - 500 V

with plastic cap and clip

Art. No. 452 PK
Colour clear
Length 140 mm
pcs / carton 2400 pcs.

+ clip

Upgraded 
Quality

+ clip
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VDE Screwdrivers
Screwdrivers SET VDE

red insulated blade, with black tip, insulated up to 1000V AC, 
GS approved

Comfort Line VDE
Art. 65604

Basic Line VDE
Art. 56080

Screwdrivers Comfort Line VDE

red insulated blade, with black tip, 2 component handle, insulated
up to 1000V AC,GS approved

mm
1

Art. No.
3

Art. No.
2.5 x 75 66470 64700
2.5 x 75 66471 64701

3.0 x 100 66472 64702
3.5 x 100 66473 64703
4.0 x 100 66474 64704
5.5 x 125 66475 64705
6.5 x 150 66476 64706
8.0 x 175 66477 64707

10.0 x 200 66478 64708

PH
2

Art. No.
4

Art. No.
0 66360 63600
1 66361 63601
2 66362 63602
3 66363 63603
4 66364 63604

PZ Art. No. Art. No.
0 66380 63800
1 66381 63801
2 66382 63802
3 66383 63803
4 66384 63804

1
2 4

3
VDE PH/PZ - Cross Tip

VDE - Electricians Slot VDE - Electricians Slot

VDE PH/PZ - Cross Tip

Screwdrivers Basic Line VDE

red insulated blade, with black tip, basic plastic handle, insulated
up to 1000V AC, GS approved

 Art. No. 65604 56080

contains
4x         Art. No. 6647
2x         Art. No. 6636
1x         Art. No. 401

2.5 x 75; 4.0 x 100; 5.5 x 125; 6.5 x 150
PH 1; PH 2 (optional PZ)
Voltage Tester

3x         Art. No. 647
2x         Art. No. 636
1x         Art. No. 401

2.5 x 75; 4.0 x 100; 5.5 x 125; 6.5 x 150
PH 1; PH 2 (optional PZ)
Voltage Tester
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Hole Saws

Art. No. width 
(mm) Art. No. width 

(mm) Art. No. width 
(mm) Art. No. width 

(mm) Art. No. width 
(mm)

CT 14 14 CT 32 32 CT 52 52 CT 76 76 CT 121 121
CT 16 16 CT 33 33 CT 54 54 CT 79 79 CT 127 127 
CT 17 17 CT 35 35 CT 57 57 CT 83 83 CT 133 133
CT 19 19 CT 37 37 CT 58 58 CT 86 86 CT 140 140
CT 20 20 CT 38 38 CT 59 59 CT 89 89 CT 146 146
CT 21 21 CT 40 40 CT 60 60 CT 92 92 CT 152 152
CT 22 22 CT 41 41 CT 63 63 CT 95 95 CT 160 160
CT 23 23 CT 43 43 CT 64 64 CT 98 98 CT 168 168
CT 24 24 CT 44 44 CT 65 65 CT 102 102 CT 177 177
CT 25 25 CT 46 46 CT 67 67 CT 105 105 CT 200 200
CT 27 27 CT 48 48 CT 68 68 CT 108 108 CT 210 210

CT 29 29 CT 50 50 CT 70 70 CT 111 111
CT 30 30 CT 51 51 CT 73 73 CT 114 114

Bi-Metal Hole Saws
M42 / 2 - 6 tpi, white

Art. No. arbors

A1 8,5 mm / Ø 14 - 30 mm - hex shank
A2 11 mm / Ø 14 - 30 mm - hex shank
A3 8,5 mm / Ø 32 - 210 mm - hex shank, pull system
A4 11 mm / Ø 32 - 210 mm - hex shank, pull system
A5 11 mm / Ø 32 - 210 mm - hex shank, screw system
A7 Ø 14 - 30 mm - SDS
A8 Ø 32 - 210 mm - SDS, pull system

A10 6,35 mm / Ø 14 - 30 mm - three-sided shank

Accessories

Art. No. drills

B1   6,35 mm  / Ø 83mm - for A1, A2, A3, A4, A5, A7, A8 
B2  6,35 mm  / Ø 105mm - for A1, A2, A3, A4, A5, A7, A8, A10 

Art. No. arbors

V 8,5 300mm - for A1, A3, A13
V 10 300mm - for A2, A4, A5, A15

F Pressure Spring 
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Hot Air Guns
HL 1400 S HL 1620 S

- promotion type - starter model

Model HL 1400 S HL 1620 S HL 1920 E
Art. No. (Schuko-Plug) 345914 351106 352103
Art. No. (BS-Plug) n. a. 009632 009649
output (watt) 1400 1600 2000
melt. temp. (C°) 300 / 500 300 / 500 80 / 600
voltage 220 - 230 220 - 230 220 - 230
airflow rate in 2 steps in 2 steps in 3 steps
temp. setting 2-stage 2-stage 9-stage

- with two heating and airflow stages

HL 1920 E

HG 2320 E

- electronically controlled hot air   
  gun with continously air flow 
  and temperature control
- LCD display mode in 10° C steps

- electronically controlled hot air 
  gun with temperature control 
  and cool air stage

Model HG 2320 E HL 2020 E HG 2420 E
Art. No. (Schuko-Plug) 007386 008192 008284
Art. No. (BS-Plug) 009663   009656 n.a.
output (watt) 2300 2200 2200
melt. temp. (C°) 80 / 650 80 - 630 80 / 650
voltage 220 - 230 220 - 230 220 - 240
airflow rate in 2 steps in 3 steps in 2 steps
temp. setting in 10°C steps 9-stage

HG 2420 EHL 2020 E

- with LCD display
- microprocessor controlled hot air 
  gun with temperature control and 
  cool air stage

- electronically controlled hot air gun 
- with LCD display
- delivered in a case
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Glue Guns

GLUEMATIC 3002

Model GLUEMATIC 3002 SET GLUEMATIC 3002
Art. No. (Schuko-Plug) 333317 351106
Art. No. (BS-Plug) 330118 009632
output (watt) 200 1600
melt. temp. (C°) 206 300 / 500
voltage 220 - 230 220 - 230

GLUEMATIC 5000

- for cordless glueing, including 
  long and short nozzle and 
  temperature control
- LCD display mode in 10° C steps

Model GLUEMATIC 5000 SET GLUEMATIC 5000
Art. No. 332716 332754
output (watt) 500 500
melt. temp. (C°) 210 - 220 210 - 220
voltage 220 - 240 220 - 240

GLUE STICKS

- including standard and long
  nozzle and 8 glue sticks
- packed in PVC case

Glue Sticks suitable for a.m. models
dia 11 mm, length 250 mm
250 g / pack containing 10 pcs

- including 3 glue sticks

SET GLUEMATIC 3002
- packed in PVC case, 
  including 3 glue sticks

SET GLUEMATIC 5000

 Art. No. colour
006761 transparent, ULTRA POWER
006754 transparent, CRYSTAL
006792 black
006808 white
006778 wood application

Art. No. NEO 1 / 334109 NEO 2 / 334208
weight 155 gr. 275 gr.
melt. temp. (C°) 170 170
voltage 100 - 240 100 - 240

Wireless Hot-Melt Glue Guns Neo1 & Neo 2

NEO 1 NEO 2

- cordless operation with rechargeable
  lithium-ion battery 3,6 V
- incl. charging adapter with 
  Schuko +  Mirco USB Plug
- run time up to 30 minutes
- automatic switch off
- warm up time less than 15 sec.
- NEW: glueing without dripping

Glue Sticks Neo
dia 7 mm, length 150 mm
suitable for different materials

 Art. No. colour
006624 transparent, CRYSTAL 96g
006594 transparent, CRYSTAL 240g
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Mechanical Crimping Tools

Crimping Hand Tool

 Art. No. crimping range                     length
   K 05 6 - 50 mm² 380mm
   K 06 10 - 120 mm² 650-750 mm - telescopic handle
   K 09 25 - 150 mm² 650-750 mm - telescopic handle

Mechanical Crimping Tools with revolving dies
Indent crimping

 Art. No. crimping range      length
K 5       6 - 50 mm²       600 mm
K 6     50 - 120 mm²       970 mm
K 7    120 - 240 mm²       975 mm

K 07    185 - 400 mm²       975 mm
K 8       35 - 95 mm²       975 mm

mechanical crimping tool for tubular cable lugs and connectors,
standard type, with revolving dies, PVC coated handles,
with blue/yellow insulation

suitable for red/blue/yellow insulated DIN cable lugs,
pin cable lugs, tabs and receptacles, circular connectors
and receptacles butt and parallel connectors

Crimping Hand Tool
with exchangeable crimping die sets

mechanical crimping tool for tubular cable lugs and connectors, 
standard type, synchronised die selection when in the open 
position, cross-section display on marked adjusting wheel, 
extremely lightweight and rigid

 Art. No. cross ref.      range 
     (mm²)         application

CK 100 SET 44 CK 100-44 0,5-6,0 red/blue/yellow cable 
lugs/ pin cable lugs, 
tabs, receptacles, 
circular connectors,
butt parallel connectors

CK 100 SET 65 CK 100-65 0,5-10,0 flat push-on 
receptacles and tabs
without insulation

CK 100 SET 
AE21

CK 100-
      AE21

0,14-10,0 wire end ferrules with 
and without insulation
sleeve

Syncro Crimping Tools with two-component
handle, Hexagonal crimping

 Art. No. cross
  ref.      red      blue    yellow

CK 90-44 CK 90 0,5-1,0 mm² 1,5-2,5 mm² 4,0-6,0 mm²
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Mechanical Cable Cutters
Mechanical Cable Cutter for CU und AL Cables
PVC coated handles, suitable for CU and AL cables

not suitable for cutting steel or steel wire

Art. No. K 100 K 101/1 K 101/2 K 130 K 150
Cutting Range max. Ø 14 mm max. Ø 26 mm max. Ø 38 mm max. Ø 30 mm max. Ø 50 mm
Length 280 mm 570 mm 930 mm 570 mm 710 mm
Colour blue/yellow blue/yellow blue/yellow blue/yellow blue/yellow

Art. No. SH 620 SH 1000 SH 340 SHF 340
cross ref. K 106/2 K 104/1 K 106/1 N/A
Cutting Range max. Ø 62 mm max. Ø 100 mm max. Ø 34 mm max. Ø 34 mm
Length 297 mm 870 mm 261 mm 298 mm
Colour blue blue/yellow blue blue

Mechanical Cable Cutter for CU und AL Cables
PVC coated handles, suitable for CU and AL cables

not suitable for cutting steel or steel wire
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Hydraulic Crimping and Cutting Tools
Hydraulic Cable Cutter Head

 Art. No. cutting force cutting range
SK 85 KI       70 kN      85 mm

black laquered rotating cutting head with double piston
pump and automatic safety relief valve

suitable for amoured copper, aluminium, ACSR cables 
and solid steel bars up to 16 mm

Hydraulic Cable Cutter Head

chrome-plated rotating cutting head with double 
piston pump and automatic relief valve

suitable for power copper and aluminium cables

Hydraulic Cable Cutter Head
black laquered rotating cutting head with double piston
pump and automatic safety relief valve

 Art. No. cutting force cutting range    suitable 
    cables

SET SK 120 KI       70 kN       85 mm      CU + AL
SET SK 120 ST-KI       100 kN       120 mm Armoured 

   Copper

 Art. No. cutting force cutting range
SK 45 KI       70 kN      45 mm

 Art. No. cutting force cutting range
SK 120 O       100 kN      120 mm

Hydraulic Cable Cutter Head - Shear Type - Open
with quick coupling suitable for foot pump / Electro pump up
to 700 bar, suitable for power copper and aluminium cables
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Hydraulic Crimping Tool Set with Foot Pump
in blue metal case

foot-operated double piston pump, 700 bar, with automatic 
change-over and pressure relief valve and coupling, complete with 
2 mtr. mounted high pressure hose, with rotating nickel plated 
crimping head in blue metal transport case

with yellow chromatized CU-hexagonal crimping dies,    
sets consisting of the following dies:

SET PK 250 (14 pieces)
16, 25, 35, 50, 70, 95, 120, 150, 185, 240, 300, 400, 500, 630 mm²

SET PK 250  KI-S9 (11 pieces)
95, 120, 150, 185, 240, 300, 400, 500, 630 mm²

 Art. No. crimping force crimping range

SET PK 250 KI       250 kN    16 - 630 mm²
SET PK 250 KI-S9       250 kN    95 - 630 mm²

Hydraulic Cable Cutting Tool Set with Foot Pump
in blue metal case

 Art. No. crimping force crimping range

SET SK 85 KI       70 kN       85 mm
SET SK 120 KI       100 kN       120 mm

Hydraulic Foot Pump

         Art. No.      pressure    hose length
FP 700       700 Bar       2 meters

foot-operated double piston pump with automatic 
change-over and pressure relief valve and coupling, 
complete with 2 mtr. mounted, high pressure hose

Hydraulic Crimping and Cutting Tools

foot-operated double piston pump, 700 bar, with automatic 
change-over and pressure relief valve and coupling, complete
with 2 mtr. mounted high pressure hose, with rotating cutting 
head in blue metal transport case

suitable for aluminium and copper cable

Hydraulic Crimping Tool Set with Foot Pump
in blue metal case

foot-operated double piston pump, 700 bar, with automatic 
change-over and pressure relief valve and coupling, complete with 
2 mtr. mounted high pressure hose, with rotating nickel plated 
crimping head in blue metal transport case

with yellow chromatized CU-hexagonal crimping dies,    
sets consisting of the following dies:

SET PK 450 (11 pieces)
95, 120, 150, 185, 240, 300, 400, 500, 635, 800, 1.000 mm²

 Art. No. crimping force crimping range

SET PK 450 KI       450 kN   95 - 1000 mm²

other Die Set configurations on request other Die Set configurations on request
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Hydraulic Crimping and Cutting Tool Sets
Hydraulic Crimping Tool Set
hand-operated, with rotating C-compression head, 
double piston pump and automatic safety relief valve, in 
blue metal carrying case

complete with yellow chromatized CU-hexagonal crimping 
dies (13 pcs)

Hydraulic Cable Cutter

      Art. No. weight
    (g)

length 
 (mm)

crimping 
   force

  crimping
    range

SET PK 130 KI  7.800    695    130 kN 10 - 400 mm²

      Art. No. weight
    (g)

length 
 (mm)

crimping 
   force

  crimping 
     range

SET PK 130 KI / 42  8.200    705 130 kN 10 - 400 mm²

hand-operated, with rotating C-compression head, 
double piston pump and automatic safety relief valve, in 
blue metal carrying case

complete with yellow chromatized CU-hexagonal crimping 
dies (13 pcs)

with extra large opening of 42mm head, 
suitable as well for C- and H-clamps

      Art. No. weight
    (g)

length 
 (mm)

crimping 
   force crimping range

SET HP60/22 KI  3.500    450    60 kN    10 - 300 mm²

Hydraulic Crimping Tool Set

Hydraulic Crimping Tool Set
hand-operated, with rotating round-compression head, 
double piston pump and automatic safety relief valve, in 
blue metal carrying case

complete with yellow chromatized CU-hexagonal crimping 
dies (12 pcs)

hand-operated, with rotating cutting head, double piston pump 
and automatic safety relief valve, in blue metal carrying case

suitable for copper and aluminium cables

Art. No. weight
    (g)

length 
 (mm)

cutting
  force

   cutting 
     range

suitable 
cables

HS 45 KI  7.500   680 60 kN max. 45 mm² Armoured 
copper

HS 50 KI 6.500   680 60 kN max. 50 mm² CU + AL
HS 85 KI 12.000   700 70 kN max. 85 mm² CU + AL
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Battery Operated Hydraulic Tools
Hydraulic Crimping Tool Set

battery powered with memory card,
packed in blue metal carrying case

- rotating crimping head
- yellow chromatized, CU-hexagonal crimping dies
- spare battery, battery charger, software and USB data cable

 Art. No. crimping
   force

   crimping 
     range

number 
 of dies

APE 6-22 KI     60 kN 10 - 300 mm²    12

Both battery powered with memory card,
packed in blue metal carrying case

 Art. No. operating pressure motor capacity
AKPE2 KI            700 bar      0,37 kw

 Art. No. operating pressure
AKPE1 KI            700 bar

Hydraulic Crimping Tool Set

 Art. No. crimping
   force

   crimping 
     range

number 
 of dies

APE 13C KI   130 kN 10 - 400 mm²    13

Hydraulic Crimping Tool Set Hydraulic Cutting Tool Set
- rotating crimping head
- yellow chromatized, CU-hexagonal crimping dies
- spare battery, battery charger
  software and USB data cable

- with open head - with C-head (29 mm)

- with open head

 Art. No. crimping
   force        crimping range number 

 of dies
APEM 5-5     50 kN -  10-150 mm² (Aluminium)

-  10-185 mm² (Copper)
-  10-240 mm² (Standard)

     9
    10
    11

 Art. No. cutting
   force

   cutting
     range

ASE 85 KI   70 kN max. 85 mm²

With digital pressure gauge,
equipped with 2 mtr. hydraulic hose
and quick couplings, suitable to
connect most common crimping 
and cutting devices.

Longer hydraulic hoses and bigger
tank volume available on request

- max. pressure (HD) 700 bar
- min. pressure (ND) 60 bar
- haul capacity (HD) 0,34 l / min
- haul capacity (ND) 0,80 l / min
- motor capacity 0,37 kw
- engine rpm 1360
- tank volume 2,0 ltr
- weight 18,0 kgs
- voltage 220-240 V / 50/60 Hz
- noise level 75 dBA

Electrohydraulic Pump for use with mains 220 - 240V
Equipped with 1,50 mtr. hydraulic high pressure hose
and quick couplings, suitable to connect most common
crimping and cutting devices, total weight 4,90 kgs only

Including:
- remote control and strap
- bag
- read-out option of
the machine status
- failure analysis
- li-ion battery 3.000 mA / 18V

Battery Operated Hydraulic Drive Unit
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Hydraulic Punch Drivers
Hydraulic Punch Driver

- extremely versatile and easy-to-us hole punching tool 
  thanks to 360° rotatable punching head
- Lightweight aluminium construction for easy operation
  and effortless portability
- Punching range : Ø 22,5 - 61,5 mm / 3,5 mm mild steel

 Art. No. punching force stroke weight
EGK WK-8AL 70 kN 25 mm abt. 2,10 kg
EGK WK-12AL 120 kN 27 mm abt. 3,0 kg

Accessories: Punches (type D): 22,5 - 28,3 - 34,6 - 
   43,6 - 49,6 - 61,5 mm
   7/16“ x 3/4“ draw stud
   3/4“ x 3/4“ draw stud
   Spacer
   Sealing kit

Manual Knock Out Punch

 Art. No.      size contents / descriptions hole size (actual)
Ø inch

hole size (actual)
       Ø mm

EGK MPS 1/2-1.14 1/2“ - 1 1/4“ 1/2" Conduit size punch and die
3/4" Conduit size punch and die
1" Conduit size punch and die

1"-1/4" Conduit size punch and die
3/8" , 24UN Draw stud with bearing
3/4" , 16UN Draw stud with bearing

   7/8"
1,115"
1,362"
1,701"

22,50
28,30
34,60
43,20

EGK MPS 1.1/2-2 1/2“ - 2“ 1-1/2" Conduit size punch and die
2" Conduit size punch and die

1-15/16"
2-3/8"

49,60
61,50

EGK MPS 1/2-1.14 EGK MPS 1.1/2-2
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Copper Tapes

 Art. No. conductor size 
(X x Y)

Weight 
per metre

Standard
coil size

TC 025 25 x 1.5 mm 0.33 kg 100 m
TC 030 25 x 3 mm 0.67 kg 25 m
TC 035 31 x 6 mm 1.65 kg 50 m

Bare copper tape

High conductivity copper tape to BS EN 13601
(formerly BS 1432).

All bare copper tape sold in full coil lengths only.

 Art. No. conductor size 
(X x Y)

Weight 
per metre

Standard
coil size

TC 230 25 x 1.5 mm 0.67 kg 50 m

Tinned copper tape

High conductivity copper tape to BS EN 13601
(formerly BS 1432).

All bare copper tape sold in full coil lengths only.

 Art. No. Overall nominal
 size (X x Y)

Cross-sectional
area

Weight 
per metre

BD 025 15 x 1.5 mm 10 mm² 0.096 kg
BD 030 25 x 3.5 mm 35 mm² 0.34 kg

Flexible flat copper braid

Suitable for earthbonding. Also supplied as standard pre-cut
and drilled bonds. 
High conductivity copper wire to BS EN 13602
(formerly BS 4109-C101

 Art. No. conductor size 
(X x Y)

Weight 
per metre

Standard
coil size

TC 910 25 x 3 mm 0.77 kg 25 m

LSOH covered copper tape

High conductivity copper tape to BS EN 13601
(formerly BS 1432). PVC colours to BS 6746C.

Other sizes and types of braid can be made to order. Please contact us for details
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Digital three-phase kWh meter
Digital three-phase kWh meter
(for direct and CT-measurement)
Three phase, four wire, four tariff, demand measuring, outdoor, active, 
reactive and capacitive electronic meter

Art. No. TP-CP 10500

Class Active: B, Reactive: 2, (Optional; Active: C)
Reference Voltage (Un) 3x230/400V - 2x57,7/100V
Operating Voltage Range 3x35 / 60V (Minimum) - 3x420 / 727V (Maximum)

Reference Frequency (Fn) 50 Hz ±5%

Starting current (Ist) Active B: 0,002 A (0,04.Itr)
Active C : 0,001 A (0,02.Itr)

Minimum current (Imin) 0,01 A

Transition Current (Itr) 0,05 A

Reference Current (In/Ib) 1 A

Maximum Current (Imax) 10 A

IP class 54 (Outdoor)
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Kilowatt Hour Meters

- three phase, 220/240V - 50/60 Hz
- with 7 digits
- bakelite housing
- make Siemens and/or AEG

Art. No. rated 
current

rated 
voltage

pieces/
carton

10/60A/D 10(60) A

220-240V
50/60 Hz.

8
10/100A/D 10(100) A 8
20/60A/D 20(60) A 8
20/100A/D 20(100) A 8

Art. No. rated 
current

rated 
voltage

pieces/
carton

10/40A 10(40) A 220-240V
50/60 Hz.

8
10/60 A 10(60) A 8

- single phase, 220/240V - 50/60 Hz
- with 7 digits
- bakelite housing
- make Siemens and/or AEG

Reconditioned KWH meter
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Pressure Switches
MDR 4 S

Art. No. MDR 4 S MDR 43 MDR 4 SD MDR 4 SU
switching capacity 5.5 kW 5.5 kW 4.0 kW
max. cut-out pressure 25 bar 16 bar 11 bar 16 bar
poles 3-pole (N.C) 1 N.C + 1 N.O 3-pole (N.C) 3-pole (N.C)
flange type Aluminium Aluminium Aluminium Aluminium
phase 3-Phase Single 3-Phase 3-Phase

MDR 4 SD
with scale and
transparent cover

MDR 4 SU
with reversed
function

Art. No. MDR 5 MDR 5 IP65 MDR 53 MDR F
switching capacity 5.5 kW 5.5 kW
max. cut-out pressure 45 bar 16 bar 16 bar 250 bar
poles 3-pole (N.C) 3-pole (N.C) 2-pole (N.C) 1 SPDT
flange type Aluminium Aluminium Aluminium
phase Single 3-Phase Single Single

MDR 5
with screw terminals

MDR 43
transparent cover

MDR 5 IP65
Pump version, special
execution IP 65
Applications: e.g.
pump shafts

MDR 5
ample wiring room,
1 SPDT, 
1 change over

MDR F 
High performance 
Pressure Switch

ample wiring room, 1 SPDT,
models industrial clamp version or
industrial screw version with
Perbunan diaphragm and die-cast
aluminium flange for oil, water e.g.

Kistenmacher 

94



Pressure Switches
MDR 1/6
Pump version

Art. No. MDR 1/6 MDR 1/11 MDR 11/6 MDR 11/11
switching capacity 4.0 kW 4.0 kW 4.0 kW 4.0 kW
max. cut-out pressure 6 bar 11 bar 6 bar 11 bar
poles 2-pole (N.C) 2-pole (N.C) 2-pole (N.C) 2-pole (N.C)
flange type Steel Aluminium Steel Aluminium
phase Single Single Single Single
cable glands PG 11 Z/ZK PG 13.5 Z/ZK

MDR 1/6
Pump version

MDR 1/6
Pump version

Art. No. MDR 2 MDR 21 MDR 3
switching capacity 2.2 kW 2.2 kW 7.5 (11) kW
max. cut-out pressure 12 bar 12 bar 35 bar
poles 2-pole (N.C) 2-pole (N.C) 3-pole (N.C)
flange type Aluminium Aluminium Aluminium
phase Single Single 3-Phase

MDR 2
with screw terminals

MDR 21 MDR 3
available with overlaod relay, undervoltage 
protection and hourmeter

MDR 1/11
Compressor version
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Float Switches
Kistenmacher Float Switch
PVC cable
including counter weight
single-packed in a strong plastic bag

Suitable fur pumps of up to 2 HP (230V) / 1 HP (110V)

Electrical features:
Microswitch:   250V~ - 50/60 Hz.
Rated current:   16 (8)A
Max. operational temperature: 50°C
Storage temperature:  ~10°C to 60°C
Protection grade:   IP68

Art. No. EGK PN-BG/1,5mtr. EGK PNBG/2mtr. EGK PN-BG/3mtr. EGK PN-BG/5mtr. EGK PN-BG/10mtr.
Cable 1,5 mtr. x 1,00 sqmm 2,0 mtr. x 1,00 sqmm 3,0 mtr. x 1,00 sqmm 5,0 mtr. x 1,00 sqmm 10,0 mtr. x 1,00 sqmm
PU / carton 20 pcs. 20 pcs. 20 pcs. 15 pcs. 10 pcs.
PU / pallet 320 pcs. 320 pcs. 320 pcs. 240 pcs. 160 pcs.

Art. No. EGK PN-RS/2mtr. EGK PN-RS/3mtr.
Cable 1,5 mtr. x 1,00 sqmm 10,0 mtr. x 1,00 sqmm
PU / carton 20 pcs. 10 pcs.

Kistenmacher Float Switch
rubber cable, without counterweight

single-packed in carton packing

Electrical features:
Microswitch:   250V~ - 50/60 Hz.
Rated current:   16 (8)A
Max. operational temperature: 50°C
Storage temperature:  ~10°C to 60°C
Protection grade:   IP68
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Condor Float Switches
PN-X
float switch for filling and emptying.
- 10 (8) A 250 V - IP68
- with rubber cable (H07RN-F 3G1,0 sqmm)

 Art. No. Cable length pieces / 
carton

pieces / 
pallet

PN-X-1,5 1,5 mtr 100 pcs. 800 pcs.
PN-X-3,0 3,0 mtr. 80 pcs. 640 pcs.
PN-X-5,0 5,0 mtr. 60 pcs. 480 pcs.
PN-X-10,0 10,0 mtr. 40 pcs. 320 pcs.

PSN-X
for filling and emptying
- 10 (8) A 250 V - IP68
- with rubber cable (H07RN-F 3G1,0 sqmm)

 Art. No. Cable length packing

PSN-X-1,5 1,5 mtr 100 pcs.
PSN-X-3,0 3,0 mtr. 80 pcs.
PSN-X-5,0 5,0 mtr. 60 pcs.
PSN-X-10,0 10,0 mtr. 40 pcs.

full + emptyfull + empty

 Art. No. Cable length

PN-X-1,5 CW FEO 1,5 mtr
PN-X-3,0 CW FEO 3,0 mtr.
PN-X-5,0 CW FEO 5,0 mtr.
PN-X-10,0 CW FEO 10,0 mtr.

PN-X - SET
float switch for filling and emptying with counterweight in single carton packing
- 10 (8) A 250 V - IP68
- with rubber cable (H07RN-F 3G1,0 sqmm)
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Electric Door Openers

- suitable for all common striking plates
- due to 180° fitting, can be used
  DIN right and left
- symmetrical design

classic model - surface mounted

Art. No. Power Size
10 K / 6-12 6 - 12 V 132 x 65 x 24 mm
10 K / 24 24 V (coverplate: 132 x 65 mm)
14 / D11 6 - 12 V 90 x 20 x 28,2 mm
17 / D11 6 - 12 V 75 x 20,5 x 28 mm

10 K 14 / D11 17 / D11

Art. No. Power Size
ES10K/6-12b 6 - 12 V 132 x 62 x 24 mm
ES10K/6-12g 6 - 12 V 132 x 62 x 24 mm
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STR - Doorphone Set
STR doorphone sets
available from single family up to 24 family house

127/220V, 50/60 Hz 
phone station: white
outdoor station: golden circuit board
bell button + intercom: brown
transformer: white

SET 3 SET 6 SET 10

STR - Video Intercom
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Door Chimes

Gold Plated Inlet
two note, electromechanical system
connection: direct to mains, 220-240V AC

 Art. No. power colour       size (mm)

300 220 - 240 V white 160 x 160 x 45

 Art. No. power colour       size (mm)

77 WE 240 220 - 240 V white 113 x 80 x 42

two note, electromechanical system
connection: direct to mains, 220-240V AC

white

two note, electromechanical system
connection: direct to mains, 220-240V AC

 Art. No. power colour       size (mm)

85 WE 240 220 - 240 V white 115 x 115 x 45

white

 Art. No. power colour       size (mm)

880 WE 240 220 - 240 V white 115 x 115 x 45

two note, electromechanical system
connection: direct to mains, 220-240V AC

white

two note, electromechanical system
connection: direct to mains, 220-240V AC

silver white

 Art. No. power colour       size (mm)

2201 WE 240 220 - 240 V white 119 x 82 x 36
2201 SI 240 220 - 240 V silver 119 x 82 x 36

 Art. No.    power colour       size (mm)

2250 WE 240 220 - 240 V white 132 x 132 x 43
2250 SI 240 220 - 240 V silver 132 x 132 x 43

two note, electronical system
connection: direct to mains 220-240V AC
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Door Chimes

 Art. No.    power     colour    size (mm)

105 WE/GO 240 220 - 240 V white / gold 190 x 55 x 45
105 TR WE/GO with trafo white / gold 190 x 55 x 45

 Art. No. power  colour       size (mm)

500 WE 240 220 - 240 V   white 150 x 150 x 45

two note, electromechanical system
1.) connection: direct to mains 220-240V AC
2.) connection: mains 230 V AC through built-in 
     bell-transformer 8V, 1A 

 Art. No.   power     colour     size (mm)

411 AN/ME 240 220 - 240 V  anthracite /
metallic silver

220 x 160 x 47

411 TR AN/ME with trafo  anthracite / 
metallic silver

220 x 160 x 47

two note, electromechanical system
1.) connection: direct to mains 220-240V AC
2.) connection: mains 230 V AC through built-in 
     bell-transformer 8V, 1A 

 Art. No.   power       colour     size (mm)

412 AN/BL 240 220 - 240 V  anthracite /
metallic silver blue

220 x 160 x 47

412 TR AN/BL with trafo  anthracite / 
metallic silver blue

220 x 160 x 47

two note, electromechanical system
1.) connection: direct to mains 220-240V AC
2.) connection: mains 230 V AC through built-in 
     bell-transformer 8V, 1A 

two note, electromechanical system
connection: direct to mains 220-240V AC
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Door Chimes

 Art. No.    power colour       size (mm)

900 WE 240 220 - 240 V white 215 x 130 x 92

three note, electronical system
connection: direct to mains
220-240V AC

two note, electromechanical system
1.) connection: direct to mains 220-240V AC
2.) connection: mains 230 V AC through built-in 
     bell-transformer 8V, 1A 

 Art. No.    power     colour     size (mm)

106 WE/SI 240 220 - 240 V      white /
metallic silver

166 x 112 x 45

106 TR WE/SI with trafo white /
metallic silver

166 x 112 x 45

 Art. No.    power    colour      size (mm)

405 WE/SI 240 220 - 240 V      white /
metallic silver

166 x 112 x 45

405 TR WE/SI with trafo white /
metallic silver

166 x 112 x 45

two note, electromechanical system
1.) connection: direct to mains 220-240V AC
2.) connection: mains 230 V AC through built-in 
     bell-transformer 8V, 1A 

 Art. No. power colour       size (mm)

950 WE 240 220 - 240 V white 125 x 95 x 35

three note, electronic with one loudspeaker
connection: direct to mains 
220-240V AC

Kistenmacher 

102



Door Chimes & Door Bells
two note, electronical system
connection: direct to mains 
220-240V AC

 Art. No.   power       colour size (mm)

660 WE/BL 240 220 - 240 V white /anthracite 170 x 55

 Art. No.   power     colour    size (mm)

103 WE/SI 240 220 - 240 V      white /
metallic silver

166 x 112 x 45

103 TR WE/SI with trafo      white /
metallic silver

166 x 112 x 45

two note, electromechanical system
1.) connection: direct to mains 220-240V AC
2.) connection: mains 230 V AC through built-in 
     bell-transformer 8V, 1A 

surface type
220-240 V AC, 70 mm dia. flat gong with connection 
for additional door bell or door opener.

 Art. No.   power  execution     size (mm)

2553 WE 230 220-240 V AC with bell 137 x 80 x 38
2555 WE 230 220-240 V AC with buzzer 137 x 80 x 38

 Art. No.   power  colour     diameter

56-GR 12 V AC grey 154 mm
56-GR 220-240 V AC grey 154 mm
66-RT 12 V DC red 154 mm
66-RT 240 V DC red 154 mm
59-GR 24 V AC grey 230 mm
59-GR 220-240 V AC grey 230 mm

Bell combined with bell transformer School Bells

white

Kistenmacher 

103



Immersion Heaters

 Art. No. watt
106 600

- nickel plated brass tube
- red level water indicator on assorted models
- red plastic handle with hanger clip
- white cable protection socket
- available in 220-250V or in 110-130V
- available with 2- and 3-core cable
- 100 or 200cm cable length available (except Art. No. 100 comes with 80 or 200cm length)

 Art. No. watt
100 1000

 Art. No. watt
1080 1000

 Art. No. watt
1081 1000

 Art. No. watt
113 2000

 Art. No. watt
114 3000

 Art. No. watt
112 1500

11 cm
23 cm22,5 cm18,5 cm17 cm17 cm12 cm

 Art. No. watt
320 2000

 Art. No. watt
195 2000

 Art. No. watt packing
158 350 Zipper Case

158 P 350 Polybag

 Art. No. watt packing
155 350 Alu-Cup + Zipper Case
165 350 Plastic-Cup + Zipper Case
175 350 Glass-Cup + Zipper Case

32 cm
21 cm

9 cm

3 core wire only

9 cm
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Coaxial Cables RG 6 & CAT 6

 Art. No. length Connectors packing
(coils/carton)

outer
diameter

EGK RG6 BL20 Y 20 yards 2 x F-Connector 12 coils 6,9 mm
EGK RG6 BL30 Y 30 yards 2 x F-Connector 12 coils 6,9 mm
EGK RG6 BL50 Y 50 yards plain ends 6 coils 6,9 mm
EGK RG6 BL90 Y 90 yards plain ends 6 coils 6,9 mm
EGK RG6 BL90 Y ECO 90 yards plain ends 6 coils 6,3 mm

EGK RG59/100PD 100 m plastic drum
EGK RG59/300WD 300 m wooden drum

 Art. No. length Connectors colour packing
(boxes/carton)

EGK RG6 BL100 Y BOX 100 yards plain ends black 6 boxes
EGK RG6 WH100 Y BOX 100 yards plain ends white 6 boxes

 Art. No. length CCA HDPE cord +
cross colour packing

(boxes/carton)
EGK CAT6 GR 305M BOX 305 meter 0,57 mm 1,02 mm 6,0 mm grey 2 boxes
EGK CAT6 GR 305M BOX ECO 305 meter 0,57 mm 0.93 mm 5,7 mm grey 2 boxes

Specification:

Class:   CAT 6
Type:   UTP
Material of conductor: CCA
Impedance:  100 Ω
Suitable for:  10 Mbit
    100 Mbit
    1 Gbit
TIA:   250 MHz
Shielding:   U/U 

Coaxial cable RG6 and RG 59

Network cable Cat 6
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Adapter Plugs
Primera-Line Digital Weekly Timer DT

- Extra large display for days, hours in 12 and 24 hour-format, minutes 
  and seconds.
- 20 ON/OFF programmes for day, hour and minute setting.
- Easy 4 button operation.
- Shortest switching time 1 minute.
- Countdown function.
- Random function.
- Summer/Winter time.
- Manual ON/OFF.
- Programme: Interruption during operation is possible.
- Data memory in case of power cut.
- Practical housing when using switch and socket combination the switch
  will not be covered.
- Inclusive 2 batteries AG13 (LR44).
- Socket with increased touch protection.

Art. No.          1507503
Battery technology Nickel metal hydride
Max. current carrying capacity             13 A
Nominal input voltage             silver
Packing Unit               6

24 hour Timer MZ 20-1

The competitively priced timer with 24-hour programme.

- Up to 96 on/off switching times per day can be set.
- Shortest switching time: 15 minutes.
- Easy to set.
- Socket with increased touch protection.

Art. No.  1506453
Max. current carrying capacity     13 A
Nominal input voltage  anthracite
Packing Unit         6
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REX - Time Switches and Relays
AlphaRex D21
Daily and weekly time switch

-1 changeover contact
- 250 V/50 Hz., 16 A~ cos ϕ = 1
- 56 programs
- Shortest switching step: 1 s
- multi languages

MicroRex D21/D21 Plus 2
Digital weekly time switch

-manual override
- running reserve of 3 years

EconoRex MT 

Time Switch modules with flat plugs for

MicroRex QT11 - 1 Module

With synchronous (mains-synchronised
clock precision). +/- 2.5 s/day clock 
precision,100 hour working reserve,
unit width: 1 module of 17.5 mm each,
15 min switching increments, shortest
switching step: 15 min

Art. No. Volt Hz channels
4 126 31 230 V 50/60 Hz 1
4 126 41 230 V 50/60 Hz 2

Art. No. Volt Hz
499 83 230 V 50 Hz

Art. No. Volt Hz
4 126 31 110/220 V 50/60 Hz

Art. No. Volt Hz channels
499 26 230 V 50 Hz 2

Art. No. Volt Hz channels
603 770 230 V 50/60 Hz 1
603 771 230 V 50/60 Hz 2

Art. No. Volt Hz
4 128 13

(old 037 53)
230 V 50/60 Hz

Art. No. Volt Hz
4 127 90

(old 037 40)
230 V 50/60 Hz

Includes base plate with terminal 
and terminal cover.

Staircase Switches REX 600

modified version (electronic)

PolarRex KKT

Defrost time switches without running
reserve, 24 hour

MicroRex QT31 - 3 Modules
Daily time switch

With quartz motor, +/- 2.5 s/day clock 
precision,100 hour working reserve,
Surface-mounting possible with a
wall bracket and a terminal cover.
Unit width: 3 modules of 17.5 mm each,
15 min switching increments, shortest
switching step: 30 min

Multifunction Relay‘s

To control single timer functions like:
illumination, ventilation, automation,
signalisation, control systems e.g.
Sealable cover, lexic design

Art. No. Volt Hz channels
047 44 8A / 250 V 50/60 Hz 1
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Adapter & Detector
Comfort-Line Remote Control set
3 x IP20

For comfortably switching electrical devices and lamps up to 1000 W 
ON and OFF; for use indoors

- 3 outlet adapter with wireless receiver for indoors IP 20.
- Switch position indicator on the receiver; can also be operated manually.
- Simple and flexible use by means of self-teaching coding.
- Fail-safe due to more than 65.000 different codes.
- Continious storage of the coding even in the event of a longer failure.
- 4-channel manual transmitter for simultaneous universal operation 
  of individual or multiple receivers.
- Range up to 25 Meters (Frequency 433.92 MHz).
- 3 V battery (type CR 2032) for remote control included.
- Sockets with increased touch protection

Art. No. 1507043

Radio frequency 433 MHz

Wireless range 25 m
Packing Unit 1
Colour white

BATTERY

INCLUSIVE

433.92
MHz

Art. No. 1291480

Volume 85 dB(A)

Colour white
Length of product 3,7 cm
Width of product 12 cm
Height of product 8 cm
Packing Unit 1

CO Detector CM A 3030

Protects against poisonous carbon monoxide (CO)

- For use in garages, living quarters, with open fire places or when camping.
- Durable, modern electro-chemical sensor.
- Alarm signal and LED display.
- Signal tone at the end of the sensor service life.
- Shrill alarm - 85 dB
- Optical and acoustic signal when the battery is low.
- Includes 2 batteries 1,5 V AA.

Gua
rantee

w
ww.brennenstuhl.c

om

3
Years 85 dB BATTERY

INCLUSIVE
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Smoke Detector
Smoke Detector RM L 3100

Particularly suitable for long-term use.

- VdS tested according to DIN EN 14604.
- Smoke detector with quality seal „Q“, complies to the increased 
  demands of regulations 14-01 vfdb.
- With approved long-life cycle and reduction of false alarm signals.
- Increased stability against outer effect.
-10 years of operational life without changing battery.
- 3 V lithium battery fixed in devices for constand operational readiness.
- Optical function display, with test button for the functional check.
- Includes mute function for false alarm and „Do not disturb function“ for
  low battery level.
- Shrill alarm - 85 dB.
- Optical and acoustic signal when battery is low.
- Includes mounting materials.

Art. No. 1290050 1290050004

Volume 85 dB(A) 85 dB(A)

Number of batteries 1 1
Colour white white
Diameter 10 cm 10 cm
Height of product 3,1 cm 3,1 cm
Packing Unit 1 1

BATTERY

INCLUSIVE Gua
rantee

w
ww.brennenstuhl.c

om

10
Years

EN
14604 85 dB

Smoke Detector RM C 9010

Particularly suitable for long-term use.

- Photoelectric detector, tested in accordance with EN 14604
- Optical function display, with test button for the functional check.
- Shrill alarm - 85 dB.
- Acoustic signal when battery is low.
- Includes mounting materials.

Art. No. 1290080 1290080003

Volume 85 dB(A) 85 dB(A)

Number of batteries 1 1
Colour white white
Diameter 10 cm 10 cm
Height of product 3,5 cm 3,5 cm
Packing Unit 1 1

BATTERY

INCLUSIVE

EN
14604 85 dB

Gua
rantee
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Worklight

Art. No. 1173700005

Luminous flux 1000 lm
Power consumption 10 W
Colour temperature 6500 K
Battery capacity 5 Ah
Battery voltage 3.7 V
Light duration max. 6 h
Battery charging time about 3 h
Number of batteries 1
Battery type Built-in battery pack
Battery technology Lithium-Ion
Impact strength IK07
Protection class III
Degree of protection IP 54
Colour black
PU 1

Rechargeable LED worklight SH 1000 MA, 100lm, IP54
- Design in handy and compact pocket format.
- Multi-function holding system with carabiner ring and magnet for flexible positioning.
- Lightweight and robust
- With on/off switch and 3 different brightness levels (25%/50%/100%) and flash function.
- Integrated Li-Ion battery 3.7 V/2.2 Ah with charge indicator.
- Charging via connection type C, charging cable type A/C included (start-up is not possible
  during charging).

IP 54

LED worklight ideal for a wide range of uses in the trades, at home, in the garden or for camping.

1000
LUMEN 

MAX.
6 h

U
SB RECHARGEABL

E
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Construction Floodlights

Art. No. 1173100100 1173110100

Luminous flux 1500 lm 3000 lm
Power consumption 15 W 30 W
Colour temperature 6500 K 6500 K
Battery capacity 5 Ah 5 Ah
Battery voltage 3.7 V 7.4 V
Light duration max. 25 h 25 h
Battery charging time about 3 h 5 h
Number of batteries 1 1
Battery type Built-in battery pack Built-in battery pack
Battery technology Lithium-Ion Lithium-Ion
Impact strength IK08 IK08
Protection class III III
Degree of protection IP 65 IP65
Colour black black
PU 1 1

Mobile Rechargeable LED Floodlight RUFUS
Highly luminous, versatile and indestructible

- Bright light, all the time, even in areas without an electrical connection
- Switch with functions
  - Light: 100 % - 75 % - 50 % - 25 % - 10 %.
- USB charging cable A / C.
- Integrated lithium-ion battery with power bank function and charging indicator.
- Powerbank function: USB charging port 1 A for devices with USB charging cable such
  as smartphones, tablets, etc.
- Casing made of die-cast aluminium, edge protection made of high-quality plastic.
- Impact-resistant and drop-proof up to 3 m.
- Stable, multi-stage, folding frame.
- With a robust matching bag for safe transport.

USB POWERBANK

Li-Ion

INCLUSIVE

 
MAX.

25 h IK 08 IP 65

1500
LUMEN

3000
LUMEN

Accessories
Art. No. 1172640002

Description Magnetic holder for Rechargeable LED spot for Art. No. 1173100100, 1173110100
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LED battery floodlight

Art. No. 1173070020 1173090100

Luminous flux 3800 lm 1000 lm
Power consumption 40 W 8.5 W
Colour temperature 6400 K 6500 K
Battery nominal input voltage 5 V n/a
Lifetime 54000h n/a
Battery capacity 5 Ah 2.5 Ah
Battery voltage 7.4 V 3.7 V
Light duration max. 12 h 13 h
Battery charging time about 5 h 3 h
Number of batteries 1 1
Battery type Built-in battery pack Built-in battery pack
Battery technology Lithium-Ion Lithium-Ion
Impact strength IK08 IK08
Protection class III III
Degree of protection IP 65 IP65
Colour black black/yellow
PU 1 1

Mobile  LED battery floodlight
with clamping device
The work floodlights with clamping device can be attached 
anywhere and optimally aligned for the work application 
thanks to the ball joint.

- Ideally suited for assembly work, in cellars and on workbenches.
- Work floodlight with special clamping device for easy mounting by 
  clamping to work surfaces,pipes, panels, etc.
- Lightweight and robust plastic housing with strong, sturdy clip.
- Easy alignment of the working light thanks to ball bearing, the 
  angle of inclination of the working light is flexibly adjustable.
- With ball joint for individual alignment in all directions by almost 
  360 degrees. 
- Integrated USB power bank for charging smartphones etc.

USB POWERBANK

 
MAX.

12 h

IK 08

IP 65

Mobile Rechargeable LED Floodlight PF 1000 MA

Maximum light power in pocket format.

- With super bright COB LED.
- 3 switching stages: 100%, 50% and 10% light for extended lighing
  duration.
- Powerbank function: USB charging port 1 A for devices with USB 
  charging cable such as smwartphones, tablets, etc.
- With fold-out mounting bracket for positioning or mounting on 
  brennenstuhl® tripods.
- Highly versatile for use in the house, in the garden, when camping
  and for outdoor activities.
- Integrated Li-IOn rechargeable battery 3.7V/2.5Ah with charging 
  indicator.
- USB charging cable A / C.

 
MAX.

13 h

USB POWERBANK

IP 65

IK 08

Li-Ion

INCLUSIVE

1000
LUMEN
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Lighting Equipment

 Art. No. Wattage gasket cable length cable Plug
HLM60 60 steel w/o cable
HLM60/3/BS 60 steel 3 mtr. H05VV-F2 x 0,75 sqmm BS
HLM60/5/BS 60 steel 5 mtr. H05VV-F2 x 0,75 sqmm BS
HLP60 60 plastic w/o cable
HLP60/3/BS 60 plastic 3 mtr. H05VV-F2 x 0,75 sqmm BS
HLP60/5/BS 60 plastic 5 mtr. H05VV-F2 x 0,75 sqmm BS
HLR100 100 rubber w/o cable
HLR100/3/BS 100 rubber 3 mtr. H05VV-F2 x 0,75 sqmm BS
HLR100/5/BS 100 rubber 5 mtr. H05VV-F2 x 0,75 sqmm BS

- the inexpensive quality inspection lamp
- with impact resistant, flexible basket
- with protective glass cover
- supplied with BS plug
- delivery without bulbs

Safety Inspection Lamps

HLR100HLM60HLP60
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Hand Lamps

Art. No. 1176440 1175420010 1175890 1175990010
Lumen 200 lm 200 lm 200 lm 107 lm
2nd source - 20 lm 150 lm 10 lm
Colour temp. 6500 K 6500 K 6500 K 6500 K
Batt. volt. 3.7 V 1.5 V 3.7 V 1.5 V
Batteries 1 3 1 3
Battery type Built-in battery pack Micro AAA LR03 Built-in battery pack Micro AAA LR03
Batt. tech. Lithium-Ion Alkaline Lithium-Ion Alkaline
Colour black/yellow black/yellow black/yellow black/yellow
PU 1 10 1 10

4 LED Rechargeable
Hand Lamp 

HL DA 40 MH
- 4 super bright SMD LEDs
  on the front with up to 3
  hours of lighting when fully 
  charged.
- ON/OFF switch 100/50 %
- Base foot with integrated
  magnet can be folded up 
  to 180°
- Belt clip and 360° rotatable
  hook for flexible use.
- USB charging cable 
  included.

Li-Ion

INCLUSIVE

360°

+100
LUMEN

250

BATTERY

INCLUSIVE

360°

4 + 3 SMD LED-
Universal Lamp 

HL DB43 MH
- 4 super bright SMD LEDs on
  the front with more than 6
  hours of lighting when 
  batteries are full.
- Additional switching step for 
  3 LEDs in the lamp head.
- Plastic handle with integrated
   magnet, 360° bendable.
- With ON/OFF switch.

 
MAX.
3 h

200
LUMEN

+20
LUMEN

200

4 + 1 LED 
Rechargeable Clip-on
Lamp HL DA 41 MH

- 4 super bright Seoul SMD LEDs 
  on the front with up to 3,5 hours
  of lighting when fully charged.
- charging period approx. 3 hours
- Clip with integrated magnet can
  be rotated 90°
- Integrated battery 3.7 V/1.6 Ah
  with charging indicator.
- With ON/OFF switch.
- USB charging cable included.

LED CLip-On Lamp 
HL 100

- 5 SMD LEDs on the front with
  up to 8 hours of light ON time.
- Additional settings provides 
  another LED in the lamp head.
- Clip with integrated magnet.
- With ON/OFF switch.
- USB charging cable included.
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Hand Lamps

Art. No. 1175580 1177370
Luminous flux 520 lm / - 400 lm / 70 lm
2nd source
Colour temperature 6500 K 6000 K
Battery capacity 2.2 Ah 2 Ah
Battery voltage 3.7 V 3.7 V
Light duration 24 h 80 h
Battery charging time 5 h 3 h
Number of batteries 1 1
Battery type Built-in battery pack Built-in battery pack
Battery technology Lithium-Ion Lithium-Ion
Magnets at the back 2 2
Adjustable up to +/- 60° up to +/- 90°
Impact strength IK07 IK07
Protection class III III
Degree of protection IP54 IP20
Colour black/yellow black/yellow
PU 1 1

LED Workshop Rechargeable Light WL 500 A
Flexible use with excellent light and ON/OFF switch. Dust
protected and splash-proof, IP 54.

- Ideal for workshop and hobby applications.
- 12 super bright Seoul SMD LEDs.
- Functions: 100 % - 40 % - 10% for long lighting duration.
- With ON/OFF switch.
- With ergonomic rubber handle.
- Sturdy, extendable and rotatable hook and magnet in the stand.
- Impact Li-Ion battery 3.7V/2.2 Ah with charging indicator.
- USB charging cable included.

Li-Ion

INCLUSIVE

Rechargeable LED Hand Lamp SANSA 400 A
Extremely slim lamp for tight spaces.

- 12 super bright SMD LEDs at front.
- Additional switching step for 1 SMD LED in the lamp head.
- Continuous dimming function 0 to 100 % for particularly long 
  lighting duration.
- Rubber-clad housing.
- Bendable and rotatable lamp head, foldable to pocket format.
- 2 magnets at the back, one in the holding foot and foot and 
  fold-out hook for flexible use.
- Integrated Li-Ion battery 3.7 V/2.0 Ah with charging indicator.
- USB charging interface, including USB charging cable.

 
MAX.

24 h

IP 54

520
LUMEN

270°

 
MAX.

80 h

Li-Ion

INCLUSIVE

+70
LUMEN

400
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Hand Lamps

Art. No. 1175680 1175570100 1175640 1175670100
Luminous flux 1000 lm 900 lm 700 lm 500 lm
Luminous flux secondary source 200 lm 200 lm 100 lm 120 lm
Colour temperature 6500 K 2700-4500-6500 K 5700 K 6500 K
Battery capacity 4.4 Ah 5 Ah 2 Ah 2.5 Ah
Battery voltage 3.7 V 3.7 V 3.7 V 3.7 V
Light duration 24 h 24 h 10 h 10 h
Battery charging time 5 h 3 h 3.5 h 4 h
Number of batteries 1 1 1 1
Battery type Built-in battery pack Built-in battery pack Built-in battery pack Built-in battery pack
Battery technology Lithium-Ion Lithium-Ion Lithium-Ion Lithium-Ion
Magnets at the back 2 - 2 2
Adjustable up to +/- 60° up to +/- 90° up to +/- 90° -
Impact strength IK08 IK08 IK07 IK07
Protection class III III III III
Degree of protection IP54 IP54 IP54 IP20
Colour anthracite/black anthracite/black black black
PU 1 6 1 6

Rechargeable LED Hand Lamp
Maximum light output for highest demands.

- With super bright COB LED at the front.
- Additional switching step for 1 SMD LED in the lamp head.
- Continuous dimming function 10% to 100% for particularly long lighting duration.
- Rubberised for improved impact resistance and optimal grip.
- Adjustable up to +/- 60° with integrated magnet.
- Fold-out hook for flexible use.
- USB charging interface, including USB charging cable.

HL 1000 A          HL 701 AT             HL 700 A              HL 500 A

U
SB RECHARGEABL

E

360°

Li-Ion

INCLUSIVE
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Hand Lamps

Art. No. 1175670 1175410010 1175590
Luminous flux 300 lm 250 lm 200 lm
2nd source 100 lm 100 lm -
Colour temperature 6500 K 6500 K 6500k
Battery voltage 3.7 V 1.5 V 3.7 V
Light duration 10 h 10 h 12 h
Number of batteries 1 3 1
Battery type Built-in battery pack Mignon AA LR6 Built-in battery pack
Battery technology Lithium-Ion Alkaline Lithium-polymer
Protection class III - III
Degree of protection IP20 - IP20
PU 6 1 10

6 + 1 LED Rechargeable 
Multi-Function Light 
HL2 DA 61 M3H2
Multi-purpose, robust with excellent 
lighting capacity

- 6 super bright SMD LEDs on the front with 
  more than 3 hours of lighting if the battery is 
  fully charged.
- Additional switching step for 1 SMD LED in 
  the lamp head.
- Charging time about 4 hours.
- Rubber-clad housing.
- Base foot can be folded up to 200° with an 
  integrated magnet.
- 2 magnets on the back and two hooks that 
  can be rotated 360° for flexible use.
- Integrated Li-Ion rechargeable battery 
  3.7V/2.2 Ah with charging indicator.
- USB charging cable included.

8 + 1 SMD LED-Universal Lamp 
HL DB 81 M1H1

Compact, practical for a variety of uses.

- 8 super bright SMD LEDs with special lens 
  optics.
- More than 4 hours of light when fully charged.
- Additional switching step for 1 SMD LED in 
  the lamp head.
- Plastic bracket with integrated magnet can 
  be folded 200°
- 360° hanging hook and magnet facility
- With ON/OFF switch.

+100
LUMEN

300

Li-Ion

INCLUSIVE

 
MAX.

10 h

360°

+100
LUMEN

250

BATTERY

INCLUSIVE

 
MAX.

10 h

360°

LED Rechargeable Hand 
Lamp PL 200 A

- Super bright COB LED.
- Extensive functions: 100 % - 40 % 
   - 10 % - red - red flashing.
- With practical clip and magnet in 
  the foot.
- USB charging cable included.

Kistenmacher 

117



Art. No. 1171550 1171540
Luminous flux 180 lm 350 lm
Colour temperature 4000 K 4000 K
Number of batteries 3 1
Battery type Micro AAA LR03 Built-in battery pack
Battery technology Alkaline Lithium polymer
Battery capacity - 3 Ah
Light duration max. 45 h 70 h
Battery charging time - 4 h
Protection class - III
Degree of protection IP44 IP44
Colour anthracite anthracite
PU 9 1

LED Oval/Round Lights

Art. No. 1270780900 1270780901 1270790900 1270790901
Luminous flux 1680 lm 1680 lm 1680 lm 1680 lm
Power consumption 15 W 15 W 15 W 15 W
Luminous efficacy 108 lm/W 108 lm/W 108 lm/W 108 lm/W
Energy efficiency class
Colour temperature 4000 K 4000 K 4000 K 4000 K
Colour CRI 81 81 81 81
Nominal input voltage 230 V 230 V 230 V 230 V
Voltage Range 220 V-250 V 220 V-250 V 220 V-250 V 220 V-250 V
Lifetime 36000h 36000h 36000h 36000h
With motion detector NO YES NO YES
Max detection range - 8 m - 8 m
Max. angle of coverage 100° 100°
Min. duty cycle 10 s 10 s
Max. duty cycle 1 min 1 min
Impact strength IK06 IK06 IK06 IK06
Protection class II II II II
Degree of protection IP65 IP54 IP65 IP54
PU 1 1 1 1

LED Oval Lamp

Ideal for the garage, cellar, workshop and outdoors.

- Compact LED oval lamp made of plastic with a translucent cover.
- Suitable for mounting on either walls or ceilings.
- User-friendly assembly thanks to external, water-tight connection
  terminal.
- LEDs have a very long lifespan, are shock-proof and mainenance
  free.

Additional for model with PIR:
- Detection range up to 8 metres, detection angle approx. 100°.
- Switch-on time adjustable up to 60 seconds.

1680
LUMEN

LED Round Lamp

Ideal for the garage, cellar, workshop and outdoors.

- Compact LED round lamp made of plastic with a translucent cover.
- Suitable for mounting on either walls or ceilings.
- User-friendly assembly thanks to external, water-tight connection
  terminal.
- LEDs have a very long lifespan, are shock-proof and maintenance
  free.

Additional for model with PIR:
- Detection range up to 8 metres, detection angle approx. 100°.
- Switch-on time adjustable up to 60 seconds.

1680
LUMEN

with and w/o motion detector

Optional
Motion detector
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LED Outdoor Light

Art. No. 1171550 1171540
Luminous flux 180 lm 350 lm
Colour temperature 4000 K 4000 K
Number of batteries 3 1
Battery type Micro AAA LR03 Built-in battery pack
Battery technology Alkaline Lithium polymer
Battery capacity - 3 Ah
Light duration max. 45 h 70 h
Battery charging time - 4 h
Protection class - III
Degree of protection IP44 IP44
Colour anthracite anthracite
PU 9 1

LED Outdoor Light OLI 0200
- Highly versatile for use in the house, in the garden, when 
  camping and for outdoor activities.
- Non-blinding flood light.
- Switch with 3 different settings (100 - 50 %, 10%, SOS)
- Mounting options provided by 2 magnets and 2 hooks.

Rechargeable LED Outdoor Light OLI 0300 A

- Powerbank function: USB charging port for devices with USB
  charging cables such as smart phones.
- Highly versatile for use in the house, in the garden, when camping
  and for outdoor activities.
- Very bright non-blinding light with additional spot, can be 
  combined or used individually .
- All lighting functions can be smoothly dimmed from 100 to 5 %.
- Additional SOS and flashing function.
- Integrated Li-Pol rechargeable battery 3.7 V/3.0 Ah with charging
  indicator and integrated USB charging cable.
- Mounting options provided by 2 magnets and 2 hooks.

 
MAX.

70 h USB POWERBANK

Li-Ion

INCLUSIVE

350
LUMEN 

MAX.
45 h IP 44 BATTERY

INCLUSIVE

180
LUMEN

Kistenmacher 

119



LED Torches
LuxPremium Focus-LED-
Flashlight TL 100F
Very handy penlight with high luminosity

- With extra bright 5W CREE-LED for 
  powerful lighting.
- Infinetely variable focus.
- Durable aluminium housing with clip.
  Dust protected and splash-proof, IP 54.
- Versatile and pockte-sized.

Art. No. 1178600051 1178600161 1178690

luminious flux 100 lm 250 lm 360 lm

light duration max. 5 h 6 h 30 h

colour temperature 7000 K 7000 K 7500 K

Battery voltage 1.5 V 1.5 V 1.5 V

Number of batteries 2 3 3

Battery type Micro AAA LR03 Micro AAA LR03 Mignon AA LR6

Battery technology Alkaline Alkaline Alkaline

Protection class III III III

Degree of protection IP54 IP44 IP54

Colour black black black

PU 10 1 1

LuxPremium Focus-LED-
Flashlight TL 250F

- With extra bright CREE-LED for 
  powerful light.
- Infinitely focus from laminary light to 
  high beam focused light.
- Switch with soft touch function for 
  100% - 30% - SOS.
- Durable aluminium housing with 
   wrist strap.

LuxPremium LED-Flashlight 
THL 30
Multifunctional torch with warning light

- With extremely bright CREE and COB LEDs
- Multifunctional switch with 8 operating modes:
  - Sequences: Spot at front 100 % - 40 % - red 
    - red flashing - off
  - Direct control: Spot at front 100 % - floodlight 
    - red flashing.
- 180° foldable hook and magnet
- Impact-resistant plastic housing and metal head.
- With wrist strap.

CREE
LED

200 m

IP 54
+240
LUMEN

360
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Head Lamps

Art. No. 1177310 1177300 1178780 1178760
Luminous flux 400 lm 250 lm 200 lm 100 lm
Colour temperature 6500 K 6500 K 6500 K 6500 K
Battery capacity 2.6 Ah 2.6 Ah
Battery voltage 3.7 V 3.7 V 1.5 V 1.5 V
Light duration max. 50 h 30 h 16 h 35 h
Battery charging time 4 h 4 h
Number of batteries 1 1 3 3
Battery type 18650 18650 Mignon AA LR6 Mignon AA LR6
Battery technology Lithium-Ion Lithium-Ion
Protection class III III III III
Degree of protection IP44 IP44 IP44 IP44
Colour black black black black
PU 1 1 1 10

LuxPremium 
LED rechargeable
Sensor Headlamp 

SL 400 AF
Multi-functional with very 
simple operation.

- With extremely bright 
  OSRAM LED
- Two operating modes:
  manual and infrared sensor.
- Infrared sensor for 
  hands-free operation.
- Headlight 100% - 40% - 10%
   - SOS - Red.
- Tail light red, red flashing.
- Infinitely focus from laminary
  light nearby to high beam 
  focused light.
- Exchangeable lithium-ion
  battery with charging 
  indicator.
- Focus angle can be adjusted.
- USB charging cable 
  included.

LuxPremium 
LED-Headlight

KL 200 F

Ultra lightweight for more
comfort.

- With extra bright CREE LED for
  powerful light.
- Infinitely focus from laminary
  light nearby to high beam 
  focused light.
- Front and rear lights.
- Switch with 4 different settings 
  (40%, 100%, 100% and
  red-blinking light at back, SOS).
- Focus angle can be adjusted.

LuxPremium 
LED-Headlight

KL 100

Ultra lightweight for more
comfort.

- With extra bright CREE LED for
  powerful light.
- Ideal for any application (work,
  sports, leisure) leaving both
  hands free.
- Switch with 3 different settings 
  (100%, 20%, SOS).
- Focus angle can be adjusted.

LuxPremium 
LED-Headlight
rechargeable

KL 250AF
Versatile with very long
lighting duration

- With extremely bright CREE 
  LED at front with up to 30h
  lighting duration.
- Switch with 100% - 50% - 10%
  - SOS - rear light red/ red flash
  functions.
- Infinitely focus from laminary
  light nearby to high beam 
  focused light.
- Exchangeable lithium-ion
  battery with charging 
  indicator.
- Focus angle can be adjusted.
- USB charging cable 
  included.
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Nightlight & Camping Lamp

Art. No. 1173290
Luminous flux 60 lm
Light duration max. 20 h
Number of batteries 3
Battery type Mignon AA LR6
Battery technology Alkaline
Protection class III
Degree of protection IP20
Colour white
PU 6

Battery LED Nightlight NLB 02 BS

with PIR sensor and push switch

- Battery LED nightlight with 2 LEDs.
- PIR sensor with 100° horizontal detection angle and max. 3m range.
- Soft lighting. Push switch On/off.
- Independent from the socket.
- 2 magnets and hooks.

3 m

PUSH

BATTERY

INCLUSIVE

60
LUMEN

Art. No. 1171800
Luminous flux 350 lm
Light duration max. 75 h
Number of batteries 1
Battery type Built-In battery pack
Battery technology Lithium-ion
Protection class III
Degree of protection IP44
Colour black
PU 1

LED Battery Camping Lamp

- Natural design and sustainable thanks to hemp rope and bamboo base.
- With practical powerbank function for charging smartphones and much more
- Rechargeable via the supplied USB cable
- Infinitely dimmable
- Wirh adjustable light colour from 2700K-6500K

IP 44 USB POWERBANK
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LED Lamps
LED Candle Lamps

- Frosted PC cover / PC + Al Heatsink
- E14 base (E27 on request)
- Input: AC85 - 265 V - 50/60 Hz.
- Power Factor: >0,50
- Lifetime: 20.000 hrs.
- Dimmable version on request

Art. No. wattage lumious flux colour temp CRI voltage shape
EGK C35S/3/DL/DV 3W 300 lm 6500K Ra >80 85-265V C35 Straight
EGK C35S/3/WW/DV 3W 300 lm 3000K Ra >80 85-265V C35 Straight
EGK C35S/5/DL/DV 5W 500 lm 6500K Ra >80 85-265V C35 Straight
EGK C35S/5/WW/DV 5W 500 lm 3000K Ra >80 85-265V C35 Straight
EGK C35F/3/DL/DV 3W 300 lm 6500K Ra >80 85-265V C35 Flame
EGK C35F/3/WW/DV 3W 300 lm 3000K Ra >80 85-265V C35 Flame
EGK C35F/5/DL/DV 5W 500 lm 6500K Ra >80 85-265V C35 Flame
EGK C35F/5/WW/DV 5W 500 lm 3000K Ra >80 85-265V C35 Flame

LED Fillament Candle Lamps
- Real glass cover
- E14 base (E27 on request)
- Power Factor: >0,50
- Dimmable version on request

flame 
shape

straight
shape

Art. No. wattage colour temp CRI voltage shape
EGK C35FS/3/WW/DV 3W 6500K Ra >80 85-265V C35 Straight
EGK C35FS/4/WW/DV 4W 3000K Ra >80 85-265V C35 Straight
EGK C35FS/5/WW/DV 5W 6500K Ra >80 85-265V C35 Straight
EGK C35FF/3/WW/DV 3W 3000K Ra >80 85-265V C35 Flame
EGK C35FF/4/WW/DV 4W 6500K Ra >80 85-265V C35 Flame
EGK C35FF/5/WW/DV 5W 3000K Ra >80 85-265V C35 Flame

flame 
shape

straight
shape
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LED Lamps
LED Bulb Style Lamps

- SASO Energy Efficiency Class „B / C“
- Frosted PC cover / PC + Al Heatsink
- E 27 base (B22 on request)
- Input: AC85 - 265 V - 50/60 Hz.
- Power Factor: >0,50
- Lifetime: 20.000 hrs.
- Dimmable version on request

Product details

Art. No. wattage lumious
flux

colour 
temp CRI voltage shape packing unit quantity / 

40‘ HC Ctr.
EGK A60/7/DL/DV 7W 650 lm 6500K Ra >80 85-265V A60 50 pcs. / carton 140.000 pcs.
EGK A60/7/WW/DV 7W 630 lm 3000K Ra >80 85-265V A60 50 pcs. / carton 140.000 pcs.
EGK A60/9/DL/DV 9W 850 lm 6500K Ra >80 85-265V A60 50 pcs. / carton 140.000 pcs.
EGK A60/9/WW/DL 9W 850 lm 3000K Ra >80 85-265V A60 50 pcs. / carton 140.000 pcs.
EGK A60/12/DL/DV 12W 1080 lm 6500K Ra >80 85-265V A60 50 pcs. / carton 130.000 pcs.
EGK A60/12/WW/DL 12W 1050 lm 3000K Ra >80 85-265V A60 50 pcs. / carton 130.000 pcs.
EGK A70/15/DL/DV 15W 1500 lm 6500K Ra >80 85-265V A70 50 pcs. / carton 80.000 pcs.
EGK A70/15/WW/DV 15W 1500 lm 3000K Ra >80 85-265V A70 50 pcs. / carton 80.000 pcs.

Art. No. wattage lumious
flux

colour
temp CRI voltage shape packing unit quantity / 

40‘ HC Ctr.
EGK A60/9/DL/DV ECO 9W 850 lm 6500K Ra >80 130-300V A60 50 pcs. / carton 140.000 pcs.
EGK A60/9/WW/DL ECO 9W 850 lm 3000K Ra >80 130-300V A60 50 pcs. / carton 140.000 pcs.
EGK A65/12/DL/DV ECO 12W 1080 lm 6500K Ra >80 130-300V A65 50 pcs. / carton 130.000 pcs.
EGK A65/12/WW/DL ECO 12W 1050 lm 3000K Ra >80 130-300V A65 50 pcs. / carton 130.000 pcs.
EGK A70/15/DL/DV ECO 15W 1500 lm 6500K Ra >80 130-300V A70 50 pcs. / carton 80.000 pcs.
EGK A70/15/WW/DV ECO 15W 1500 lm 3000K Ra >80 130-300V A70 50 pcs. / carton 80.000 pcs.

LED Bulb ECO-Style Lamps - SASO Energy Efficiency Class „B / C“
- Frosted PC cover / PC + Al Heatsink
- E 27 base (B22 on request)
- Input: AC100 - 300 V - 50/60 Hz.
- Power Factor: >0,50
- Lifetime: 20.000 hrs.
- Dimmable version on request

Product details
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LED Shop Lamps
LED Shop Lamps

- Frosted PC cover / PC + Al Heatsink
- E27 base (B22 on request)
- Input: AC85 - 265 V - 50/60 Hz.
- Power Factor: >0,50
- Lifetime: 20.000 hrs.
- Dimmable version on request

Product details

Art. No. wattage lumious flux colour temp CRI voltage size
EGK S95/20/DL/DV 20W 2000 lm 6500K Ra >80 85-265V 95 x 160  mm
EGK S95/20/WW/DV 20W 2000 lm 3000K Ra >80 85-265V 95 x 160  mm
EGK S100/25/DL/DV 25W 2500 lm 6500K Ra >80 85-265V 100 x 170 mm
EGK S100/25/WW/DV 25W 2500 lm 3000K Ra >80 85-265V 100 x 170 mm
EGK S120/35/DL/DV 35W 3500 lm 6500K Ra >80 85-265V 120 x 195 mm
EGK S120/35/WW/DV 35W 3500 lm 3000K Ra >80 85-265V 120 x 195 mm
EGK S140/48/DL/DV 48W 4800 lm 6500K Ra >80 85-265V 140 x 238 mm
EGK S140/48/WW/DV 48W 4800 lm 3000K Ra >80 85-265V 140 x 238 mm

LED Reflector Lamps (R63 / R80)

Product details

Art. No. wattage lumious flux colour temp CRI voltage size
EGK R63/9/DL/DV 9W 850 lm 6500K Ra >80 85-265V R63
EGK R63/9/WW/DV 9W 850 lm 3000K Ra >80 85-265V R63
EGK R80/12/DL/DV 12W 1100 lm 6500K Ra >80 85-265V R80
EGK R80/12/WW/DV 12W 1100 lm 3000K Ra >80 85-265V R80

- Frosted PC cover / PC + Al Heatsink
- E27 base
- Input: AC85 - 265 V - 50/60 Hz.
- Power Factor: >0,50
- Lifetime: 20.000 hrs.
- Dimmable version on request
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UV-A Blacklight Lamps & Coloured T8 Lamps 
Replacement lamps for insect traps - blue UV-A
T5 / T8 shape

Art. No. EGK BL T5 6 EGK BL T5 8 EGK BL T8 10 EGK BL T8 15 EGK BL T8 18
Power 6W 8W 10W 15W 18W

Shape T5 T5 T8 T8 T8

Length 288 mm 330 mm 450 mm 600 mm

Base G5 G5 G13 G13 G13

Diameter 16 mm 16 mm 26 mm 26 mm 26 mm

Packing Unit 500 pcs. 500 pcs. 25 pcs. 25 pcs. 25 pcs.

EAN 4251041436006 4251041427035 4251041427028 4251041427011 4251041427004

LED T8 Style Tubular Lamps - Coloured
- Real glass / Aluminium caps design
- G13 bases to replace conventional T8 lamps
- Input: AC165-265V - 50/60 Hz.
- Power Factor: >0,50
- Diameter: 26 mm (glass) / 26mm (cap)

 Art. No. size glass colour

EGK TL-LED/9/BLUE/AL 600 mm frosted / neutral blue
EGK TL-LED/9/RED/AL 600 mm frosted / neutral red
EGK TL-LED/9/YELLOW/AL 600 mm frosted / neutral yellow
EGK TL-LED/9/GREEN/AL 600 mm frosted / neutral green

EGK TL-LED/18/BLUE/AL 1200 mm frosted / neutral blue
EGK TL-LED/18/RED/AL 1200 mm frosted / neutral red
EGK TL-LED/18/YELLOW/AL 1200 mm frosted / neutral yellow
EGK TL-LED/18/GREEN/AL 1200 mm frosted / neutral green
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LED Lamps
LED T8 Style Tubular Lamps

- Real Glass / aluminium caps design
- G13 bases to replace conventional T8 lamps
- Input: AC165-265V - 50/60 Hz. (single)
            AC85-265V - 50/60 Hz. (dual)
- Power Factor: >0,50
- Diameter: 26 mm (glass / 26 mm (cap)

Art. No. Index glass colour temp lumious flux CRI
EGK TL-LED/9/WW/FR/AL 7W Single Frosted 3000K 700 lm Ra >70
EGK TL-LED/9/DL/FR/AL 7W Single Frosted 6500K 700 lm Ra >70
EGK TL-LED/18/WW/FR/AL 18W Single Frosted 3000K 1400 lm Ra >70
EGK TL-LED/18/DL/FR/AL 18W Single Frosted 6500K 1400 lm Ra >70
EGK TL-LED/10/WW/FR/AL 10W Single Frosted 3000K 900 lm Ra >70
EGK TL-LED/10/DL/FR/AL 10W Single Frosted 6500K 900 lm Ra >70
EGK TL-LED/20/WW/FR/AL 20W Single Frosted 3000K 1800 lm Ra >70
EGK TL-LED/20/DL/FR/AL 20W Single Frosted 6500K 1800 lm Ra >70
EGK TL-LED/24/WW/FR/AL 24W Single Frosted 3000K 2200 lm Ra >70
EGK TL-LED/24/DL/FR/AL 24W Single Frosted 6500K 2200 lm Ra >70
EGK TL-LED/28/WW/FR/AL 28W Single Frosted 3000K 2600 lm Ra >70
EGK TL-LED/28/DL/FR/AL 28W Single Frosted 6500K 2600 lm Ra >70
EGK TL-LED/9/WW/FR/AL/DV 9W Dual Frosted 3000K 700 lm Ra >70
EGK TL-LED/9/DL/FR/AL/DV 9W Dual Frosted 6500K 700 lm Ra >70
EGK TL-LED/18/WW/FR/AL/DV 18W Dual Frosted 3000K 1400 lm Ra >70
EGK TL-LED/18/DL/FR/AL/DV 18W Dual Frosted 6500K 1400 lm Ra >70
EGK TL-LED/10/WW/FR/AL/DV 10W Dual Frosted 3000K 900 lm Ra >70
EGK TL-LED/10/DL//FR/AL/DV 10W Dual Frosted 6500K 900 lm Ra >70
EGK TL-LED/20/WW/FR/AL/DV 20W Dual Frosted 3000K 1800 lm Ra >70
EGK TL-LED/20/DL/FR/AL/DV 20W Dual Frosted 6500K 1800 lm Ra >70

EGK TL-LED/10/SDL/FR/AL Superdaylight Frosted 8000K 900 lm Ra >70
EGK TL-LED/20/SDL/FR/AL Superdaylight Frosted 8000K 1800 lm Ra >70
EGK TL-LED/10/SDL/FR/AL/DV Superdaylight Frosted 8000K 900 lm Ra >70
EGK TL-LED/20/SDL/FR/AL/DV Superdaylight Frosted 8000K 1800 lm Ra >70

Also available 
with plastic caps 

on request
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Public lighting
Ref. No. Description Power Comments Image
Ferromagnetic ballasts (2-wire connection) for HI and SHP
570975 NAHJ70.158F 1 x 70 W Ballasts with thermal protection,

to be combined with Z400 MK ignitor
and capacitor

570980 NAHJ100.941F 1 x 100 W
570974 NAHJ150.995F 1 x 150 W
571052 NAHJ250.727F 1 x 250 W
571053 NAHJ400.737F 1 x 400 W
571046 NAHJ1000.089 1 x 1000 W
571048 NAHJ1000.089 1 x 1000 W
554306 JD2000.36 1 x 2000 W
554309 JD2000l.85 1 x 2000 W
571255 Q1000.096 1 x 1000 W
571256 Q1000.145 1 x 1000 W

Superimposed ignitors for lamps 70 to 2000 W (for 2-wire ballast)
140481 Z70K 70W
140597 Z 400 MK 70 to 400 W (SHP 70W with E27 base: take the Z70)
147707 Z 400 M 70 to 400 W
141582 Z 400 MK D20 tempo 70 to 400 W Lamp protection defective or end of life
140430 Z 1000 S 250 to 1000 W
140497 Z 2000S 400V 2000W Check compatibility with lamp and ballast!
140617 PZI 1000 1K 250 to 2000W 1kV priming, e.g. for HPI-T

Pulse ignitors for lamps 35 to 1000 W (for 3-wire ballast)
142784 PZ 1000 K D20 35 to 1000 W Priming up to 10 m

Capacitors for ferromagnetic ballasts above
526172 12 µF 250 V for 70 / 100 W
528552 20 µF 250 V for 150 W
536743 32 µF 250 V for 250 W
571657 50 µF 250 V for 400 W

Capacitors for ferromagnetic ballasts above
571611 Kit compact 70 W 1 x 70 W Class I, installation next to the lamp (1.5 m)

Quick and easy installation: only the mains 
cable and the lamp outlet!

571612 Kit compact 100 W 1 x 100 W
571613 Kit compact 150 W 1 x 150 W
571614 Kit compact 250 W 1 x 250 W
571615 Kit compact 400 W 1 x 400 W

Ferromagnetic ballasts for Mercury Vapour lamps
570969 Q125.568 1 x 125 W Does not require a primer
570972 Q250.528 1 x 250 W
570971 Q400.612 1 x 400 W

Capacitors for ferromagnetic ballasts above
529665 10 µF 250 V for 125 W
551644 18 µF 250 V for 250 W
508484 25 µF 250 V for 400 W
506360 85 µF 250 V for 1000 W
506363 100 µF 250 V for 1000 W
536401 37 µF 450 V for 2000 W
536404 60 µF 450 V for 2000 W

Lampholders
102637 E27 porcelain with lamp holder
108375 E40 porcelain with lamp holder

Control Gears
DISCHARGEControl gear for discharge lamps
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Control Gears
FLUORESCENTS

Power Electronic ballast Electronic ballast Electronic ballast Electronic ballast Ferromagnetic ballast Suitable capacitor
Super compact Super Narrow Cold cathode Cold cathode

1x18 W 188665 188666 188136 — 530941 571654
2x18 W — — 188136 188705 508185 571654
1x30 W — — 188137 — 169645 571654
2x30 W — — 188137 — — —
1x36 W — — 188137 — 508185 571654
2x36 W — — 188137 188705 — —
1x58 W — — 188130 — 508186 526171
2x58 W — — 188130 188707 — —

Holders for T8 tubes
G13 100593
G13 + Starter holder 100598
G13 101685
G13 flying 101784
G13+PS 101785
Clip T8 100442

Holders for T5 tubes
G5 flying 109686
Clip T5 109685

Power Super compact Super Narrow Standard
Warm cathode Warm cathode Warm cathode

1x4 W 188661 188662 —
1x6 W 188661 188662 —
1x8 W 188661 188662 —
1x13 W 188661 188662 —
1x14 W 188663 188664 188921
2x14 W — — 188922
1x21 W 188663 188664 188921
2x21 W — — 188922
1x24 W 188665 188666 188140
2x24 W — — 188616
1x28 W — — 188921
2x28 W — — 188922
1x35 W — — 188921
2x35 W — — 188922
1x39 W — — 188140
2x39 W — — 188616
1x49 W — — 188095
2x49 W — — 188617
1x54 W — — 188142
2x54 W — — 188618
1x80 W — — 188144
2x80 W — — 188619

Electronic ballasts for T5 lamps (G5 base)

Ballasts for T8 tubes (G13 base)

Control gears for fluorescent tubes
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LED Drivers

LED drivers with constant current

These constant current LED drivers are designed for residential 
lighting applications.
Current range: 150 mA to 1050 mA
Electronic short-circuit protection
Overload protection
Resistant to no-load operation

Output current Power (W) Ref. No. Variation Casing Dimensions 
DC (mA) min max mm

150 1.5 6.3 187116 — K86 97x43x30
200 2.0 8.4 187116 — K86 97x43x30
250 2.5 10.5 187116 — K86 97x43x30

5.0 10.0 186710 Phase cut K51.1 115x45x25
6.8 12.0 186449 Phase cut K52 122.8x45x19

300 3.0 12.6 187116 — K86 97x43x30
  6.0 12.0 186711 Phase cut K51.1 115x45x25

350   1.1   8.8 186519 — K29 65x30.7x21.5
0.7 11.2 187259 — 150x43x25
3.5 14.7 187116 — K86 97x43x30

400 4.0 16.8 187116 — K86 97x43x30
450 4.5 18.9 187116 — K86 97x43x30
500 1.0 16 187259 — 150x43x25

5.0 21 187116 — K86 97x43x30
600 16.8 24 187117 — K87 97x43x26
650 18.2 26 187117 — K87 97x43x26
700 1.4 22.4 187259 — 150x43x25

19.6 28 187117 — K87 97x43x26
22.4 36.0 186451 Phase cut K53 153x41.4x32 

800 22.4 32 187117 — K87 97x43x26
850 23.8 34 187119 — K87 97x43x26
900 25.2 36 187119 — K87 97x43x26
950 26.6 38 187119 — K87 97x43x26
1050 2.1 33.6 187259 — 150x43x25

29.4 42 187119 — K87 97x43x26

                                                                    Round drivers

Output current Power (W) Ref. No. Variation Casing Dimensions 
DC (mA) min max mm

250 6.8 10 187050 — K84 Ø45 x 20.4
350 9.5 15 187050 — K84 Ø45 x 20.4
400 12 16 187051 — K85 Ø55 x 25
500 15 20 187051 — K85 Ø55 x 25
600 18 24 187052 — K85 Ø55 x 25
700 21 28 187052 — K85 Ø55 x 25

Cord grips for casings
K86:  Ref. No: 187203
K87:  Ref. No: 187204

As per Ref.

K29

K51.1

K52

K53

K86 
K87

K84
K85

RESIDENTIAL
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Control Gears
FLUORESCENTSControl gears for fluorescent tubes

Electronic ballasts for compact fluorescent lamps with 2G10 / 2G11 base

Power Super compact Super Narrow Standard – To be integrated

1x18 W 188665 188666 188140
2x18 W — — 188616
1x24 W 188665 188666 188140
2x24 W — — 188616
1x36 W — — 188140
2x36 W — — 188616
1x40 W — — 188140
2x40 W — — 188616
1x55 W — — 188144
2x55 W — — 188618
1x80 W — — 188144
2x80 W — — 188619

Electronic ballasts for compact fluorescent lamps with 2G7
and G24Q (4-pin lamps only!)

Power Super compact Super Narrow Standard – To be integrated Independent standard

1x5/7/9/10/11 W 188661 188662 — —
1x13 W 188663 188664
2x9/11/13 W — — — —
1x18 W 188663 188664 188699 188713
2x18 W — — 188699 188713
1x26 W 188667 188668 188700
2x26 W — — 188700 —
1x32 W — — 188700
2x32 W — — 188643 —
1x42 W — — 188700
2x42 W — — 188643 —

Magnetic ballasts for compact 
fluorescent lamps (2-pin only)

Power Ferromagnetic ballast

1x5/7/9/11 W 163694
2x5/7/9 W 163711
1x13 W 163711
1x18 W 163763
1x26 W 509502
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LED drivers with constant current

These constant current LED drivers are designed for shop lighting  
applications.
Current range: 300 mA to 1400 mA
Electronic short-circuit protection
Overload protection
Resistant to no-load operation

Output current Power (W) Ref. No. Variation Casing Dimensions 
DC (mA) min max mm
  300   3.0 16.2 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  350   3.5 18.9 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  400   4.0 21.6 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  450   4.5 24.3 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  500   5.0 27.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1

12.5 28.5 186531 — K2.1 103,6x67,4x31
  550   5.5 29.7 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  600   6.0 32.4 186763 DALI, PUSH K33.3 146,5x43,2x30,1

15.0 34.2 186531 — K2.1 103,6x67,4x31
  650   6.5 35.1 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  700   7.0 37.8 186763 DALI, PUSH K33.3 146,5x43,2x30,1

17.5 40.0 186531 — K2.1 103,6x67,4x31
  750   7.5 38.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  800   8.0 38.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1

20.0 34.4 186532 — K2.1 103,6x67,4x31
  850   8.5 38.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  900   9.0 38.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1
  925 23.1 39.8 186532 — K2.1 103,6x67,4x31
  950   9.5 38.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1

23.8 40.9 186849 — K33.1 129,5x42,5x30
1000 10.0 38.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1

25.0 43.0 186849 — K33.1 129,5x42,5x30
1050 10.5 38.0 186763 DALI, PUSH K33.3 146,5x43,2x30,1

26.3 45.0 186532 — K2.1 103,6x67,4x31
26.3 45.2 186849 — K33.1 129,5x42,5x30

SHOP

K33.1

K33.3

K2.1

Multi-functional current driver (300 mA to 1050 mA)

Reference 186763
• 16 different currents
• Current setting via DIP switches
• Dimmable via push button or DALI
• Lifetime 100,000 hours
• 5-year warranty

                      
                DALI Repeater

Control up to 10 DALI drivers drivers  
with one pushbutton.

Light Controller XS
Ref. No. 186220

As per Ref. As per Ref. As per Ref.

LED Drivers
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LED Drivers
LED drivers with constant current

These constant current LED drivers are designed for linear lighting  
applications (office, supermarket, etc...)
Current range: 350 mA to 1400 mA
Electronic short circuit protection
Overload protection
Resistant to no-load operation

Output currentOutput current Power (W)Power (W) Ref. No.Ref. No. VariationVariation CasingCasing Dimensions Dimensions 
DC (mA)DC (mA) minmin maxmax mmmm

350   7.0 17.50 186788 DALI, PUSH, 1–10 V M10 359x30x21
20.0 40.0 186444 — M10 359x30x21
42.0 79.0 186443 — M10 359x30x21
21.0 42.0 186446* DALI, PUSH M10 359x30x21
42.0 77.0 186445* DALI, PUSH M10 359x30x21
  0.7 14.0 186229 — K21 146,7x21x18 

400   8.0 20.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
450   9.0 22.5 186788 DALI, PUSH, 1–10 V M10 359x30x21
500 10.0 25.0 186788 DALI, PUSH, 1–10 V M10 359x30x21

20.0 40.0 186444 — M10 359x30x21 
40.0 85.0 186443 — M10 359x30x21
21.0 42.0 186575* DALI, PUSH M10 359x30x21
42.0 84.0 186577* DALI, PUSH M10 359x30x21

550 11.0 27.50 186788 DALI, PUSH, 1–10 V M10 359x30x21
600 12.0 30.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
650 13.0 32.5 186788 DALI, PUSH, 1–10 V M10 359x30x21
700 14.0 35.0 186788 DALI, PUSH, 1–10 V M10 359x30x21

19.6 40.0 186444 — M10 359x30x21
21.0 42.0 186576* DALI, PUSH M10 359x30x21
42.0 84.0 186443 — M10 359x30x21
42.0 84.0 186578* DALI, PUSH M10 359x30x21

750 15.0 36.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
800 16.0 38.5 186788 DALI, PUSH, 1–10 V M10 359x30x21
850 17.0 41.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
900 18.0 43.5 186788 DALI, PUSH, 1–10 V M10 359x30x21
950 19.0 45.5 186788 DALI, PUSH, 1–10 V M10 359x30x21
1000 20.0 48.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
1050 21.0 50.4 186788 DALI, PUSH, 1–10 V M10 359x30x21
1100 22.0 52.8 186788 DALI, PUSH, 1–10 V M10 359x30x21
1150 23.0 53.5 186788 DALI, PUSH, 1–10 V M10 359x30x21
1200 24.0 56.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
1250 25.0 58.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
1300 26.0 60.5 186788 DALI, PUSH, 1–10 V M10 359x30x21
1350 27.0 63.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
1400 28.0 65.0 186788 DALI, PUSH, 1–10 V M10 359x30x21
* Driver whose output current is programmable with reference tool 186428

LINEARE

K21

 
M10

Multi-functional current driver (350 mA to 1400 mA): 
Reference 186788

• 22 different currents

• Current setting via DIP switches

• Dimmable via push button / DALI / 1-10 V

• Service life 100,000 h

• 5-year warranty

Cord grip for casing M10
Ref. 187073

             Repeater DALI

Control up to 10 DALI drivers drivers  
with one pushbutton.

Light Controller XS
Ref. No. 186220

As per Ref. As per Ref. As per Ref.As per Ref.
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LED Drivers
Luminaire protection and surge protection

Type 3 protection modules against voltage surges caused by switching 
inductive loads or by atmospheric discharges such as lightning in the 
mains or on the ground.

Equipped with an LED indicator showing whether the protection 
function is active.

Ref. No. Installation Charging current Surge voltage Discharge current* (8/20 µs)
max max IN Imax

142738 Luminaire Class I 16 A 10.000 V 5.000 A 10.000 A
142737 Luminaire Class II 16 A 10.000 V 5.000 A 10.000 A
147240 Onrail 16 A 10.000 V 5.000 A 10.000 A
142747 Inside the mast 16A 10.000 V 5.000 A 10.000 A

Inrush current limiters for electronic ballasts and LED drivers. Prevents 
unwanted tripping of the fuses and damage to the contacts of the upstream relays.

Several ballasts or drivers can be connected in succession, taking into 
account the maximum continuous current.

PROTECTION

142738 142737

149820

147240

149821

142747

Example with a 150 W LED driver

Ref. No. Installation Max. continuous current Limitation period Consumption
149820 Luminaire   6 A Approx. 18 ms 0.25 W
149821 On rail 16 A Approx. 18 ms 0.6 W
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LED Drivers
LED drivers with constant current
These constant current LED drivers are designed for industrial and 
street lighting applications.
Electronic short-circuit protection
Overload protection
Resistant to no-load operation

 
                                      Current setting via DIP switch 
Output current Power (W) Ref. No. Casing Dimensions
DC (mA) min max mm
350 7 18.2 187242 M94 108x64x32 mm

7 20.0 187243 M97 116x64x32 mm
400 8 20.8 187242 M94 108x64x32 mm
450 9 23.4 187242 M94 108x64x32 mm
500 10 26.0 187242 M94 108x64x32 mm

10 28.5 187243 M97 116x64x32 mm
550 11 26.1 187242 M94 108x64x32 mm

11 31.4 187243 M97 116x64x32 mm
600 12 26.1 187242 M94 108x64x32 mm
650 13 26.0 187242 M94 108x64x32 mm
700 14 26.3 187242 M94 108x64x32 mm

14 40.0 187243 M97 116x64x32 mm
850 17 40.0 187243 M97 116x64x32 mm
900 18 40.0 187243 M97 116x64x32 mm

18 51.3 187244 M95 136x64x32 mm
950 19 54.0 187244 M95 136x64x32 mm
1050 21 40.0 187243 M97 116x64x32 mm

21 60.0 187244 M95 136x64x32 mm
1100 22 60.0 187244 M95 136x64x32 mm
1200 24 60.0 187244 M95 136x64x32 mm
1250 25 60.0 187244 M95 136x64x32 mm
1350 27 60.0 187244 M95 136x64x32 mm
1400 28 60.0 187244 M95 136x64x32 mm

Current adjustable from 100 mA to 1050 mA via USB programmer (Ref. no. 187125)
Dimming via 1-10V input / or automatic Midnight dimming (5 configurable steps)
Constant Light Output (CLO) setting
Readout of driver data (settings, total running time, temperature record, etc.)
Factory specifications below:
Output current Power (W) Ref. No. Variation Casing Dimensions 
DC (mA) min max mm
  700 20 40 187251 1-10V / Midnight M87.1 129x68x37

28 75 187082 1-10V / Midnight M87.1 129x68x37
45.5 105 187083 1-10V / Midnight M88.1 154x68x37
70 150 187084 1-10V / Midnight M89.1 174x68x37
91 200 187085 1-10V / Midnight M90.1 194x68x39
80.5 240 187086 1-10V / Midnight M91.1 209x68x39
154 320 187087 1-10V / Midnight M92.1 231x98x42

INDUSTRIAL LIGHTING

VS ComfortLine Prog S-100 V 1–10 V IPVS iProgrammer Streetlight 2
Best.-Nr.: 187125

Ref.187251
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LED Drivers

Output voltage IP Power (W) Ref. No. Casing Dimensions
max mm
  12 186204 K39.1 103,5x36x22 
  20 186620 K52 132x45x19 
  60 186621 K55.1 180x45x19 
  75 186622 K55.1 180x45x19
100 186623 K60 300x40x30 
  30 186628 K52.1 131x42x34 
  75 186629 K53.1 155x50x32 
100 186630 K58.1 206x69x37 
150 186631 K58.1 206x69x37
  30 186624 K53 153x41x32 
  60 186625 K55.1 180x52x30 
  75 186626 K55.1 180x52x30
120 186627 K60 300x40x30 
  30 186633 K52.1 131x42x24 
  75 186432 K30.2 180x49x32 
100 186433 M58.1 206x68,6x37 
150 186434 M58.1 206x68,6x37
200 186634 M58.1 206x68,6x37
75 186691 K55.1 180x52x30
120 186692 K60 300x40x30

Output voltage IP Power (W) Ref. No. Casing Dimensions
max mm

  30 187060 M10 359x30x21
  70 187058 M10 359x30x21
120 187059 M10 359x30x21

12, 24 & 48 V

K30.2
K52.1
K53.1

K39.1

K51

K52
K53
K55.1

K60

M58.1
M86

M10

Cord grip for casing M10
Ref. No: 187073

LED converters 12, 24 and 48V
Electronic short-circuit protection
Overload protection
Resistant to no-load operation
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LEDLine Flex SMD
LEDLINE FLEX

Accessoires LEDLine Flex SMD Advanced
Connector with power cable 25 cm:
Ref. No. 141578

Flex to Flex connector:
Ref. No. 141579

Accessoires LEDLine Flex SMD Indoor
Connector with power cable 15 cm:
Ref. No. 568121

Flex to Flex connector:
Ref. No. 568122

  

LEDLine Flex SMD

Super flexible, self-adhesive back
Built-in current control (constant luminous flux along the length)
Angle: 120
CRI: Ra > 80
Power supply: 24 V (see converters page 11)
With connection wires soldered on one side

LEDLine Flex SMD Advanced

With integrated ESD protection diode: up to 2000 V 
Low heat development
Service life: 50,000 h (L90/B10)
Made in Germany
4 m roll

White Ref. No. Flux per metre Performance Number of Length of segment
lm/m lm/W LED/m mm

11.3 W/m
2200 K 571184 1060   94 60 100
2700 K 571185 1320 117 60 100
3000 K 571186 1340 120 60 100
4000 K 571183 1400 125 60 100
5000 K 571187 1400 124 60 100
6500 K 571188 1430 127 60 100
at ta = 25 °C

LEDLine Flex SMD Indoor
Service life: 36.000 h (L70/B50)
Made in China
5 m roll

White Ref. No. Flux per metre Performance Number of Length of segment
lm/m lm/W LED/m mm

6.5 W/m
2700 K 566965   820 126 42 166.7
3000 K 563465   850 130 42 166.7
4000 K 563466   890 136 42 166.7
5700 K 563467   900 138 42 166.7
10.8 W/m
2700 K 566966 1380 128 70 100
3000 K 563468 1430 132 70 100
4000 K 563469 1480 137 70 100
5700 K 563471 1500 139 70 100
at ta = 25 °C

LEDLine Flex SMD IP67
Service life: 36.000 h (L70/B50)
Made in China

White Ref. No. Flux per metre Performance Number of Length of segment
lm/m lm/W LED/m mm

10.0 W/m
3000 K 567891   900   90 60 100
4000 K 567892 1000 100 60 100
5000 K 567893 1000 100 60 100
at ta = 25 °C
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Motion Detector

Art. No. 1171910 1170910
Degree of protection IP44 IP44
Colour anthracite white
Detection angle 240° 240°
Max range 12 m 12 m

Infrared Motion Detector PIR 180 IP44
Automatically switches lamps on and off (incandescent, halogen, energy-saving bulbs and LED lamps) when someone enters the
detection zone.

- For indoor and outdoor use, IP44     - Switching capacity max. 1000 Watt (bulbs), max. 300 Watt
- Duty cycle adjustable between 10 sec. and 4 min.     (energy-saving lamps), max. 100 Watt (LED)
- Response brightness adjustable.

Art. No. 1171900 1170900
Degree of protection IP44 IP44
Colour anthracite white
Detection angle 180° 180°
Max range 12 m 12 m

Infrared Motion Detector PIR 180 IP44
Automatically switches lamps on and off (incandescent, halogen, energy-saving bulbs and LED lamps) when someone enters the
detection zone.

- For indoor and outdoor use, IP44     - Response brightness adjustable from 10 to 150 lux.
- Duty cycle adjustable between 10 sec. and 4 min.   - Adjustable vertically and horizontally.
- Switching capacity max. 1000 Watt (bulbs), max. 300 Watt  - With corner attachment.
 (energy-saving lamps), max. 100 Watt (LED)   
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Type Super6 SS3 SS14 SS4D SS4ED
Sensor Type Filtered Photodiode Filtered Photodiode Photodiode Photodiode Photodiode
Switching technology Electronic Solid 

State
Electronic Solid 

State
Electronic EM Relay

 Load Switching
Electronic EM Relay

 Load Switching
Electronic EM Relay 

Load Switching
On at dusk   Off at dawn Super6 SS3 SS14 SS4D SS4ED

 70 Lux            35 Lux Yes Yes Yes Yes Yes
 55 Lux            28 Lux Yes Yes Yes N/A N/A
 35 Lux            18 Lux Yes Yes Yes N/A N/A
 20 Lux            20 Lux Yes Yes N/A N/A N/A
 10 Lux            10 Lux Contact Sales Contact Sales N/A N/A N/A

Switching Ratio 1:1 or 1: 0.5 1:1 or 1: 0.5 1:1.5 POS 1:1.5 POS 1.5
Switching Delay 10-15 seconds 10-15 seconds 10-30 seconds 20 seconds 20 seconds
LED Lighting 600 Watts 400 Watts 250 Watts 250 Watts 250 Watts
High Pressure Sodium 1200 Watts 800 Watts 500 Watts 500 Watts 500 Watts
Metal Halide 1200 Watts 800 Watts 500 Watts 500 Watts 500 Watts
GLS or incadescent 1200 Watts 800 Watts 1200 Watts 1000 Watts 1000 Watts
Voltage 198-264 198-264 198-264 198-264 198-264
Surge Suppression 20 Joules 20 Joules 20 Joules N/A 20 Joules
Frequency 47-63 Hz 47-63 Hz 47-63 Hz 50/60 Hz 50/60 Hz
Consumption in watts <0.25 <0.25 <0.5 <0.5 <0.5
Min/Max operating 
ambient temp range -20/+80°C -20/+80°C -20/+75°C -20/+70°C -20/+70°C

IP Rating IP66 or IP67 IP65 IP66 IP65 IP65
Dimensions 50 x 80 mm 50 x 80 mm 44 x 31.5 mm 50 x 80 mm 50 x 80 mm
Weight 82 g 77.5 g 59 g 77 g 77 g
Fixing 3 pin of 5/7 

NEMA base
3 pin of 5/7 
NEMA base

20mm hole 
Diameter

3 pin of 5/7 
NEMA base

3 pin of 5/7 
NEMA base

Body Materials UV stabilised
Polycarbonate

Enclosure

UV stabilised
Polycarbonate

Enclosure

UV stabilised
Polycarbonate

Enclosure

UV stabilised
Polycarbonate

Enclosure

UV stabilised
Polycarbonate

Enclosure

Street Lighting Control
Photo Cells

also available as sets on request
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Body
Body and pole connection 
in die-cast aluminum alloy 
UNI EN 1706 (Low copper 
content) double painting 
with polyester powder 
resistant to the salt fog. 
Screws made of AISI 304 
stainless steel. Tempered 
sodium-calcic glass, 5 mm 
thick. Guaranteed 91% 
transparency. Expanded 
silicone gaskets. 

Sources
LED light source with
different colour       
temperature options 
(standard Natural White 
4000 K, 3500 K and 5000 K 
available on request). High 
colour rendering coefficient 
CRI≥70. PMMA optics. 
Available optics: street HH, 
H2, H4 and asymmetrical 
H3, HE and HD.

Power Supply
The driver used offers 
the best performance, 
reliability and configuration 
options in road areas.
Driver Standard ON-OFF 
with virtual midnight. 
Available on request 
Dimmer and DALI 
versions. Voltage 220-240 
V AC 50 / 60Hz. Operating 
temperature -40°+50°.

Applications
Parkings
Roads
Pedestrian areas

CODE POWER FITTING 
OUTPUT

LIGHT SOURCE 
OUTPUT

TEMPERA-
TURE CRI BEAM

L00S14AHHBL40040 40 W 5868 lm 7040 lm 4000 K ≥70 HH
Street

L00S14AH2BL40040 40 W 5868 lm 7040 lm 4000 K ≥70 H2
Street

L00S14AH4BL40040 40 W 5868 lm 7040 lm 4000 K ≥70 H4
Street

L00S14AH3BL40040 40 W 5984 lm 7040 lm 4000 K ≥70 H3
Asym. 55°

L00S14AHEBL40040 40 W 5984 lm 7040 lm 4000 K ≥70 HE
Asym. 60°

L00S14AHDBL40040 40 W 5984 lm 7040 lm 4000 K ≥70 HD
Asym. 45°

L00S14AHHBL40060 60 W 8701 lm 10560 lm 4000 K ≥70 HH
Street

L00S14AH2BL40060 60 W 8701 lm 10560 lm 4000 K ≥70 H2
Street

L00S14AH4BL40060 60 W 8701 lm 10560 lm 4000 K ≥70 H4
Street

L00S14AH3BL40060 60 W 8838 lm 10560 lm 4000 K ≥70 H3
Asym. 55°

L00S14AHEBL40060 60 W 8838 lm 10560 lm 4000 K ≥70 HE
Asym. 60°

L00S14AHDBL40060 60 W 8838 lm 10560 lm 4000 K ≥70 HD 
Asym. 45°

Streetlight Fittings

Fast connector 
IP 2 poles

LKI-
TA00000000017

Fast connector 
IP 4 poles

LKI-
TA00000000018

Fast connector 
IP 3 poles

LKI-
TA00000000003

Fast connector 
IP 5 poles

LKI-
TA00000000103

- 3500 K and 5000 K version available on request.
- Luminous flux 3500 K: -2%, luminous flux 5000 K +3%.
- External driver available on request in dimmable and DALI.
- Programming to be defined during the order phase.
- Decay of the luminous flux ≥100.000 hr L80B20.
- Available on request with Zhaga/NEMA Socket configuration
- Flicker value ≤3%.

Top surface 0,15 m² Lateral surface 0,04 m²057,7 Kg LED

IK08

S1 - Efficient Lighting
S1 specially designed in die-cast aluminium, with minimum thicknesses and dimensions:
a smart solution for a very complex type of fitting. The coupling system allows to S1 be positioned both horizontally and vertically and 
to be adapted to different diameter poles.
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Streetlight Fittings

Fast connector 
IP 2 poles

LKI-
TA00000000017

Fast connector 
IP 4 poles

LKI-
TA00000000018

Fast connector 
IP 3 poles

LKI-
TA00000000003

Fast connector 
IP 5 poles

LKI-
TA00000000103

- 3500 K and 5000 K version available on request.
- Luminous flux 3500 K: -2%, luminous flux 5000 K +3%.
- External driver available on request in dimmable and DALI.
- Programming to be defined during the order phase.
- Decay of the luminous flux ≥100.000 hr L80B20.
- Available on request with Zhaga/NEMA Socket configuration
- Flicker value ≤3%.

Brixia - New Streetlight for new Cities
Brixia is the new LED street lighting designed for a high-performant public lighting and for an excellent value quality/price.

Body
Body and pole connection 
in die-cast aluminum alloy 
UNI EN 1706 (Low copper 
content) double painting 
with polyester powder 
resistant to the salt fog. 
Screws made of AISI 304 
stainless steel. Tempered 
sodium-calcic glass, 5 mm 
thick. Guaranteed 91% 
transparency. Expanded 
silicone gaskets. Body RAL 
7015

Sources
LED light source with colour 
temperature standard 
Natural White 2200 K, 2700 
K, 3000 K, 3500 K, 5000 K, 
5700 K and 6500 K versions 
available on request. High 
colour rendering coefficient 
CRI≥70. PCO HT optics. 
Available optics: street H2, 
H4, HH and asymmetrical 
H3, HE, HD.

Power supply
The driver used offers 
the best performance, 
reliability and configuration 
options in road areas.
Available on request ON-
OFF with virtual midnight, 
Dimmer or DALI versions. 
Voltage 220-240 V AC 
50 / 60Hz. Operating 
temperature -40°+50°.

Applications
Car Parks
Streets
Pedestrian areas

5 Kg LED Top surface 0,09 m² Lateral surface 0,04 m²05

IK08

CODE POWER FITTING 
OUTPUT

LIGHT SOURCE 
OUTPUT

TEMPERA-
TURE CRI BEAM

L00BX4AH2BL40025 25 W 3705 lm 4000 lm 4000 K ≥70 H2
Street

L00BX4AH3BL40025 25 W 3705 lm 4000 lm 4000 K ≥70 H3
Asym. 55°

L00BX4AH4BL40025 25 W 3705 lm 4000 lm 4000 K ≥70 H4
Street

L00BX4AHHBL40025 25 W 3705 lm 4000 lm 4000 K ≥70 HH
Street

L00BX4AHEBL40025 25 W 3705 lm 4000 lm 4000 K ≥70 HE
Asym. 60°

L00BX4AHDBL40025 25 W 3705 lm 4000 lm 4000 K ≥70 HD
Asym. 45°

L00BX4AH2BL40050 50 W 7200 lm 8000 lm 4000 K ≥70 H2
Street

L00BX4AH3BL40050 50 W 7200 lm 8000 lm 4000 K ≥70 H3
Asym. 55°

L00BX4AH4BL40050 50 W 7200 lm 8000 lm 4000 K ≥70 H4
Street

L00BX4AHHBL40050 50 W 7200 lm 8000 lm 4000 K ≥70 HH
Street

L00BX4AHEBL40050 50 W 7200 lm 8000 lm 4000 K ≥70 HE
Asym. 60°

L00BX4AHDBL40050 50 W 7200 lm 8000 lm 4000 K ≥70 HD
Asym. 45°

Applications
Parkings
Roads
Pedestrian areas
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Lighting Fixtures

• Sturdy steel Housing
• White paint coating
• High-grade lamp holders
• Pre-Wired, ready for connection
• Single-packed in cardboard sleeves

T8 Batten Fixtures (for LED T8 Lamps):

33 mm TypeClosed Type

clip-on type fold-up type

clip-on type fold-up type

Metal thickness: 0,3 mm

Removable cover

33 m
m

600 / 1200 mm

Product details:
Art. No. length config. lampholder suitable for…

closed type removable cover closed type removable cover

EGK CT8-109 610 mm single T8 clip-on type 9W / 10W T8 LED Lamps

EGK CT8-118 1220 mm single T8 clip-on type 18W / 20W T8 LED Lamps
EGK CT8-209 EGK RT8-209 610 mm twin T8 clip-on type 9W / 10W T8 LED Lamps
EGK CT8-218 EGK RT8-218 1220 mm twin T8 clip-on type 18W / 20W T8 LED Lamps

EGK CT8F-109 EGK RT8F-109 610 mm single T8 fold-up type 9W / 10W T8 LED Lamps
EGK CT8F-118 EGK RT8F-118 1220 mm single T8 fold-up type 18W / 20W T8 LED Lamps

Art. No. packing unit EAN (packing unit) quantity / 40‘ HC ctr.
EGK CT8-109 36 pcs / carton 4251041414592 160.560 pcs. 

EGK CT8-118 36 pcs / carton 4251041414608  80.640 pcs.
EGK CT8-209 36 pcs / carton 4251041414615 160.560 pcs. 
EGK CT8-218 36 pcs / carton 4251041414622  80.640 pcs.

EGK CT8F-109 36 pcs / carton 4251041414639 160.560 pcs. 
EGK CT8F-118D 36 pcs / carton 4251041414646  80.640 pcs.

EGK RT8-209 30 pcs / carton 4251041414677 133.800 pcs. 
EGK RT8-218 30 pcs / carton 4251041414684  67.200 pcs.

EGK RT8F-109 30 pcs / carton 4251041414691 133.800 pcs. 
EGK RT8F-118 30 pcs / carton 4251041414714  67.200 pcs.

Logistics data:
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Lighting Fixtures

• Sturdy steel Housing
• White paint coating
• High-grade lamp holders
• Pre-Wired, ready for connection
• Single-packed in cardboard sleeves

T8 Batten Fixtures (for LED T8 Lamps):

40 mm TypeClosed Type

clip-on type fold-up type

clip-on type fold-up type

Metal thickness: 0,3 mm

Removable cover

40 m
m

600 / 1200 mm

Product details:
Art. No. length config. lampholder suitable for…

closed type removable cover closed type removable cover

EGK CT8-109 610 mm single T8 clip-on type 9W / 10W T8 LED Lamps

EGK CT8-118 1220 mm single T8 clip-on type 18W / 20W T8 LED Lamps
EGK CT8-209 EGK RT8-209 610 mm twin T8 clip-on type 9W / 10W T8 LED Lamps
EGK CT8-218 EGK RT8-218 1220 mm twin T8 clip-on type 18W / 20W T8 LED Lamps

EGK CT8F-109 EGK RT8F-109 610 mm single T8 fold-up type 9W / 10W T8 LED Lamps
EGK CT8F-118 EGK RT8F-118 1220 mm single T8 fold-up type 18W / 20W T8 LED Lamps
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Cable Junction Boxes 64-65 Electrician Tools 80
Cable Joint Kits 69 Electromagnetic Ballasts 128-133
Cable Markers 70 Electronic Ballasts 128-133
Cable Reels 6-13, 42-45 Electronic Detectors 77
Cable Reels - CEE 10-11 Electronic Multi Testers 77
Cable Ties 72 Electronic Voltage Testers 77
Camping Lights 122 EMT Fittings 67
Capacitors 128-129 EV charging boxes 61
CAT 6 Cable 105 EV charging cables 60
CEE Connectors 55 Extension Cables 14-16
CEE Panel Mounted Sockets 54 Extension Leads 20-39, 41, 43-45
CEE Plugs 58 Extension Sockets 20-39, 41, 43-45
CEE Wall Mounted Plugs 57
CEE Wall Sockets 56 F
Ceramic Connectors 63 Fish Tapes 75
Chokes 128-133 Flexible GI Pipes 67
Circuit Breakers 76 Float Switches 96-97
CO Detectors 108 Floodlight 111, 112
Coaxial Cables 105 Fluorescent Tubes 127
Copper Tapes 91
Connectors 62-63
Couplers 49
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G L  
GI Pipes 67 LED Outdoor Lighting 119
Glue Guns 83 LED Candle Lamps 123
Glue Sticks 83 LED Spots 111

LED Torches 120
H LED Tubes 127
Hand Crimping Tools 84 LED Flexible Strips (SMD) 137
Hand Lamps 113-117 LED Converter 136
Head Lights 121
Heat Shrinkable Tubes 68 M
Hole Saws 81 Magnetic Ballasts 128-133
Hot Air Guns 82 Mechanical Cable Cutters 85
Hydraulic Cable Cutters 88 Mechanical Crimping Tools 84
Hydraulic Crimping Tool Sets 87-88 Motion Detectors 138
Hydraulic Crimping & Cutting Tools 89 Moisture Detector 77
Hydraulic Foot Pumps 87 Multifunction Detector 77
Hydraulic Punching Tools 90

O
I Oval Lights 118
Ignitors 128 Outdoor Lighting 119
Immersion Heaters 104
Industrial Cable Reels 6-12, 42-45  N
Industrial Plugs & Sockets 54-58 Network cables 105
Industrial Socket Outlets 52 Nightlight 122
Insect Traps 126
Inspection Lamps 113 P
Isolating Switches 53 Photo Cells 139

Pipe Bending Springs 74
J Plastic Draw in Bands 75
Joints 69 Plugs 47 -49
Junction Boxes 64-65 Porcelain Connectors 63

Portable Transformers 59
K Power Distributors 17
KWH-Meters 92-93 Pressure Switches 94-95

Pulling Springs 74
L Pump Switches 96-97
Lamps 123-127 Punching Tools 90
LED Drivers 136 PVC Coated GI Pipes 67
LED Lamps 123-127 PVC Connectors 62-63
LED Head-Lights 121 PVC Electrical Tapes 71
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R V
Remote Control Sets 108 VDE Screwdrivers 80
RG 6 Cables 105 Voltage Testers 77-79
Rubber Plugs & Couplers 49 Video Entry Kits 98
Rubber Hand Lamps 113

W
S Wallboxes 61
Safe-Box 73 Water Heaters 104
Safety Inspection Lamps 113 Weatherproof Isolating Switches 53
School Bells 103 Weatherproof Switches & Sockets 50-52
Screwdrivers 80 Weatherproof Safe-Box 73
Site Transformers 59 Weekly Timers 106
Smoke Detectors 109 Wire Connectors 62-63
Socket Extensions 20-39, 41 Worklight 110
Socket Outlets 46
Spiral Wrapping Bands 70, 73 X
Splicing Kits 69 X-Gum Cable Reel 8
Steel Draw in Bands 75
Streetlight Fixtures 140-141
Surge Protection Products 30-31,37 

T
Tapes 71
Terminal Connectors 62-63
Testers 77-79
Time Switches 107
Torchlights 120
Tower Power 40
Trailing Sockets 18-41, 43-46
Transformers 59, 128-133
Tubes 126-127
TV Cables 105

U
USB-Charger socket block 41
USB Socket Extensions 30, 33, 38-41
UV Blacklight Lamps 126
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E.G. KISTENMACHER GmbH & Co. KG
Sachsenstrasse 5
20097 Hamburg, Germany

Phone +49 40 23 69 85 0
electrical@kistenmacher.de
www.kistenmacher.de

Dubai, UAE 
dubai@kistenmacher.de

Phone +971 4 222 1849

Jeddah, Saudi Arabia
jeddah@kistenmacher.de

Phone  +966 50 564 9970

Hong Kong, China
china@kistenmacher.de

Phone +852 2887 6060
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